












































































































































































































































































































































































































































































































































































































































 

 

 
 

 
 

OPTION B 
PAYMENT AT TIME OF DELIVERY OR PICKUP 

 
 

This will be the price of the Product(s) contingent  
upon the Customer paying the Grand Total 

Purchase Price to GSFA at time of delivery or pickup 
pursuant to the Payment Terms 
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STANDARD TERMS AND CONDITIONS  
 
1. Definitions. 
  

a.  “Agreement” has the meaning given in the Product Proposal. 
b.  “Customer” means the customer identified in the Product Proposal. 
c. “Dealer Preparation,” if applicable, means additional product(s) and/or services added by GSFA after 

Manufacturer’s completion of the Product and prior to delivery, in accordance with the Dealer Supplied 
Products/Services List. 

d. “Delivery Date” means the Product Completion timeframe plus the Predelivery Service timeframe equals 
the Delivery Date. 

e. “Dealer Supplied Products/Services List” means the Dealer Supplied Products and/or Services List attached 
to the Product Proposal as Exhibit D, which reflects all Dealer Preparation under the Agreement absent a 
valid Change Order(s). 

f.  “Grand Total Purchase Price” means the total purchase price for the Product identified in the Product 
Proposal (subject to any adjustments required or permitted by these Terms and Conditions, including by 
the execution of a valid Change Order(s). 

g. “GSFA” means Golden State Fire Apparatus, Inc., a California corporation. 
h.  “Manufacturer” means the person or persons, company, firm, corporation, partnership, or other 

organization identified in the Product Proposal as responsible for manufacturing the Product. 
i. “Party” or “Parties” means GSFA and/or Customer, as applicable. 
j. “Predelivery Service” means the Products and/or Services that will be provided by GSFA after 

transportation of the Product(s) from the manufacturing facility and prior to Final Delivery or Pick-Up. 
k.  “Prepayment Discount” means a discount to the purchase price for the Product granted to Customer in 

connection with Customer’s advance payment of the Grand Total Purchase Price (or portion thereof, as 
specified in the Product Proposal).  

l. “Product” means the fire apparatus(es) and any associated equipment listed in the Product Proposal and 
further described in the Specifications. 

m. “Product Completion” means the fire apparatus(es) in the Product Proposal and further described in the 
Specifications being ready for final inspection by Customer at the manufacturing facility. 

n. “Product Proposal” means the GSFA proposal executed by Customer to which these Terms and Conditions 
are attached. 

o.  “Product Warranties” means the Manufacturer warranties for the Product attached to the Product 
Proposal as Exhibit C.  

p. “Specifications” means the specifications for the Product attached to the Product Proposal as Exhibit B. 
q. “Terms and Conditions” means these Standard Terms and Conditions, which are attached to the Product 

Proposal as Exhibit A. 
 
2. Purchase and Payment.  
 

a. Purchase. Customer agrees to purchase the Product at the Grand Total Purchase Price (as such amount 
may be adjusted in accordance with these Terms and Conditions), pursuant to the payment terms set forth in the 
Product Proposal. The Grand Total Purchase Price is payable in U.S. dollars. 

 
b. Contingency Reserve Fund. The Grand Total Purchase Price may include an amount to be set aside for 

the purpose of funding any future costs or financial obligations incurred by Customer under the Product Proposal or 
any valid Change Order(s) (the “Contingency Reserve Fund”). If applicable, the amount of any required Contingency 
Reserve Fund will be set forth in either the Product Proposal or Exhibit D. The Contingency Reserve Fund may be 
withdrawn against by Customer or GSFA for the purpose of satisfying Customer’s payment obligations under the 
initial Product Proposal or any valid Change Order(s) (including, without limitation, a Change Order submitted by 
GSFA pursuant to Section 8.b). If a Contingency Reserve Fund is required under the Agreement, the amount of such 
fund is not intended as an estimate of the actual additional costs of contingencies, Change Orders, unforeseen items 
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or other required work that may be incurred under the Agreement after submission of the Product Proposal to 
Customer, which amounts Customer acknowledges may exceed the Contingency Reserve Fund amount.  The balance 
of any Contingency Reserve Fund will be credited against Customer’s payment obligations, or otherwise returned to 
Customer within thirty (30) calendar days of delivery of all Products under the Agreement (provided that Customer 
has paid all amounts owed under the Agreement as of such date). 
 

c. Prepayment Discount. If GSFA has granted Customer a Prepayment Discount, Customer must provide 
each associated prepayment (each, a “Prepayment”) within the time frame specified in the Product Proposal in 
order to receive such discount. Customer’s failure to timely make such Prepayment may result in: (i) GSFA’s 
termination of the Agreement; and/or (ii) Customer’s loss of the Prepayment Discount for the portion of the Grand 
Total Purchase Price represented by such outstanding Prepayment and the application of a late fee as set forth in 
Section 6, in each case in GSFA’s sole discretion. 

 
d. State Sales Tax. Customer shall be responsible for the cost of state sales tax associated with, or 

attributable to, the Product. The taxes stated in the Product Proposal are subject to adjustment for the applicable 
state sales tax rate in effect at the time of delivery. Therefore, the sales tax set forth on the Product Proposal is only 
an estimate of such taxes and will be increased or decreased at the time of delivery if a change in the applicable 
sales tax rate has occurred, in which case Customer shall pay GSFA (or be refunded by GSFA) the difference in the 
applicable sales tax. 
 
3. Product Completion Date. Within thirty (30) calendar days of the date on which the last required signatory 
executes the Product Proposal (such date, the “Executed Date”), GSFA shall submit to Customer a tentative Product 
completion date (which may differ from the Product completion estimate contained in the Product Proposal). Due 
to global supply chain constraints, any Product completion date contained herein, or in the Product Proposal, or 
otherwise provided to Customer, is a good faith estimate only as of the date provided to Customer, and merely an 
approximation based on current information available to GSFA and Manufacturer. Customer shall not be entitled to 
rely on any such estimate, and GSFA shall have no liability to Customer for a failure by GSFA or Manufacturer to 
meet any such estimate. All Product completion estimates are subject to modification and, if applicable, GSFA will 
provide updates to such estimates to Customer when available. 
 
4. Stock / Demo Units. Notwithstanding any other provision contained in the Agreement (including Section 12 hereof 
concerning warranties), any Products constituting stock/demo unit(s) are sold to Customer on an as-is, first-come 
and first served-basis and GSFA makes no further representation or warranty to any customer with respect to such 
unit(s). Regardless of the terms of the Product Proposal, GSFA shall only be obligated to sell such stock/demo unit(s) 
to the first customer to enter into a purchase agreement with GSFA identifying such unit(s), and after the execution 
by GSFA of such agreement any subsequent purchase agreement (including the Agreement, as applicable) shall have 
no further force or effect with respect to such unit(s). 
 
5. Multiple Unit Purchase. If the Grand Total Purchase Price includes pricing for multiple Products, the Product price 
stated in the Product Proposal shall only be valid if the quantity of Products being proposed are purchased at the 
same time, pursuant to the same Agreement. GSFA shall have no obligation to offer the same price for any Product 
if purchased by Customer pursuant to a later purchase agreement. 
 
6. Late Fee; Storage Fee. A late fee equal to 0.033% of the outstanding portion of the Grand Total Purchase Price will 
be charged per calendar day for overdue payments beginning ten (10) calendar days after the payment is due and 
continuing for the first thirty (30) calendar days thereafter. After such thirty (30) calendar day period, the late fee 
shall increase to 0.044% per calendar day until payment of the outstanding portion of the Grand Total Purchase Price 
is received. If Customer is unable to satisfy the delivery requirements hereunder or is unwilling to take delivery of 
the Product, then GSFA shall be entitled to a storage charge running from the earlier of: (i) the date of delivery 
agreed to between GSFA and Customer (provided GSFA is willing and able to deliver the Product on such date), or 
(ii) twenty-one (21) calendar days after GSFA notifies Customer that the Product is available for delivery.  The storage 
charge is equal to: (i) $175.00 per calendar day per apparatus stored, or (ii) the actual charges incurred by GSFA with 
a third party for storage of the Product, whichever is greater. Such storage charge shall continue until the actual time 
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of delivery and Customer’s possession of the Product, and any such storage by GSFA or such third party shall be at 
the sole risk of Customer.  
 
7. Delivery; Inspection and Acceptance. 
 

a. Delivery. Subject to Section 5 hereof, the Product is scheduled to be delivered to the location and within 
the time period specified in the Product Proposal. Such delivery date is an estimate, and GSFA is, notwithstanding 
this Section 7.a, not bound to such date unless it otherwise agrees in a separate writing to complete delivery by a 
date certain. For the avoidance of doubt, GSFA is not responsible for delivery delays caused by or because of actions, 
omissions or conduct of Customer, the Manufacturer, or their respective employees, affiliates, suppliers, 
contractors, and carriers. Risk of loss for the Product shall pass to Customer at the point and time of delivery (which 
shall include an attempted delivery by GSFA which cannot be completed due to any act of Customer).  However, title 
to the Product shall only pass to Customer upon delivery if Customer has then fully paid GSFA all amounts due 
hereunder (including additional amounts due under any valid Change Order). Absent GSFA’s separate written 
agreement, which it may or may not provide in its sole and absolute discretion, delivery of the Product will not occur 
before Customer has fully paid all amounts due under the Agreement and provided proof of insurance reasonably 
satisfactory to GSFA. If GSFA permits Customer to take possession of the Product, Customer may not mount 
equipment, conduct training, or place the Product into service until all amounts due under the Agreement have been 
paid. If Customer has ordered multiple Products, GSFA reserves the right to deliver such Products in installments 
and to separately invoice Customer for such Products.  
 

b. Inspection and Acceptance. Upon delivery, Customer shall have ten (10) calendar days within which to 
inspect the Product for substantial conformance to the Specifications, and in the event of substantial non-
conformance to the Specifications to furnish GSFA with written notice sufficient to permit GSFA to evaluate such 
non-conformance (“Notice of Nonconformance to Specifications”). Contingent upon part availability and 
Customer’s cooperation, any Product not in substantial conformance to material Specifications shall be remedied by 
GSFA (by repair or replacement, at GSFA’s election) within thirty (30) calendar days from GSFA’s receipt of the Notice 
of Nonconformance to Specifications. In the event GSFA does not receive a Notice of Nonconformance to 
Specifications within ten (10) calendar days of delivery, the Product will be deemed to be in conformance with 
Specifications and accepted by Customer. 

 
8. Changes to Agreement Terms. 
 

a. Change Orders. The Customer may request that GSFA incorporate a change to the Product or the 
Specifications for the Product, or GSFA may submit changes to the Agreement required or permitted to be made by 
GSFA (pursuant to Section 8.b or otherwise) by delivering a written Change Order to the other party hereto, which 
shall include a description of the proposed change sufficient to permit the receiving party to evaluate such change 
(either, a “Change Order”). For any Change Order submitted by Customer, GSFA will provide Customer a written 
response (a “Response”) stating (i) whether GSFA will accommodate such Change Order (which GSFA may decide in 
its sole and absolute discretion); and (ii) the terms of the modification to the order, including any increase or 
decrease in the Grand Total Purchase Price resulting from such Change Order, a date on which any increase in the 
Grand Total Purchase Price must be paid, and an estimate of any effect on production scheduling or delivery resulting 
from such Change Order. Customer shall have seven (7) calendar days after receipt of the Response to notify GSFA 
as to whether Customer desires to make the changes GSFA has approved in the Response. In the event Customer 
countersigns GSFA’s Response, Customer shall pay the increase (or be refunded the decrease) in the Grand Total 
Purchase Price by the date specified in the Response. GSFA may also send Customer a Change Order to account for 
any changes to the Agreement required or permitted to be made by GSFA (including those changes required 
pursuant to Section 8.b hereof), and such Change Order shall be effective upon delivery to Customer unless 
Customer elects to terminate the applicable Product order under the Agreement in accordance with Section 9.  
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 b. Additional Changes. 
 
   i. Component Price Volatility; Increases Imposed by Manufacturer. GSFA shall not be responsible 
for (i) any unforeseen price increase or surcharge enacted by suppliers of major components of the Product 
(including but not limited to commercial chassis, engine, transmission, and fire pump); or (ii) price increases imposed 
on GSFA by Manufacturer pursuant to Manufacturer’s terms and conditions for sale of the Product (a “Manufacturer 
Price Increase”), after Customer becomes bound by the Agreement. Customer shall be responsible for all amounts 
arising from any price increases for major components of the Product (including all associated taxes and fees 
thereon) for the Product or any Manufacturer Price Increases occurring after the execution of the Agreement which 
increases the cost of the Product to GSFA, and such amounts will be documented on a Change Order adjusting the 
Grand Total Purchase Price accordingly. Customer shall pay any such price increase prior to Product delivery. A 
Manufacturer Price Increase may include, but shall not be limited to, an increase in Product price resulting from an 
increase in the Producer Price Index of Components for Manufacturing (see www.bls.gov Series ID: WPUID6112) in 
excess of a compounded annual growth rate of five percent (5%), as measured between the month Manufacturer 
accepts the applicable Product order and the month that is fourteen (14) months prior to the then-current estimated 
Product completion date (the foregoing, a “PPI-Based Price Increase”). If, upon Customer’s receipt of a Change 
Order reflecting a PPI-Based Price Increase, Customer elects to terminate the applicable Product Order in accordance 
with Section 8.b.iii rather than pay such increase, then in lieu of the cancellation fees described in Section 9.a hereof 
GSFA shall be entitled to recover and Customer shall pay GSFA’s actual non-reimbursable costs incurred in 
connection with the Product order through the date of Customer’s termination of such Product order. 
 

ii. New Legal Standards. In the event the Product design, materials or specifications require an 
alteration arising from new regulations issued by any governmental entity or trade association, including, but not 
limited to, the NFPA, DOT, and EPA, and such alteration increases the cost of the Product to GSFA, Customer shall 
be responsible for changes to the Grand Total Purchase Price arising from such alteration. GSFA shall promptly notify 
Customer when it becomes aware of any potential or required change in regulations occurring prior to delivery that 
would impact the Product purchased.  

 
  iii. Change Orders. Customer shall execute any Change Order submitted by GSFA documenting any 
of the changes required or permitted by Sections 8.b.i and 8.b.ii above (which shall, to the extent practicable, itemize 
any increases in the Grant Total Purchase Price and specify a commercially reasonable date by which Customer must 
pay such increase), unless Customer instead elects to terminate the applicable Product order under the Agreement 
within fifteen (15) calendar days of Customer’s receipt of such Change Order and in accordance with Section 9.  
Absent such a termination, failure to execute a Change Order does not alter Customer’s obligations under this 
Section 8.b. 
 
 c. Changes in Commercial Specifications. Specifications for all components of the Product manufactured by 
companies other than the Manufacturer are subject to change without notice. Specifications for such components 
will be as available at the time of manufacture of the Product. GSFA shall not be liable for any deviations in such 
specifications arising from a substitution of components or changes in the design of any component by their original 
manufacturer. 
 
9. Termination. 
 

a. By Customer. Customer may terminate a Product order identified in the Product Proposal or a Change 
Order by providing written notice to GSFA in accordance with Section 16 hereof. If Customer elects to terminate a 
Product order, Customer shall pay GSFA a cancellation fee as follows: (a) after the Product order is accepted and 
entered by GSFA, 10% of the portion of the Grand Total Purchase Price applicable to such Product (including all 
associated taxes, fees and costs) (such amount, the “Product Purchase Price”); (b) after completion of the pre-
construction phase of the order process, 20% of the Product Purchase Price; and (c) after the requisition of any 
materials or commencement of any manufacturing or assembly of the Product by either GSFA or Manufacturer but 
before substantial completion of such Product, 50% of the Product Purchase Price. Customer shall not be permitted 
to terminate a Product order after substantial completion of manufacturing and assembly of such Product (excluding 
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any Dealer Preparation or other pre-delivery services or untypical Product customization, if applicable). 
Notwithstanding the foregoing, if the applicable tier of cancellation fee is not sufficient to cover all actual costs and 
fees incurred by GSFA with Manufacturer in connection with Customer’s termination of the Product order 
(“Manufacturer Termination Fees”), then in addition to such cancellation fee Customer shall pay the balance of all 
Manufacturer Termination Fees. If Customer received a Prepayment Discount, such discount shall not be considered 
for the purpose of calculating the above cancellation fee. The tier of cancellation fee applicable to any cancellation, 
as well as the determination of whether a Product has reached substantial completion, shall be in the sole and 
absolute discretion of GSFA. Customer may request a fee waiver, and GSFA, in its sole discretion, may agree to waive 
and/or adjust such fee. GSFA will return the balance of the Grand Total Purchase Price or Product Purchase Price, as 
applicable, within thirty (30) calendar days of the effective date of the cancellation of the Product order or 
termination of the Agreement.  
 
Customer may terminate the Agreement for an Event of Default by GSFA after providing GSFA with written notice in 
accordance with Section 16 (which notice shall describe with reasonably particularity the Event of Default justifying 
such termination) if such Event of Default remains uncured (if capable of cure) thirty (30) days following GSFA’s 
receipt of such notice; provided, however, that the foregoing cure period shall continue if and for so long as GSFA 
has commenced and is continuing to undertake commercially reasonable efforts to cure such Event of Default as 
promptly as reasonably practicable.   
 
 b. By GSFA. GSFA may terminate the Agreement for an Event of Default by Customer after providing 
Customer with written notice in accordance with Section 16 (which notice shall describe with reasonably 
particularity the Event of Default justifying such termination) if such Event of Default remains uncured (if capable of 
cure) thirty (30) days following Customer’s receipt of such notice; provided, however, that the foregoing cure period 
shall continue if and for so long as Customer has commenced and is continuing to undertake commercially 
reasonable efforts to cure such Event of Default as promptly as reasonably practicable. Notwithstanding the 
foregoing, GSFA may terminate the Agreement effective immediately upon written notice to Customer for 
Customer’s failure to pay any amount owed under the Agreement when due. 
 
Notwithstanding any other provision of this Agreement, if Customer terminates a Product order in accordance with 
Section 9.a above, GSFA may elect to instead terminate the Agreement upon notice to Customer in accordance with 
Section 16 hereof. If GSFA terminates the Agreement in accordance with this Section 9.b, Customer shall pay the 
applicable tier of cancellation fee for all Products pursuant to Section 9.a above as if Customer had elected to 
terminate each applicable Product order. 
 
 c. Based on Discontinuation or Cancellation by Manufacturer. In the event that Manufacturer cancels a 
Product order (provided that such cancellation is not the result of an act by Customer in violation of the Agreement) 
or discontinues the manufacture of a Product prior to its completion and delivery: (i) if such Product is the only 
Product contemplated under the Agreement, then the Agreement shall terminate; or (ii) if additional Products are 
contemplated under the Agreement, then only the Product order for the applicable cancelled or discontinued 
Product shall be terminated.  Such Agreement termination or Product termination, as applicable, shall be effective 
upon GSFA’s written notice to Customer of such cancellation or discontinuance in accordance with Section 16 hereof. 
GSFA’s only obligation to Customer in such event shall be the return of any Prepayment paid by Customer for the 
cancelled or discontinued Product. For the avoidance of doubt, the cancellation fees contemplated in Section 9.a 
hereof shall not apply in the event of a termination pursuant to this Section 9.c. 
 
10. Customer’s Obligations. Customer shall provide its timely and best efforts to cooperate with GSFA and 
Manufacturer during the Product manufacturing process. Reasonable and timely cooperation includes, without 
limitation, Customer’s providing timely information in response to any requests from Manufacturer or GSFA and the 
participation of Customer’s authorized representatives in traveling to Manufacturer’s facility for inspections and 
approval of the Product, including a final approval before the Product leaves Manufacturer’s facility. 
 
11. Representations and Warranties. Customer hereby represents and warrants to GSFA as of the Executed Date 
that the execution of the Agreement and the purchase of the Product(s) and performance of the other obligations 
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of Customer under the Agreement have been approved by Customer in accordance with applicable general laws 
and, as applicable, Customer’s charter, ordinances, purchasing policies, and other governing documents, and 
executed by the appropriate Customer employees, officials, and/or representatives, and funding for Customer’s 
performance of its obligations under the Agreement has been duly budgeted and appropriated by Customer. 
 
12. Standard Warranty. All applicable Manufacturer warranties are contained in the Product Warranties. Any 
additional warranties must be expressly approved in a writing signed by GSFA, and Customer acknowledges and 
agrees that Manufacturer will not be liable for any such additional warranties.  
 

a. Disclaimer. OTHER THAN AS EXPRESSLY SET FORTH IN THE AGREEMENT, GSFA, ITS AFFILIATES, AND THEIR 
RESPECTIVE OFFICERS, DIRECTORS, EMPLOYEES, SHAREHOLDERS, AGENTS, OR REPRESENTATIVES, DO NOT MAKE 
ANY EXPRESS OR IMPLIED WARRANTIES WITH RESPECT TO THE PRODUCT (WHETHER RELATING TO THE CONDITION 
OR QUALITY OF THE PRODUCT, OR OTHERWISE) PROVIDED HEREUNDER OR OTHERWISE REGARDING THE 
AGREEMENT (INCLUDING, WITHOUT LIMITATION, WITH RESPECT TO ANY APPLICABLE DEALER PREPARATION), 
WHETHER ORAL OR WRITTEN, EXPRESS, IMPLIED OR STATUTORY. WITHOUT LIMITING THE FOREGOING, ANY 
IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY, THE IMPLIED WARRANTY AGAINST INFRINGEMENT, THE 
IMPLIED WARRANTY OR CONDITION OF FITNESS FOR A PARTICULAR PURPOSE, AND ANY IMPLIED WARRANTIES 
ARISING FROM COURSE OF DEALING OR USAGE OF TRADE ARE EXPRESSLY EXCLUDED AND DISCLAIMED. 
STATEMENTS MADE BY SALES CONSULTANTS OR IN PROMOTIONAL MATERIALS DO NOT CONSTITUTE WARRANTIES. 

 
 b. Exclusions of Incidental and Consequential Damages. In no event shall GSFA be liable for consequential, 
incidental, or punitive damages incurred by Customer in connection with any matter arising out of or relating to the 
Agreement, or the breach thereof, even if GSFA has been advised of the possibility of such damages, and regardless 
of whether such damages arise out of breach of warranty, the Agreement, indemnity, whether resulting from non-
delivery or from GSFA’s own negligence, or otherwise, except and solely to the extent such damages arise from the 
gross negligence or willful misconduct of GSFA. 
 
13. Default. The occurrence of one or more of the following events (each, an “Event of Default”) shall constitute a 
default under the Agreement: (a) Customer’s failure to pay any amounts due or to perform any of its obligations 
under the Agreement; (b) GSFA’s failure to perform any of its obligations under the Agreement; (c) either Party 
becoming insolvent or becoming subject to bankruptcy or insolvency proceedings; (d) any representation made by 
either Party under the Agreement which is false in any material respect; (e) any action by Customer to dissolve, 
merge, consolidate or transfer a substantial portion of its property to another entity during the term of the 
Agreement; (f) any other material breach of the terms of the Agreement by a Party; or (g) a default or breach by 
Customer under any other agreement with GSFA or its affiliates. 
 
14. Indemnification of GSFA. Customer shall indemnify, defend, and hold harmless GSFA, its agents, servants, 
successors and assigns from and against all losses, damages, injuries, claims, demands and expenses, including 
attorneys’ fees and other legal expenses, of whatever nature (“Damages”), to the extent Damages arise out of or in 
connection with: (i) Customer’s breach of the Agreement, or (ii) Customer’s use, storage, or operation of the Product 
following delivery, regardless of where, how, and by whom operated (excluding any negligent operation by GSFA). 
The indemnification and assumptions of liability and obligation herein provided shall continue in full force and effect 
notwithstanding the termination of the Agreement, whether by expiration of time, by operation of law or otherwise. 
This provision is not intended to and shall not constitute the exclusive remedy of the Parties under the Agreement; 
the Parties may seek indemnity from one another under other legal principles, whether based in equity or law, so 
long as they do not nullify or cancel the effects of this paragraph.  
 
15. Force Majeure. GSFA shall not be responsible nor deemed to be in default of any provision of the Agreement on 
account of delays in performance due to causes which are beyond GSFA’s or Manufacturer’s control and which make 
GSFA’s performance impracticable, including but not limited to wars, insurrections, strikes or labor unrest, riots, 
fires, storms, floods, other acts of nature, explosions, earthquakes, accidents, any act of federal, state or local 
government, failure or delays in transportation, inability to obtain necessary labor, supplies or manufacturing 
facilities, supply chain issues, allocation regulations or orders affecting materials, equipment, facilities or completed 
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products, failure to obtain any required license or certificates, acts of God or the public enemy or terrorism, failure 
of transportation, disease, pandemics or epidemics, quarantine restrictions, failure of vendors (due to causes similar 
to those within the scope of this clause) to perform their agreements or labor troubles causing cessation, slowdown, 
or interruption of work. 
 
16. Notice. Any notices, requests, consents, claims, demands, waivers and other communications required or 
permitted to be given hereunder must be given in writing at the address of each Party set forth below, or to such 
other address as either Party may substitute by written notice to the other in accordance with this Section 16, by 
one of the following methods: hand delivery; registered, express, or certified mail, return receipt requested, postage 
prepaid; or nationally recognized private express courier.  All such communications will be deemed to have been 
given: (i) when delivered by hand (with written confirmation of receipt); (ii) on the third (3rd) calendar day after the 
date mailed, by registered, express or certified mail; or (iii) when delivered by the addressee if sent by a nationally 
recognized private express courier. 
 
 GSFA:     CUSTOMER: 
 Golden State Fire Apparatus Inc.  To the address listed in the Product Proposal 
 7400 Reese Road  
 Sacramento, CA 95828 
  
17. Contradictions. In the event of a conflict between the Agreement and any Change Order, or between Change 
Orders, the terms of the latest executed Change Order shall control. 
 
18. Manufacturer’s Statement of Origin. It is agreed that the manufacturer’s statement of origin (“MSO”) for the 
Product covered by the Agreement, if applicable, shall be retained and remain in the possession of GSFA per 
California Department of Vehicles (DMV) directives. Notwithstanding the foregoing, GSFA shall provide Customer 
with the original MSO if the Customer is self-registering, and Customer shall comply with all good-faith Process of 
Duty and other DMV requirements applicable to the Product and retain its own MSO. 
 
19. Assignment. The relationship of the Parties established under the Agreement is that of independent contractors 
and neither Party is a partner, employee, agent, or joint venturer of or with the other. Neither Party may assign its 
rights and obligations under the Agreement unless it has obtained the prior written approval of the other Party. 
 
20. Governing Law; Jurisdiction; Disputes. Without regard to any conflict of laws provisions, the Agreement is to be 
governed by and under the laws of the state of California. Prior to taking any legal action that may and/or can arise 
out of the Agreement, the Parties shall first attempt mediation with an agreed upon mediator. If the Parties cannot 
agree upon a mediator within thirty (30) calendar days of the submission of written notice of a dispute in accordance 
with Section 16 hereof, if any disputed matter remain unresolved within thirty (30) calendar days of the 
commencement of discussions, or if any party refuses to meet, then either party may submit any remaining disputes 
concerning and/or claim regarding the Agreement and/or the terms and conditions herein to the Superior Court, 
County of Sacramento (and the parties expressly consent to exclusive personal jurisdiction and venue before such 
court).  
 
21. Entire Agreement; Amendments. The Agreement, including the Product Proposal, its exhibits, and all valid 
Change Orders, is the exclusive agreement between the Parties regarding the subject matter contained herein and 
therein. No change in, modification of, or revision of the Agreement shall be valid unless in writing and signed by 
duly authorized representatives of both Parties with authority to sign such amendments to the Agreement.  
 

END OF STANDARD TERMS AND CONDITIONS 
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Note: Any Surety Bond, if a part of the sale of the vehicle as to which this limited 
warranty is provided, applies only to this Pierce Basic One Year Limited Warranty for 
such vehicle, and not to other warranties made by Pierce in a separate document (if any) 
or to the warranties (if any) made by any manufacturer (other than Pierce) of any part, 
component, attachment or accessory that is incorporated into or attached to the vehicle.

2/8/2010 WA0009

1. LIMITED WARRANTY

THE WARRANTY SET FORTH IN PARAGRAPH 1 IS THE SOLE AND EXCLUSIVE 
WARRANTY GIVEN BY PIERCE. PIERCE HEREBY DISCLAIMS AND EXCLUDES ALL 
OTHER WARRANTIES, WHETHER EXPRESS, IMPLIED OR STATUTORY, 
INCLUDING WITHOUT LIMITATION ANY WARRANTY OF MERCHANTABILITY, ANY 
WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE, AND ANY WARRANTIES 
ARISING FROM COURSE OF DEALING OR USAGE OF TRADE.

2. DISCLAIMERS OF WARRANTIES

The original purchaser may void this warranty in part or in its entirety if the product is 
repaired or replaced (a) without prior written approval of the Pierce Customer Service 
Department; or (b) at a facility which has not been approved by Pierce as to technical 
capability.  Any repairs, modifications, alterations or aftermarket parts added after 
manufacture without the authorization of Pierce may void this warranty.

This limited warranty shall apply only if the product is properly maintained in accordance 
with Pierce's maintenance instructions and manuals and is used in service which is 
normal to the particular model. Normal service means service which does not subject the 
product to stresses or impacts greater than normally result from careful use. If the Buyer 
discovers a defect or nonconformity, it must notify Pierce in writing within thirty (30) days 
after the date of discovery, but in any event prior to the expiration of the warranty period. 
THIS LIMITED WARRANTY MAY NOT BE ASSIGNED OR OTHERWISE 
TRANSFERRED BY THE BUYER TO ANY SUBSEQUENT USER OR PURCHASER 
OR TO ANY OTHER PERSON OR ENTITY.

This warranty applies only to the body tubular support and 
mounting structures and other structural components of the 
body of the vehicle model, as identified in the Pierce 
specifications for the Fire and Rescue Apparatus.

This warranty does not apply to damage caused by corrosion.

Conditions and 
Exclusions:

See Also
Paragraphs
2 thru 4

Limited Warranty

Subject to the limitations and exclusions set forth below, Pierce Manufacturing provides 
the following warranty to the Buyer:

(c) any vehicle, chassis or component, part, attachment or accessory that has been 
repaired, altered or assembled in any way by any person or entity other than Pierce 
which, in the sole judgment of Pierce, adversely affects the performance, stability or 
purpose for which it was manufactured; or

(a) any integral parts, components, attachments or trade accessories of or to the product 
that are not manufactured by Pierce, including but not limited to engines, transmissions, 
drivelines, axles, water pumps and generators; with respect to all such parts, 
components, attachments and accessories, Pierce shall assign to Buyer the applicable 
warranties, if any, made by the respective manufacturers thereof;

Notwithstanding anything to the contrary herein, Pierce makes no warranty whatsoever 
as to:

                      Fire and Rescue Apparatus     

Coverage:

Ten (10) Year Structural Integrity
Apparatus Body

Ten (10) Years
- or -
100,000 Miles

Warranty Period 
Ends After:

The date of the original purchase invoice (issued when the 
product ships from the factory).

Warranty Begins: 

The apparatus body shall be free from structural failures 
caused by defects in material and workmanship

(d) products or parts which may in the ordinary course wear out and have to be replaced 
during the warranty period, including, but not limited to, tires, fluids, gaskets and light 
bulbs. Pierce assumes no responsibility for the assembly of its parts or subassemblies 
into finishing products or vehicles unless the assembly is performed by Pierce.

(b) any vehicle, chassis, or component, part, attachment or accessory damaged by 
misuse, neglect, fire, exposure to severe environmental or chemical conditions, acidic 
environment, improper maintenance, accident, crash, or force majeure such as natural 
disaster, lightning, earthquake, windstorm, hail, flood, war or riot;

4. EXCLUSION OF CONSEQUENTIAL AND INCIDENTAL DAMAGES.
Notwithstanding anything to the contrary herein or in any agreement between Pierce and 
Buyer, IN NO EVENT SHALL PIERCE BE LIABLE FOR ANY CONSEQUENTIAL, 
INCIDENTAL, SPECIAL, INDIRECT, OR PUNITIVE DAMAGES WHATSOEVER, 
WHETHER ARISING OUT OF BREACH OF CONTRACT, WARRANTY, TORT 
(INCLUDING NEGLIGENCE AND STRICT LIABILITY) OR OTHER THEORY OF LAW 
OR EQUITY, WITH RESPECT TO VEHICLES OR OTHER PRODUCTS SOLD BY 
PIERCE, OR THEIR OPERATION OR FAILURE TO OPERATE, OR ANY DEFECTS 
THEREIN, OR ANY UNDERTAKINGS, ACTS OR OMISSIONS RELATED THERETO, 
REGARDLESS OF WHETHER PIERCE HAS BEEN INFORMED OF THE POSSIBILITY 
OF ANY SUCH DAMAGES. Without limiting the generality of the foregoing, Pierce 
specifically disclaims any liability for property or personal injury damages, penalties, 
damages for lost profits or revenues, loss of vehicles or products or any associated 
equipment, cost of substitute vehicles or products, down-time, delay damages, any other 
types of economic loss, or for any claims by any third party for any such damages.

If the product fails to conform to the warranty set forth in paragraph 1 during the warranty 
period, and such nonconformity is not due to misuse, neglect, accident or improper 
maintenance, Buyer must notify Pierce within the time period specified in paragraph 1, 
and shall make the product available for inspection by Pierce or its designated agent. At 
the request of Pierce, any allegedly defective product shall be returned to Pierce by 
Buyer for examination and/or repair. Buyer shall be responsible for the cost of such 
transportation, and for risk of loss of or damage to the product during transportation. 
Within a reasonable time, Pierce shall repair or replace (at Pierce's option and expense) 
any nonconforming or defective parts. Repair or replacement shall be made only by a 
facility approved in advance in writing by Pierce. THIS REMEDY SHALL BE THE 
EXCLUSIVE AND SOLE REMEDY FOR ANY BREACH OF WARRANTY.

3. BUYER'S EXCLUSIVE REMEDY.
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Waterous Company
125 Hardman Avenue South
South St. Paul, MN 55075 USA
www.waterousco.com

F-2891 (04/15/20)

Waterous Seven-Year Limited Warranty
WATEROUS warrants, to the original Buyer only, that products manufactured by WATEROUS will be free from defects in material and workmanship under normal 
use and service for a period of seven (7) years from the date the product is first placed in service, or seven and one-half (7-1/2) years from the date of shipment by 
WATEROUS, whichever period shall be the first to expire; provided the Buyer notifies WATEROUS, in writing, of the defect in said product within the warranty 
period, and said product is found by WATEROUS to be nonconforming with the aforesaid warranty. When required in writing by WATEROUS, defective products 
must be promptly returned by Buyer to WATEROUS at WATEROUS’ plant at South St. Paul, Minnesota, or at such other place as may be specified by 
WATEROUS, with transportation and other charges prepaid. A Returned Material Authorization (RMA) is required for all products and parts and may be requested 
by phone, fax, email, or mail. The aforesaid warranty excludes any responsibility or liability of WATEROUS for:

(a)	 damages or defects due to accident, abuse, misuse, abnormal operating conditions, negligence, accidental causes, use in non-firefighting 
applications, or improper maintenance, or attributable to written specifications or instructions furnished by Buyer;

(b)	 defects in products manufactured by others and furnished by WATEROUS hereunder, it being understood and agreed by the parties that the only 
warranty provided for such products shall be the warranty provided by the manufacturer thereof which, if assignable, WATEROUS will assign to 
Buyer, if requested by Buyer;

(c)	 any product or part, altered, modified, serviced or repaired other than by WATEROUS, without its prior written consent;

(d)	 the cost of dismantling, removing, transporting, storing, or insuring the defective product or part and the cost of reinstallation; and
(e)	 normal wear items (packing, strainers, filters, light bulbs, anodes, intake screens, mechanical seals, etc.).

ALL OTHER WARRANTIES ARE EXCLUDED, WHETHER EXPRESS OR IMPLIED BY OPERATION OF LAW OR OTHERWISE, INCLUDING ALL IMPLIED 
WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. IN NO EVENT, WHETHER AS A RESULT OF BREACH OF 
CONTRACT, WARRANTY, TORT (INCLUDING NEGLIGENCE), STRICT LIABILITY, OR ANY OTHER CAUSE OF ACTION, SHALL WATEROUS BE LIABLE 
FOR ANY PUNITIVE, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES, OR FOR PERSONAL INJURY OR PROPERTY DAMAGES.
The exclusive remedy of Buyer and the sole liability of WATEROUS, whether based on contract, warranty, tort or any other basis of recovery whatsoever, is 
expressly limited at the election of WATEROUS to:

(a)	 the replacement at the agreed point of delivery of any product or part, which upon inspection by WATEROUS or its duly authorized representative, is 
found not to conform to the limited warranty set forth above, or

(b)	 the repair of such product or part, or
(c)	 the refund or crediting to Buyer of the net sales price of the defective product or part.

BUYER’S REMEDIES CONTAINED HEREIN ARE EXCLUSIVE OF ANY OTHER REMEDY OTHERWISE AVAILABLE TO BUYER. 
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Warranty Begins: 

Stainless steel piping shall be free from structural failures 
caused by defects in material and workmanship, or 
perforation caused by corrosion.

(b) any vehicle, chassis, or component, part, attachment or accessory damaged by 
misuse, neglect, fire, exposure to severe environmental or chemical conditions, acidic 
environment, improper maintenance, accident, crash, or force majeure such as natural 
disaster, lightning, earthquake, windstorm, hail, flood, war or riot;

(d) products or parts which may in the ordinary course wear out and have to be replaced 
during the warranty period, including, but not limited to, tires, fluids, gaskets and light 
bulbs. Pierce assumes no responsibility for the assembly of its parts or subassemblies 
into finishing products or vehicles unless the assembly is performed by Pierce.

Ten (10) Years
- or -
100,000 Miles

Warranty Period 
Ends After:

                      Fire and Rescue Apparatus     

Coverage:

Ten (10) Year Material and Workmanship
Stainless Steel Piping

1. LIMITED WARRANTY

The original purchaser may void this warranty in part or in its entirety if the product is 
repaired or replaced (a) without prior written approval of the Pierce Customer Service 
Department; or (b) at a facility which has not been approved by Pierce as to technical 

Limited Warranty
Subject to the limitations and exclusions set forth below, Pierce Manufacturing provides 
the following warranty to the Buyer:

(c) any vehicle, chassis or component, part, attachment or accessory that has been 
repaired, altered or assembled in any way by any person or entity other than Pierce 
which, in the sole judgment of Pierce, adversely affects the performance, stability or 
purpose for which it was manufactured; or

(a) any integral parts, components, attachments or trade accessories of or to the product 
that are not manufactured by Pierce, including but not limited to engines, transmissions, 
drivelines, axles, water pumps and generators; with respect to all such parts, 
components, attachments and accessories, Pierce shall assign to Buyer the applicable 
warranties, if any, made by the respective manufacturers thereof;

Notwithstanding anything to the contrary herein, Pierce makes no warranty whatsoever 
as to:

The date of the original purchase invoice (issued when the 
product ships from the factory).

This limited warranty shall apply only if the product is properly maintained in accordance 
with Pierce's maintenance instructions and manuals and is used in service which is 
normal to the particular model. Normal service means service which does not subject the 
product to stresses or impacts greater than normally result from careful use. If the Buyer 
discovers a defect or nonconformity, it must notify Pierce in writing within thirty (30) days 
after the date of discovery, but in any event prior to the expiration of the warranty period. 
THIS LIMITED WARRANTY MAY NOT BE ASSIGNED OR OTHERWISE 
TRANSFERRED BY THE BUYER TO ANY SUBSEQUENT USER OR PURCHASER 
OR TO ANY OTHER PERSON OR ENTITY.

Pierce’s obligation under this warranty is limited to repairing 
or replacing without charge, as Pierce may elect, the 
stainless steel piping or components which Pierce 
determines to have failed due to defective material and 
workmanship, or perforation caused by corrosion.

This warranty does not cover the use of fluoroprotein (FP) 
type foam.  The sodium chloride within FP foam can cause 
long-term damage to system components if not thoroughly 
flushed immediately after use. 

Conditions and 
Exclusions:

See Also
Paragraphs
2 thru 4

4. EXCLUSION OF CONSEQUENTIAL AND INCIDENTAL DAMAGES.
Notwithstanding anything to the contrary herein or in any agreement between Pierce and 
Buyer, IN NO EVENT SHALL PIERCE BE LIABLE FOR ANY CONSEQUENTIAL, 
INCIDENTAL, SPECIAL, INDIRECT, OR PUNITIVE DAMAGES WHATSOEVER, 
WHETHER ARISING OUT OF BREACH OF CONTRACT, WARRANTY, TORT 
(INCLUDING NEGLIGENCE AND STRICT LIABILITY) OR OTHER THEORY OF LAW 
OR EQUITY, WITH RESPECT TO VEHICLES OR OTHER PRODUCTS SOLD BY 
PIERCE, OR THEIR OPERATION OR FAILURE TO OPERATE, OR ANY DEFECTS 
THEREIN, OR ANY UNDERTAKINGS, ACTS OR OMISSIONS RELATED THERETO, 
REGARDLESS OF WHETHER PIERCE HAS BEEN INFORMED OF THE 
POSSIBILITY OF ANY SUCH DAMAGES. Without limiting the generality of the 
foregoing, Pierce specifically disclaims any liability for property or personal injury 
damages, penalties, damages for lost profits or revenues, loss of vehicles or products or 
any associated equipment, cost of substitute vehicles or products, down-time, delay 
damages, any other types of economic loss, or for any claims by any third party for any 
such damages.

If the product fails to conform to the warranty set forth in paragraph 1 during the warranty 
period, and such nonconformity is not due to misuse, neglect, accident or improper 
maintenance, Buyer must notify Pierce within the time period specified in paragraph 1, 
and shall make the product available for inspection by Pierce or its designated agent. At 
the request of Pierce, any allegedly defective product shall be returned to Pierce by 
Buyer for examination and/or repair. Buyer shall be responsible for the cost of such 
transportation, and for risk of loss of or damage to the product during transportation. 
Within a reasonable time, Pierce shall repair or replace (at Pierce's option and expense) 
any nonconforming or defective parts. Repair or replacement shall be made only by a 
facility approved in advance in writing by Pierce. THIS REMEDY SHALL BE THE 
EXCLUSIVE AND SOLE REMEDY FOR ANY BREACH OF WARRANTY.

3. BUYER'S EXCLUSIVE REMEDY.

Note: Any Surety Bond, if a part of the sale of the vehicle as to which this limited 
warranty is provided, applies only to this Pierce Basic One Year Limited Warranty for 
such vehicle, and not to other warranties made by Pierce in a separate document (if 
any) or to the warranties (if any) made by any manufacturer (other than Pierce) of any 
part, component, attachment or accessory that is incorporated into or attached to the 
vehicle.

3/22/2012 WA0035

THE WARRANTY SET FORTH IN PARAGRAPH 1 IS THE SOLE AND EXCLUSIVE 
WARRANTY GIVEN BY PIERCE. PIERCE HEREBY DISCLAIMS AND EXCLUDES 
ALL OTHER WARRANTIES, WHETHER EXPRESS, IMPLIED OR STATUTORY, 
INCLUDING WITHOUT LIMITATION ANY WARRANTY OF MERCHANTABILITY, ANY 
WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE, AND ANY WARRANTIES 
ARISING FROM COURSE OF DEALING OR USAGE OF TRADE.

2. DISCLAIMERS OF WARRANTIES

capability.  Any repairs, modifications, alterations or aftermarket parts added after 
manufacture without the authorization of Pierce may void this warranty.
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Note: Any Surety Bond, if a part of the sale of the vehicle as to which this limited 
warranty is provided, applies only to this Pierce Basic One Year Limited Warranty for 
such vehicle, and not to other warranties made by Pierce in a separate document (if any) 
or to the warranties (if any) made by any manufacturer (other than Pierce) of any part, 
component, attachment or accessory that is incorporated into or attached to the vehicle.

2/8/2010 WA0057

1. LIMITED WARRANTY

THE WARRANTY SET FORTH IN PARAGRAPH 1 IS THE SOLE AND EXCLUSIVE 
WARRANTY GIVEN BY PIERCE. PIERCE HEREBY DISCLAIMS AND EXCLUDES ALL 
OTHER WARRANTIES, WHETHER EXPRESS, IMPLIED OR STATUTORY, 
INCLUDING WITHOUT LIMITATION ANY WARRANTY OF MERCHANTABILITY, ANY 
WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE, AND ANY WARRANTIES 
ARISING FROM COURSE OF DEALING OR USAGE OF TRADE.

2. DISCLAIMERS OF WARRANTIES

The original purchaser may void this warranty in part or in its entirety if the product is 
repaired or replaced (a) without prior written approval of the Pierce Customer Service 
Department; or (b) at a facility which has not been approved by Pierce as to technical 
capability.  Any repairs, modifications, alterations or aftermarket parts added after 
manufacture without the authorization of Pierce may void this warranty.

This limited warranty shall apply only if the product is properly maintained in accordance 
with Pierce's maintenance instructions and manuals and is used in service which is 
normal to the particular model. Normal service means service which does not subject the 
product to stresses or impacts greater than normally result from careful use. If the Buyer 
discovers a defect or nonconformity, it must notify Pierce in writing within thirty (30) days 
after the date of discovery, but in any event prior to the expiration of the warranty period. 
THIS LIMITED WARRANTY MAY NOT BE ASSIGNED OR OTHERWISE 
TRANSFERRED BY THE BUYER TO ANY SUBSEQUENT USER OR PURCHASER 
OR TO ANY OTHER PERSON OR ENTITY.

This limited warranty is applicable to the vehicle in the 
following percentage costs of warranty repair, if any:

Topcoat Durability & Appearance: Gloss, Color Retention & 
Cracking
0-72 months  100%
73-96 months  50%
97-120 months  25%

Integrity of Coating System: Adhesion, Blistering/Bubbling
0-36 months  100%
37-84 months  50%
85-120 months  25%

Corrosion: Dissimilar Metal and Crevice
0-36 months  100%
37-48 months 50%
49-72 months 25%
73-120 months 10%

Corrosion Perforation
0-120 months  100%

This limited warranty applies only to exterior paint. Paint on 
the vehicle's interior is warranted only under the Pierce Basic 
One Year Limited Warranty.

Items not covered by this warranty include:
(a) Damage from lack of maintenance and cleaning  (proper 
cleaning and maintenance procedures are detailed in the 
Pierce operation and maintenance manual).
(b) UV paint fade.
(c) Any cab not manufactured by Pierce.

Conditions and 
Exclusions:

See Also
Paragraphs
2 thru 4

Limited Warranty

Subject to the limitations and exclusions set forth below, Pierce Manufacturing provides 
the following warranty to the Buyer:

(c) any vehicle, chassis or component, part, attachment or accessory that has been 
repaired, altered or assembled in any way by any person or entity other than Pierce 
which, in the sole judgment of Pierce, adversely affects the performance, stability or 
purpose for which it was manufactured; or

(a) any integral parts, components, attachments or trade accessories of or to the product 
that are not manufactured by Pierce, including but not limited to engines, transmissions, 
drivelines, axles, water pumps and generators; with respect to all such parts, 
components, attachments and accessories, Pierce shall assign to Buyer the applicable 
warranties, if any, made by the respective manufacturers thereof;

Notwithstanding anything to the contrary herein, Pierce makes no warranty whatsoever 
as to:

                      Fire and Rescue Apparatus     

Coverage:

Ten (10) Year Pro-Rated Paint and Corrosion
Custom Body

Ten (10) Years
Warranty Period 
Ends After:

The date of the original purchase invoice (issued when the 
product ships from the factory).

Warranty Begins: 

Exterior surfaces of the body shall be free from blistering, 
peeling, corrosion or any other adhesion defect caused by 
defective manufacturing methods or paint material selection.

(d) products or parts which may in the ordinary course wear out and have to be replaced 
during the warranty period, including, but not limited to, tires, fluids, gaskets and light 
bulbs. Pierce assumes no responsibility for the assembly of its parts or subassemblies 
into finishing products or vehicles unless the assembly is performed by Pierce.

(b) any vehicle, chassis, or component, part, attachment or accessory damaged by 
misuse, neglect, fire, exposure to severe environmental or chemical conditions, acidic 
environment, improper maintenance, accident, crash, or force majeure such as natural 
disaster, lightning, earthquake, windstorm, hail, flood, war or riot;

4. EXCLUSION OF CONSEQUENTIAL AND INCIDENTAL DAMAGES.
Notwithstanding anything to the contrary herein or in any agreement between Pierce and 
Buyer, IN NO EVENT SHALL PIERCE BE LIABLE FOR ANY CONSEQUENTIAL, 
INCIDENTAL, SPECIAL, INDIRECT, OR PUNITIVE DAMAGES WHATSOEVER, 
WHETHER ARISING OUT OF BREACH OF CONTRACT, WARRANTY, TORT 
(INCLUDING NEGLIGENCE AND STRICT LIABILITY) OR OTHER THEORY OF LAW 
OR EQUITY, WITH RESPECT TO VEHICLES OR OTHER PRODUCTS SOLD BY 
PIERCE, OR THEIR OPERATION OR FAILURE TO OPERATE, OR ANY DEFECTS 
THEREIN, OR ANY UNDERTAKINGS, ACTS OR OMISSIONS RELATED THERETO, 
REGARDLESS OF WHETHER PIERCE HAS BEEN INFORMED OF THE POSSIBILITY 
OF ANY SUCH DAMAGES. Without limiting the generality of the foregoing, Pierce 
specifically disclaims any liability for property or personal injury damages, penalties, 
damages for lost profits or revenues, loss of vehicles or products or any associated 
equipment, cost of substitute vehicles or products, down-time, delay damages, any other 
types of economic loss, or for any claims by any third party for any such damages.

If the product fails to conform to the warranty set forth in paragraph 1 during the warranty 
period, and such nonconformity is not due to misuse, neglect, accident or improper 
maintenance, Buyer must notify Pierce within the time period specified in paragraph 1, 
and shall make the product available for inspection by Pierce or its designated agent. At 
the request of Pierce, any allegedly defective product shall be returned to Pierce by 
Buyer for examination and/or repair. Buyer shall be responsible for the cost of such 
transportation, and for risk of loss of or damage to the product during transportation. 
Within a reasonable time, Pierce shall repair or replace (at Pierce's option and expense) 
any nonconforming or defective parts. Repair or replacement shall be made only by a 
facility approved in advance in writing by Pierce. THIS REMEDY SHALL BE THE 
EXCLUSIVE AND SOLE REMEDY FOR ANY BREACH OF WARRANTY.

3. BUYER'S EXCLUSIVE REMEDY.
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PROPOSAL INTRDUCTION 
With over three decades of industry expertise, Golden State Fire Apparatus, Inc. (GSFA) proudly 
stands as the premier authorized dealership for top-tier fire apparatus in Central and Northern 
California. Our steadfast commitment to detail and customer satisfaction has earned us a 
trusted reputation among first responders. 
  
We sincerely appreciate the opportunity to present this comprehensive proposal for a PIERCE 
MANUFACTURING, INC. ENFORCER 1500 GPM TYPE 1 ENGINE. Your consideration of this 
proposal is greatly valued, and we are eager for the opportunity to support your department 
with the highest level of excellence and professionalism. 
 
DEALER-SUPPLIED PRODUCTS AND SERVICES 
Golden State Fire Apparatus Inc. (GSFA) will furnish the following items and/or services before 
final delivery so that all necessary components and support are in place, contributing to an 
efficient final delivery process. Please refer to the detailed list below for a comprehensive 
overview of the products and/or services included: 
 
AUTHORIZED MANUFACTURER 
In accordance with the State of California Vehicle Code, specifically Section 11701, it is 
mandated that "every manufacturer of a vehicle subject to registration shall make application 
to the Department of Motor Vehicles (DMV) for a license containing a general distinguishing 
number." The manufacturer, as of the proposal submission, holds a valid license in compliance 
with this requirement and is prepared to furnish a copy upon request. This adherence to 
regulatory standards ensures that the manufacturer maintains a current and official status, 
promoting transparency and compliance with legal requirements throughout the duration of 
the proposal and subsequent processes. 
 
AUTHORIZED DEALERSHIP 
In compliance with the State of California Vehicle Code, specifically Section 11701, it is 
mandated that "a dealer in vehicles of a type subject to registration shall make application to 
the Department of Motor Vehicles (DMV) for a license containing a general distinguishing 
number." Golden State Fire Apparatus, Inc. possesses a valid license at the time of the bid, as 
detailed above, and can promptly provide a copy upon request. This adherence to regulatory 
standards ensures that the dealership maintains a current and official status, promoting 
transparency and compliance with legal requirements throughout the duration of the proposal 
and subsequent processes. 
 
AUTHORIZED SALES REPRESENTATIVE 
In accordance with the State of California Vehicle Code, specifically Section 11800, it is 
expressly prohibited for any individual to function as a vehicle salesperson without obtaining a 
license issued by the Department of Motor Vehicles (DMV). The representative, at the time of 
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proposal, holds a valid vehicle salesperson's license and is ready to furnish a copy upon request. 
This adherence to regulatory standards ensures that the sales representative maintains a 
current and official status, promoting transparency and compliance with legal requirements 
throughout the bidding process and subsequent phases. 
 
VEHICLE REGISTRATION 
In adherence to the State of California Vehicle Code Section 11739, it is mandated that the 
"dealer of a new motor vehicle sale is responsible for applying for the title, securing vehicle 
registration, and obtaining license plates for the Customer" through the Department of Motor 
Vehicles (DMV). Being a factory-authorized dealer of the vehicle being sold, Golden State Fire 
Apparatus, Inc. is duly authorized to register the vehicle with the State of California as a new 
vehicle manufacturer. 
 
GSFA is committed to facilitating an excellent vehicle ownership experience for the customer. 
As such, we will manage all necessary applications and complete all transfer papers, including 
the application for California Exempt "E" license plates. This approach ensures compliance with 
regulatory requirements and a hassle-free registration process for our valued customers. 
 
WEEKLY PROGRESS PHOTOGRAPHS 
GSFA is committed to ensuring transparency and comprehensive reporting throughout the 
construction process of the apparatus. To achieve this, GSFA will provide weekly photographs 
capturing various stages of the apparatus or major components under construction. 
 
Commencing from the initiation of the manufacturing process, the photographic documentation 
will extend throughout the entire production phase by the manufacturer. These weekly reports 
will offer a visual representation of the ongoing progress of the apparatus, highlighting key 
milestones and showcasing unique features and aspects as construction unfolds. 
 
Our focus is to provide customers with a clear and detailed insight into the evolution of the 
apparatus, fostering a deeper understanding of the craftsmanship and distinct elements 
incorporated during the construction process. This commitment to regular, visual updates aims 
to enhance communication and transparency regarding the progress of the apparatus. 
 
COMMUNICATION EQUIPMENT MOUNTING FUND 
A Communication Equipment Mounting Fund amounting to $2,500 per unit is incorporated into 
the quotation and is specifically designated to cover the expenses associated with mounting 
communication equipment, such as two-way radios, adhering to the directives of the Customer. 
 
In the event that the mounting costs surpass the stipulated allowance, any additional work 
required can be undertaken at the prevailing shop rate. Any unused portion of the 
Communication Equipment Mounting Fund will be credited back on the final invoice. 
Alternatively, if not credited, the remaining funds will be promptly returned to the Customer in 
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the form of a check following the completion of the final invoicing process. This approach 
guarantees financial transparency and effective management throughout the project. 
 
FINAL INSPECTION, FACTORY VISIT 
A final inspection trip to the manufacturing facility is included for three (3) Customer 
representatives. The primary objective of this visit is to ensure the adherence of the apparatus 
to specifications and promptly identify any potential deficiencies. The final inspection trip is 
anticipated to span four (4) days and three (3) nights, with scheduling details collaboratively 
determined between GSFA and the Customer. 
 
GSFA will cover the costs associated with airfare, lodging, meals, and ground transportation 
during the stay at the manufacturer's location. Air travel will be arranged from one of the 
following airports: Sacramento, San Francisco, or San Jose. 
 
It is important to note that certain costs, including Customer ground transportation within 
California, airport parking, luggage fees, and incidental expenses during travel to the factory, 
fall within the responsibility of the Customer. Furthermore, flight reservations are non-
refundable, and in the event of a cancellation post-booking, the Customer will bear all 
associated costs, encompassing not only the original ticket cost but also any change or 
cancellation fees levied by the airline and/or travel agency. Additionally, flight reservations are 
non-transferable. This delineation aims to establish clarity and transparency regarding the 
allocation of responsibilities and potential costs associated with the final inspection trip. 
 
DELIVERY TO AUTHORIZED SERVICE FACILITY 
GSFA will deliver the apparatus to our Northern California facility located in Sacramento for a 
comprehensive dealer preparation inspection. This service, conducted at the expense of GSFA, 
aims to have the apparatus in optimal condition at the time of final delivery. 
 
To ensure the proper break-in of all components while still under warranty, the apparatus will 
be delivered under its own power. The use of rail or truck freight for transportation is deemed 
unacceptable in order to uphold the highest standards of quality assurance during the delivery 
process. This approach not only aligns with warranty considerations but also emphasizes the 
commitment to delivering a fully operational apparatus to our valued customers. 
 
PRE-DELIVERY SERVICE 
Before reaching its final destination, the apparatus undergoes a pre-delivery service conducted 
by Golden State Emergency Vehicle Service, Inc. This service is designed to tap into the 
expertise of an external source, providing an experienced perspective that enhances the 
thoroughness of your final inspection. Our pre-delivery service covers the following areas: 
 

1. Engine Compartment and Undercarriage: 
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• Inspect for broken mounting brackets. 
• Inspect and identify locations of any fluid leaks. 
• General inspection of hoses, wiring, and linkage, focusing on potential wear points. 
• Verify correct fluid capacities for engine oil, coolant, power steering fluid, washer 

reservoir fluid, transmission fluid, rear-end fluid, pump transmission oil, and primer 
oil if applicable. 

• Re-torque U-bolts to OEM specifications if equipped with leaf spring suspension 
(Pierce Custom chassis only). 

 
2. Interior: 

• Confirm proper operation of doors, windows, and locks, ensuring accurate 
adjustment. 

• Confirm proper operation of seatbelt alarms. 
• Confirm proper operation of all compartment door alarms, as well as hose bed 

cover, ladder rack, light tower, and deck gun alarms. 
• Ensure functionality of auxiliary power points, interior lighting, mirror, and seat 

controls, and if applicable - headsets and radios. 
• Inspect upholstery for quality and condition. 

 
3. Exterior: 

• Address reasonable paint scratches or chips. 
• Tighten any loose hardware. 
• Inspect tires and wheels, ensure proper pressure. 
• Check compartment doors for proper operation and latch fit. 
• Lubricate compartment door locks if applicable. 

 
4. Road Test: 

• Conduct a road test with a full water tank (if applicable), covering approximately 
twenty miles on both city and highway roads. 

• Perform a DOT compliant brake test to verify the system is holding air. 
• Inspect brake condition, wheel seals, and ensure drive train components reach 

optimal operating temperatures. 
• Conduct an Allison Transmission self-diagnostic to verify fluid level, fluid and filter 

life, and check for fault codes. 
 

5. Electrical: 
• Verify the operation of all lights, sirens, and other electrical accessories. 

 
6. Pump: 
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• Operate the Pressure Governor or Relief Valve, transfer valve, and check pump shift. 
• Inspect water tank, pump and plumbing for leaks and calibrate the water level 

gauge. 
• Ensure smooth operation of all discharge, suction, and drain valves. 

 
7. Pierce Husky™ Foam System: 

• If applicable, draft and inject clean water to ensure proper operation of the foam 
pump. 

 
8. Fuel and DEF Tanks: 

• Fill the fuel tank and DEF tank prior to final delivery. 
 

9. Wash: 
• Thoroughly wash the apparatus prior to final delivery. 

 
This pre-delivery service assists the apparatus to meet our high standards of quality and 
operational efficiency before reaching its final destination. 
 
FINAL DELIVERY (CUSTOMER LOCATION) 
GSFA will deliver the completed Product, inclusive of any relevant equipment, spare parts, and 
supplies, to the Customer's specified address at GSFA's expense.  
 
In preparation for the Product's delivery, the Customer is required to furnish GSFA with proof of 
liability and physical damage insurance. GSFA will withhold the release of the Product until such 
proof of insurance is provided. 
 
To ensure a timely delivery process, it is incumbent upon the Customer to settle any 
outstanding balance owed to GSFA before or at the time the Product is completed and ready 
for delivery. In the event of delayed payment or delivery, GSFA reserves the right to impose a 
late fee and daily storage charge as outlined in the Standard Terms and Conditions until 
payment is received. 
 
For compliance with insurance liability considerations, the Product will only be delivered upon 
full acceptance and full payment, or through a prior written agreement mutually reached 
between the Customer and GSFA. This ensures a secure and efficient finalization of the delivery 
process, aligning with both parties' obligations and safeguarding against potential liabilities. 
 
COMPREHENSIVE SALES AND SERVICE SUPPORT 
At GSFA, we understand that immediate response is essential - and the service and support of your 
apparatus should be no different. Since our founding in 1989, our mission has been to provide first 
responders with the highest quality, most reliable fire and emergency apparatus from top-tier 
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manufacturers. We specialize in guiding our customers through the entire process - from apparatus 
evaluation and customization to final inspection - and ensuring years of reliable service through our 
Golden State Emergency Vehicle Service (GSEVS) division. 
  
Golden State Emergency Vehicle Service (GSEVS) 
Established in 2014, GSEVS is committed to building long-term, collaborative relationships by providing 
exceptional warranty and technical support. Our services cover a wide range of needs, including chassis, 
electrical systems, pump, aerial, routine maintenance, equipment mounting, and pump testing - with 
priority given to new units sold by GSFA. Our goal is to deliver prompt, professional service and 
unwavering support for your apparatus. 
  
Sacramento Facility 
Our Sacramento location features a 33,814-square-foot facility with 18 working bays and a 4,500-
square-foot, two-story parts distribution department. Conveniently located near Highway 99 with easy 
access to Interstates 80 and 50, we are positioned to serve you efficiently.  
  
Tracy Facility (Opening Fall 2025) 
Our second location in Tracy will expand our service capacity with a 49,634-square-foot facility featuring 
22 working bays and a parts department equal in size to our Sacramento facility. Strategically located 
within the "Tracy Triangle" - bordered by I-580, I-205, and I-5 - this facility will enhance our ability to 
serve customers in the Bay Area and beyond. 
 
Certified and Experienced Technicians 
Our service team includes factory-trained professionals certified by Pierce, ASE, and EVT. They undergo 
regular training to stay current on chassis, electrical systems, and aerial devices, ensuring expert 
handling of any challenge. Whether it's routine maintenance or complex diagnostics, you can count on 
expert care and precision with every visit. 
 
Parts 
At Golden State, we’re dedicated to keeping your apparatus fully operational and mission-ready. That’s 
why we maintain a robust inventory of both Pierce and non-Pierce parts—ready for immediate 
deployment when you need them most. If a part isn’t in stock, we expedite orders directly from the 
manufacturer to minimize downtime and get your unit back in service without delay. 
 
To make the process even more efficient, our digital Parts Request Portal offers a streamlined, user-
friendly experience. It provides 24/7 access to submit requests, monitor order status, and communicate 
directly with our team—ensuring transparent updates and quicker turnaround times every step of the 
way. 
 
Mobile Service 
To minimize emergency apparatus downtime, we offer a robust mobile service program for on-site 
repairs and maintenance. 
  
Pre-Delivery Inspection (PDI) Process 
We employ a dedicated team of Pre-Delivery Inspection (PDI) technicians solely focused on ensuring 
your apparatus arrives in peak condition. Before your new custom unit is delivered, it undergoes a 
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thorough, multi-point inspection to verify quality, performance, and compliance with all specifications. 
Our team handles every detail of the acceptance and delivery process—so you can take ownership with 
complete confidence and peace of mind. 
 
Your Single Source for Sales and Service 
With Golden State Fire, you have a single point of contact for sales, service, and support - all under one 
roof, with two strategically located facilities to serve you better. We are confident that our combination 
of expertise, customer service, and product support is unmatched by any other fire and emergency 
apparatus dealership in California. 
 

END OF EXHIBIT “D” 
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Lucas Lambert, Deputy Fire Chief

DATE: June 18, 2025

SUBJECT: Item 10.4 Authorize the Purchase of one Pierce Manufacturing Enforcer
Pumper Type III fire engine from Golden State Fire Apparatus in the
amount of $579,490.50 and Authorize FY2024-25 Capital Projects Fund
Expenditure Budget Adjustment Increase in the Amount of $579,491.

     

 

 

 

 
BACKGROUND
The FY2026 Capital Projects Fund Budget includes an allocation of $550,000 for the purchase of one
new Type III fire engine to replace an existing unit that is nearing the end of its service life.
 
During discussions with Golden State Fire Apparatus, staff were informed of a projected price increase of
3% to 5% beginning July 1, 2025. The current cost of the new type III engine is $579,490.50.
 
Golden State Fire Apparatus has provided two payment options:
 

Option A: Pay in full at the time of order, with an estimated delivery time of 3 years. This option
reflects savings of $30,652.08 for a total cost of $548,838.42.
Option B: Pay upon delivery, also delivery in 3 years, at the full cost of $579,490.50.

 
Staff seeks Board direction regarding using Option A (prepay) or Option B (pay at time of delivery.)
 
This purchase will be made through the HGAC contract FS12-23 cooperative purchasing contract, a
nationally recognized procurement program with which MOFD maintains an active account. Cooperative
purchasing, defined by the American Bar Association Model Procurement Code as “procurement
conducted by, or on behalf of, one or more public procurement units,” satisfies the requirements of the
District’s Purchasing Ordinance.
 
Recommended Budget Adjustment
This purchase will require an FY2024-25 Capital Projects Fund expenditure budget adjustment increase
in the amount of $579,491. The FY2025-26 budget will be adjusted during the Mid-Year Budget Review. 

RECOMMENDATION
Staff Recommendation:  1) Discuss; 2) Deliberate; 3) Authorize the purchase of one Pierce
Manufacturing Enforcer Pumper Type III fire engine from Golden State Fire Apparatus in the amount of
$579,490.50 and Authorize FY2024-25 Capital Projects Fund Expenditure Budget Adjustment Increase
in the Amount of $579,491.

ATTACHMENT
 
Attachment A-Moraga Orinda Model 34 Proposal Package - 03 June 25.pdf

 
Item 10.4
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https://legistarweb-production.s3.amazonaws.com/uploads/attachment/pdf/3409347/Attachment_A-Moraga_Orinda_Model_34_Proposal_Package_-_03_June_25.pdf


 

 

 
 

 
 
 
 
 
 

PREPARED ESPECIALLY FOR: 

MORAGA-ORINDA  
FIRE PROTECTION DISTRICT 

 
 
 

One (1) BME Fire Trucks, LLC. 
4X4 International “Targhee” Model 34 Type 3 Engine 
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 Proposal 

Standard Terms and Conditions (Exhibit A) 

Product Specifications (Exhibit B)

▪ Supporting Documents (If Applicable)

◦ Electrical Analysis

◦ Turning Radius Report

Product Warranties (Exhibit C)

Dealer Supplied Products and/or Services (Exhibit D)
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goldenstatefire.com
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1 PROPOSAL
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OPTION A 
100% PRE-PAYMENT 

 
 

This will be the price of the Product(s) 
contingent upon the Customer paying the 
Grand Total Purchase Price to GSFA within 

thirty (30) calendar days of the Executed Date 
pursuant to the Payment Terms 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Please note this discount is also available contingent upon a Third Party 
(Leasing Company) paying 100% of the Grand Total Purchase Price on 
behalf of the Customer to GSFA within thirty (30) calendar days of the 

Executed Date pursuant to the Payment Terms 
 

 
    

 

 

IF YOU ELECT THIS OPTION,  
IT RESULTS IN A SAVINGS OF 

($30,652.08) OFF  
OF THE GRAND TOTAL OF OPTION B 
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goldenstatefire.com 

 

7400 Reese Road, Sacramento, CA 95828  | 916.330.1638 

 

PRODUCT PROPOSAL FOR: 

Moraga-Orinda Fire Protection District 
1280 Moraga Way 
Moraga, CA 94556 

Sales Consultant 
Mike Martinez 

mmartinez@goldenstatefire.com 
Mobile: (916) 704-7755 

 

 
Golden State Fire Apparatus, Inc. (“GSFA”) is pleased to provide this proposal for the fire apparatus(es) and equipment 
identified below (the "Product”) to MORAGA-ORINDA FIRE PROTECTION DISTRICT (“Customer”) for consideration. This proposal 
(this “Product Proposal”) includes the following exhibits attached hereto: the Standard Terms and Conditions attached as 
Exhibit A (the “Terms and Conditions”); the Product Specifications attached as Exhibit B (the “Specifications”); the Product 
Warranties attached as Exhibit C; and the Dealer Supplied Products and/or Services attached as Exhibit D (the “Dealer Supplied 
Products/Services List”) (all of the foregoing, collectively, the “Agreement”). Through its signature below or other Acceptance 
(as defined on page 2), Customer acknowledges having received and read, and agrees to be bound by, the Agreement.  The 
Agreement shall be effective as of the latest date appearing in the signature blocks below (the “Executed Date”). 

 

 
PAYMENT TERMS – Customer shall pay the total purchase price set forth directly above (the “Grand Total Purchase Price”) to GSFA 
within thirty (30) calendar days of the Executed Date. If payment of the Grand Total Purchase Price is late, a late fee as specified in 
section 6 of the Terms and Conditions may be applied, and the Prepayment Discount may be adjusted, and the Grand Total Purchase 
Price increased in accordance with section 2.c of the Terms and Conditions. Customer shall pay any balance due as a result of 
Change Orders as described in the Terms and Conditions. 
 
MANUFACTURER – Customer acknowledges that GSFA is not an agent of the Product manufacturer identified above 
(“Manufacturer”) and is not capable of binding Manufacturer. Within five (5) business days of the Effective Date of the Contract, 
GSFA shall submit an order form to the Manufacturer for the Product.  GSFA’s further performance under the Contract is contingent 
upon Manufacturer’s acceptance of such order form at the price and on the terms GSFA believed to be available when submitting 
this Proposal to Customer. If Manufacturer rejects such order as submitted or fails to respond to GSFA within a reasonable amount 
of time, GSFA shall notify Customer in writing, and unless GSFA and Customer otherwise agree in writing, the Contract shall then 
terminate and have no further force or effect. 

SUBMITTED DATE EXPIRATION DATE GSFA PROPOSAL # MANUFACTURER BID # MANUFACTURER CONSORTIUM 
06/03/2025 07/17/2025 50603-25A 10035-0001 BME Fire Trucks, 

LLC. 
HGAC Contract FS12-

23, Product Code 
Targhee 

ITEM PRODUCT DESCRIPTION UNIT PRICE 
A One (1) BME Fire Trucks, LLC. 4X4 International “Targhee” Model 34 Engine 528,000.00 

B Discount for 100% Payment at Time of Order (the “Prepayment Discount”) (27,929.00) 

C SUBTOTAL 500,071.00 

D 9.75% State Sales Tax  48,756.92 

E California Tire Fee 10.50 

F GRAND TOTAL PURCHASE PRICE 548,838.42 
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goldenstatefire.com 

 

7400 Reese Road, Sacramento, CA 95828  | 916.330.1638 

 
PRODUCT COMPLETION – The Product shall be ready for final inspection by Customer at the manufacturing facility within 
approximately 30.5 to 36.5 MONTHS after the Effective Date. The foregoing estimate is provided as a good faith approximation as of 
the date of submission of this Proposal and is subject to the Terms and Conditions. 
 
PREDELIVERY SERVICE – If applicable, after transportation from the manufacturing facility and prior to final delivery or pick up, the 
Product shall receive those additional Products and/or services identified on the Dealer Supplied Products/Services List. It is 
estimated that such a service will add approximately 0.5 to 1 MONTH(S) to the above Product completion estimate.  The foregoing 
estimate is provided as a good faith approximation as of the date of submission of this Product Proposal and is subject to the Terms 
and Conditions.  
 
PROPOSAL EXPIRATION – This Product Proposal supersedes any previous proposal(s) presented to Customer by GSFA and its 
employees and may be accepted by Customer on or before the Expiration Date identified above. Unless accepted by the Expiration 
Date, GSFA reserves the right to withdraw this Product Proposal or to alter its terms (including by providing updated Product pricing) 
prior to an order being accepted. 
 
PURCHASE ORDER – Any PO shall be made out to: Golden State Fire Apparatus, Inc. – 7400 Reese Road – Sacramento, CA 95828. 
 
ACCEPTANCE – ACCEPTANCE OF THIS PROPOSAL CREATES AN ENFORCEABLE BINDING AGREEMENT BETWEEN GSFA AND 
CUSTOMER. “ACCEPTANCE” MEANS THAT THE CUSTOMER DELIVERS TO GSFA: (A) A SIGNED COPY OF THIS PRODUCT PROPOSAL, OR 
(B) A SIGNED COPY OF A PURCHASE ORDER INCORPORATING THE AGREEMENT IN ITS ENTIRETY. ANY ADDITIONAL OR DIFFERENT 
TERMS, WHETHER CONTAINED IN CUSTOMER’S FORMS OR OTHERWISE PRESENTED BY CUSTOMER AT ANY TIME, ARE HEREBY 
REJECTED AND OF NO EFFECT UNLESS APPROVED IN WRITING SIGNED BY GSFA. 
 
COUNTERPARTS - This Product Proposal may be executed in multiple counterparts, each of which shall be deemed an original 
(including copies sent to a party by electronic transmission) as against the party signing such counterpart, but which together shall 
constitute one and the same instrument.  A signed copy of this Product Proposal delivered by facsimile, email or other means of 
electronic transmission will be deemed to have the same legal effect as delivery of an original signed copy of this Product Proposal.  
If this Product Proposal is returned to GSFA with the signature of Customer’s authorized representative but without an attestation or 
co-signers signature, then absent Customer’s written notice to the contrary, GSFA shall be entitled to rely on such single signature as 
sufficient evidence of the signatory’s authority to execute the Agreement and bind Customer thereby. 
 
INTENDING TO CREATE A BINDING AGREEMENT, Customer and GSFA have each caused this Product Proposal dated 06/03/2025, 
GSFA Proposal Number 50603-25A to be executed by their duly authorized representatives effective as of the Executed Date.  
 
ACCEPTED AND AGREED TO BY CUSTOMER  ACCEPTED AND AGREED TO BY GSFA  
 
__________________________________________________  _________________________________________________ 
Signature of Authorized Customer Representative   Signature of Authorized GSFA Representative 
               
__________________________________________________  _________________________________________________ 
Print Name       Print Name      
  
__________________________________________________  _________________________________________________ 
Title        Title       
  
__________________________________________________  _________________________________________________  
Date        Date 
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goldenstatefire.com 

 

7400 Reese Road, Sacramento, CA 95828  | 916.330.1638 

 

PRODUCT PROPOSAL FOR: 

Moraga-Orinda Fire Protection District 
1280 Moraga Way 
Moraga, CA 94556 

Sales Consultant 
Mike Martinez 

mmartinez@goldenstatefire.com 
Mobile: (916) 704-7755 

 

 
Golden State Fire Apparatus, Inc. (“GSFA”) is pleased to provide this proposal for the fire apparatus(es) and equipment 
identified below (the "Product”) to MORAGA-ORINDA FIRE PROTECTION DISTRICT (“Customer”) for consideration. This proposal 
(this “Product Proposal”) includes the following exhibits attached hereto: the Standard Terms and Conditions attached as 
Exhibit A (the “Terms and Conditions”); the Product Specifications attached as Exhibit B (the “Specifications”); the Product 
Warranties attached as Exhibit C; and the Dealer Supplied Products and/or Services attached as Exhibit D (the “Dealer Supplied 
Products/Services List”) (all of the foregoing, collectively, the “Agreement”). Through its signature below or other Acceptance 
(as defined on page 2), Customer acknowledges having received and read, and agrees to be bound by, the Agreement.  The 
Agreement shall be effective as of the latest date appearing in the signature blocks below (the “Executed Date”). 

 

 
PAYMENT TERMS – Customer shall pay the total purchase price set forth directly above (the “Grand Total Purchase Price”) to GSFA 
no later than the time of GSFA’s delivery of the applicable Product to Customer’s address listed above (or Customer’s pick up of such 
Product at GSFA’s facilities, if approved by GSFA).  GSFA shall have no obligation to deliver, or permit pick up of the Product if the 
Customer does not have full payment ready when the Product is complete and ready to deliver or pick up, as applicable. Customer 
shall pay any balance due as a result of Change Orders as described in the Terms and Conditions. 
 
MANUFACTURER – Customer acknowledges that GSFA is not an agent of the Product manufacturer identified above 
(“Manufacturer”) and is not capable of binding Manufacturer. Within five (5) business days of the Effective Date of the Contract, 
GSFA shall submit an order form to the Manufacturer for the Product.  GSFA’s further performance under the Contract is contingent 
upon Manufacturer’s acceptance of such order form at the price and on the terms GSFA believed to be available when submitting 
this Proposal to Customer. If Manufacturer rejects such order as submitted or fails to respond to GSFA within a reasonable amount 
of time, GSFA shall notify Customer in writing, and unless GSFA and Customer otherwise agree in writing, the Contract shall then 
terminate and have no further force or effect. 
 

SUBMITTED DATE EXPIRATION DATE GSFA PROPOSAL # MANUFACTURER BID # MANUFACTURER CONSORTIUM 
06/03/2025 07/17/2025 50603-25B 10035-0001 BME Fire Trucks, 

LLC. 
HGAC Contract FS12-

23, Product Code 
Targhee 

ITEM PRODUCT DESCRIPTION UNIT PRICE 
A One (1) BME Fire Trucks, LLC. 4X4 International “Targhee” Model 34 Engine 528,000.00 

B 9.75% State Sales Tax  51,480.00 

C California Tire Fee 10.50 

D GRAND TOTAL PURCHASE PRICE 579,490.50 
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goldenstatefire.com 

 

7400 Reese Road, Sacramento, CA 95828  | 916.330.1638 

PRODUCT COMPLETION – The Product shall be ready for final inspection by Customer at the manufacturing facility within 
approximately 30.5 to 36.5 MONTHS after the Effective Date. The foregoing estimate is provided as a good faith approximation as of 
the date of submission of this Proposal and is subject to the Terms and Conditions. 
 
PREDELIVERY SERVICE – If applicable, after transportation from the manufacturing facility and prior to final delivery or pick up, the 
Product shall receive those additional Products and/or services identified on the Dealer Supplied Products/Services List. It is 
estimated that such a service will add approximately 0.5 to 1 MONTH(S) to the above Product completion estimate.  The foregoing 
estimate is provided as a good faith approximation as of the date of submission of this Product Proposal and is subject to the Terms 
and Conditions.  
 
PROPOSAL EXPIRATION – This Product Proposal supersedes any previous proposal(s) presented to Customer by GSFA and its 
employees and may be accepted by Customer on or before the Expiration Date identified above. Unless accepted by the Expiration 
Date, GSFA reserves the right to withdraw this Product Proposal or to alter its terms (including by providing updated Product pricing) 
prior to an order being accepted. 
 
PURCHASE ORDER – Any PO shall be made out to: Golden State Fire Apparatus, Inc. – 7400 Reese Road – Sacramento, CA 95828. 
 
ACCEPTANCE – ACCEPTANCE OF THIS PROPOSAL CREATES AN ENFORCEABLE BINDING AGREEMENT BETWEEN GSFA AND 
CUSTOMER. “ACCEPTANCE” MEANS THAT THE CUSTOMER DELIVERS TO GSFA: (A) A SIGNED COPY OF THIS PRODUCT PROPOSAL, OR 
(B) A SIGNED COPY OF A PURCHASE ORDER INCORPORATING THE AGREEMENT IN ITS ENTIRETY. ANY ADDITIONAL OR DIFFERENT 
TERMS, WHETHER CONTAINED IN CUSTOMER’S FORMS OR OTHERWISE PRESENTED BY CUSTOMER AT ANY TIME, ARE HEREBY 
REJECTED AND OF NO EFFECT UNLESS APPROVED IN WRITING SIGNED BY GSFA. 
 
COUNTERPARTS - This Product Proposal may be executed in multiple counterparts, each of which shall be deemed an original 
(including copies sent to a party by electronic transmission) as against the party signing such counterpart, but which together shall 
constitute one and the same instrument.  A signed copy of this Product Proposal delivered by facsimile, email or other means of 
electronic transmission will be deemed to have the same legal effect as delivery of an original signed copy of this Product Proposal.  
If this Product Proposal is returned to GSFA with the signature of Customer’s authorized representative but without an attestation or 
co-signers signature, then absent Customer’s written notice to the contrary, GSFA shall be entitled to rely on such single signature as 
sufficient evidence of the signatory’s authority to execute the Agreement and bind Customer thereby. 
 
INTENDING TO CREATE A BINDING AGREEMENT, Customer and GSFA have each caused this Product Proposal dated 06/03/2025, 
GSFA Proposal Number 50603-25B to be executed by their duly authorized representatives effective as of the Executed Date.  
 
ACCEPTED AND AGREED TO BY CUSTOMER  ACCEPTED AND AGREED TO BY GSFA  
 
__________________________________________________  _________________________________________________ 
Signature of Authorized Customer Representative   Signature of Authorized GSFA Representative 
               
__________________________________________________  _________________________________________________ 
Print Name       Print Name      
  
__________________________________________________  _________________________________________________ 
Title        Title       
  
__________________________________________________  _________________________________________________  
Date        Date 
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10035-0001 06/02/25
Page 1 of 60

== BME, Type 3: Model 34, "Targhee" - 2.900  01/06/25 ==                        

 
MODEL 34 "TARGHEE"
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LOW VOLTAGE TEST REQUIRMENTS

The fire apparatus low voltage electrical system shall be tested as required by this section and the test results
shall be certified by the apparatus manufacturer. The certification shall be delivered to the purchaser with the
documentation for the completed apparatus. The tests shall be performed when the air temperature is between 0
degrees Fahrenheit and 110 degrees Fahrenheit. 

TEST SEQUENCE

The three tests defined below shall be performed in the order in which they appear. Before each test, the chassis
batteries shall be fully charged until the voltage stabilizes at the voltage regulator set point and the lowest charge
current is maintained for 10 minutes. The failure of any of these tests shall require a repeat of the test sequence. 

RESERVE CAPACITY TEST

The chassis engine shall be started and kept running until the chassis engine and engine compartment
temperatures are stabilized at normal operating temperatures and the chassis battery system is fully charged. The
chassis engine shall be shut off and the minimum continuous electrical load shall be applied for 10 minutes. All
electrical loads shall be turned off prior to attempting to restart the chassis engine. The chassis battery system
shall then be capable of restarting the chassis engine. The failure to restart the chassis engine shall be considered
a failure of this test. 

ALTERNATOR PERFORMANCE TEST AT IDLE

The minimum continuous electrical load shall be applied with the chassis engine running at idle speed. The
chassis engine temperature shall be stabilized at normal operating temperature. The chassis battery system shall
be tested to detect the presence of a chassis battery current discharge. The detection of chassis battery current
discharge shall be considered a failure of this test. 

ALTERNATOR PERFORMANCE TEST AT FULL LOAD

The total continuous electrical load shall be applied with the chassis engine running up to the engine
manufacturer’s governed speed. The test duration shall be a minimum of two hours. The activation of the
electrical system load management system shall be permitted during this test. The activation of an alarm due to
excessive chassis battery discharge, as detected by the system required by NFPA (current edition), or an
electrical system voltage of less than 11.8 volts direct current for a 12 volt direct current nominal system, for
more than 120 seconds, shall be considered a failure of this test. 

LOW VOLTAGE ALARM TEST

Following the completion of the tests described above, the chassis engine shall be turned off. With the chassis
engine turned off, the total continuous electrical load shall be applied and shall continue to be applied until the
excessive battery discharge alarm activates. The chassis battery voltage shall be measured at the battery
terminals. 

The test shall be considered to be a failure if the low voltage alarm has not yet sounded 140 seconds after the
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voltage drops to 11.70 volts direct current for a 12 volt direct current nominal system. The chassis battery
system shall then be able to restart the chassis engine. The failure of the chassis battery system to restart the
chassis engine shall be considered a failure of this test. 

The completed fire apparatus shall undergo a complete 12 volt electrical load and performance testing per
applicable sections of NFPA standards with inspection and test sheets included in delivery documentation.

DOCUMENTATION 

The apparatus manufacturer shall provide the results of the low-voltage electrical system performance test,
certified in writing, with the documentation provided to the purchaser at the time of delivery of the completed
apparatus. 

The test results shall consist of the following documents:
 
(1) Documentation of the electrical system performance tests. 
(2) A written electrical load analysis, including the following: 
· (a) The nameplate rating of the alternator. 
· (b) The alternator rating under the conditions specified in NFPA 1906 (current edition). 
· (c) Each of the component loads specified that make up the minimum continuous electrical load. 
· (d) Additional electrical loads that, when added to the minimum continuous electrical load, determine
the total continuous electrical load. 
· (e) Each individual intermittent electrical load. 

TEST RESULTS

BME Fire Trucks LLC. shall provide results of the apparatus testing and shall certify the following:

The weight of the completed apparatus, when loaded to its estimated in service weight, does not exceed the
GVWR and GAWR of the chassis.

The complete unit, when loaded to its estimated in service weight, meets the weight distribution and vehicle
stability requirements, as defined in the current NFPA guidelines.

The unit meets all required federal standards pertaining to the manufacturer and completion of the apparatus and
a label tag has been affixed to the apparatus by the manufacturer stating same.

BME Fire Trucks LLC. shall provide all testing results, including engine, speed, acceleration, road ability,
braking, and auxiliary braking to the Purchaser at the time of delivery.

GENERAL WARRANTY PROVISIONS

All materials and workmanship herein specified, including all equipment furnished, shall be guaranteed for a
period of one (1) year after the acceptance date of the apparatus, unless otherwise noted, with the exception of
any normal maintenance services or adjustments which shall be required. Under this warranty, BME Fire
Trucks, LLC. shall be responsible for the costs of repairs to the apparatus that have been caused by defective
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workmanship or materials during this period.
This warranty shall not apply to the following:

· Any component parts or trade accessories such as chassis, engines, tires, pumps, valves, signaling
devices, batteries, electric lights, bulbs, alternators, and all other installed equipment and accessories, in
as much as they are usually warranted separately by their respective manufacturers, or are subject to
normal wear and tear.

· Failures resulting from the apparatus being operated in a manner or for a purpose not recommended by
the apparatus manufacturer.

· Loss of time or use of the apparatus, inconvenience or other incidental expenses.

· Any apparatus which has been repaired or altered without written consent or outside of the apparatus
manufacturer's factory and or authorized service center in any way that affects its stability, or which has
been subject to misuse, negligence, or accident.

· Delivery of the apparatus to repair site.

DISCLAIMER

NO WARRANTIES ARE GIVEN BEYOND THOSE DESCRIBED HEREIN. THIS WARRANTY IS IN LIEU
OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED. THE COMPANY SPECIFICALLY
DISCLAIMS WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE,
ALL OTHER REPRESENTATIONS TO THE USER/PURCHASER AND ALL OTHER OBLIGATIONS OR
LIABILITIES. FURTHER, THE COMPANY EXCLUDES LIABILITY FOR CONSEQUENTIAL AND
INCIDENTAL DAMAGES, ON THE PART OF THE COMPANY OR SELLER. No person is authorized to
give any other warranties or to assume any liabilities on the Company’s behalf unless made or assumed in
writing by the seller; and no other person is authorized to give any warranties or to assume any liabilities on the
seller’s behalf unless made or assumed in writing by the seller.

OBTAINING SERVICE

Return the vehicle to any BME Fire Trucks, LLC. dealer/authorized service center; Return the vehicle to BME
Fire Trucks, LLC. or contact BME Fire Trucks, LLC.. BME Fire Trucks, LLC. shall be solely responsible for
determining the extent of repair under the terms of the warranty. Transportation costs shall be the responsibility
of the purchaser.

MATERIAL AND WORKMANSHIP

All equipment provided shall be guaranteed to be new and of current manufacture, and unless specified
otherwise, shall meet all requirements of these specifications and prevailing NFPA documents and be in
condition at time of delivery for use as specified for this type of apparatus.
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All workmanship shall be of the highest quality and accomplished in a professional manner so as to insure a
functional apparatus with a high quality aesthetic appearance.

The construction shall be rugged and ample safety factors shall be provided to carry the loads specified to meet
both on and off road requirements.

The apparatus shall be designed and the equipment mounted with due consideration to the distribution of load
between the front and rear axles, so all specified equipment, with a full complement of personnel, can be carried
without damage to the apparatus.

BODY AND STRUCTURAL WARRANTY

BME Fire Trucks, LLC. shall warrant each new apparatus body, if used in a normal and reasonable manner,
against structural defects caused by defects in material, design or workmanship for a period of ten (10) years,
covering parts & labor to the original purchaser which shall start on day of acceptance.

This warranty shall not apply to:

· Normal maintenance services or adjustments

· To any vehicle which will have been repaired or altered outside of our factory in any way so as, in the
judgment of BME Fire Trucks, LLC., to affect it's stability, nor which has been subject to misuse,
negligence, or accident, nor to any vehicle made by us which will have been operated to a speed
exceeding the factory rated speed, or loaded beyond the factory rated load capacity.

· Commercial chassis and associated equipment furnished with chassis, signaling devices, generators,
batteries, or other trade accessories as they are usually warranted separately by their respective
manufacturers.

· Shipping costs of parts or apparatus for purposes of repair or replacement of parts. This warranty is in
lieu of all other warranties, expressed or implied. All other representations as to the original purchaser
and all other obligations or liabilities, including for incidental or consequential damage on the
company's behalf unless made in writing by the company.

PLUMBING WARRANTY

The stainless steel fire pump plumbing shall carry a ten (10) year parts and labor warranty against defects in
workmanship and perforation corrosion.

AKRON VALVE WARRANTY

The Akron valves shall carry a five (5) year manufacturer’s warranty. Provisions of this warranty shall be
provided with the completed apparatus documentation.

PAINT WARRANTY
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BME Fire Trucks, LLC. shall provide a seven (7) year paint warranty which shall cover peeling and/or
de-lamination of the top coat and other layers of paint, cracking or checking, loss of gloss caused by cracking,
checking or chalking, and any paint failure caused by defective paint materials covered by the paint
manufacturer’s material warranty.

CHASSIS WARRANTY

The specified chassis shall be provided with the chassis manufacturer's warranty. The exact provisions of this
warranty shall be supplied with the completed apparatus documentation.

APPARATUS OPERATION MANUAL(S)

BME Fire Trucks, LLC. shall provide (2) electronic apparatus operational manual(s) on a USB thumb drive.

CHASSIS SPECIFICATIONS

Base Chassis, Model HV507

Four door crew cab

Four wheel drive

Cummins L9 engine, with Allison transmission featuring PTO provisions.

Two speed transfer case

*Unless otherwise specified, the chassis shall come equipped with base level interior options including manual
window and locks. The front seats from chassis manufacturer shall be air ride with a bench rear seat. 

CAB SEATING AND WEIGHT ALLOWANCE

A warning label shall be installed in the cab to indicate seating positions.

LABELS, STANDARD PACKAGE SET

A standard set of labels shall be provided and installed on the inside of chassis cab area. The labels shall contain
the required information based on the applicable components for the apparatus.

DATA PLAQUE

A data plaque shall be provided and installed on the inside of the cab The data plaque shall contain the required
information based on the applicable components for the apparatus:

· Engine oil
· Engine coolant
· Chassis transmission fluid
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· Drive axle lubricant
· Power steering fluid
· Pump, generator, or other component lubrications
· Other NFPA applicable fluid levels or data as required
· Paint manufacturer, type, and color number
· Tire Speed Ratings

DATA PLAQUE

A data plaque shall be provided and installed. The plaque shall contain the following information.

· Pump make and model
· GPM capacity rating
· Truck serial and production number
· Pump performance (specific GPMs at rated pressures with engine RPM)
· Governed engine RPM
· Pump gear ratio

WARNING LABEL -- NO RIDING ON REAR

A warning label shall be provided and installed in the rear step area of the apparatus that states the following:
 
"WARNING: DO NOT RIDE ON REAR STEP WHILE VEHICLE IS IN MOTION. DEATH OR SERIOUS
INJURY MAY RESULT

WARNING LABEL -- OCCUPANT SEATED AND BELTED

A warning label that complies with FAMA07 shall be provided and installed in a location visible to all
occupants of the cab that states the following:

Label shall read "Crash hazard occupants must be seated and belted when vehicle is in motion. Use only OEM
approved belts. Unbelted occupants are at greater risk of injury or death in a crash."

WARNING LABEL -- SIREN NOISE

A warning label that complies with FAMA42 shall be provided and installed inside the driver's cab door that
states the following:

Label shall read, "Sirens produce loud sounds that may damage hearing. Roll up windows. Wear hearing
protection. Use only for emergency response. Avoid exposure to siren sound outside of vehicle." 

WARNING LABEL -- HELMET WORN IN CAB

A warning label that complies with FAMA43 shall be provided and installed in a location visible to all
occupants of the cab that states the following: 
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The label shall read, "Crash Hazard. Do not wear helmet while seated unless necessary during suppression
operations. Serious head or neck injury may result from helmet use in cab. Failure to comply may injure or kill".

AIR FILTER EMBER PROTECTION SCREEN WARNING LABEL  

A warning label shall be provided and installed in the apparatus cab interior that states the following:
 
"THIS VEHICLE HAS AN AIR INTAKE EMBER SCREEN WHICH REQUIRES PERIODIC INSPECTION
& CLEANING"

FRESH AIR EMBER SEPARATOR WARNING LABEL

A warning label shall be provided and installed in the apparatus cab interior that states the following: 
 
"THIS APPARATUS IS EQUIPPED WITH A CAB FRESH AIR INTAKE EMBER PROTECTION SCREEN.
ROUTINE INSPECTION IS REQUIRED"

MANUFACTURER LOGO

The apparatus shall include a BME logo plaque which shall be affixed at the rear of the apparatus.

The BME plaque shall feature white reflective material on the outside of the Maltese cross and red reflective
material in the middle. 

FRONT TOW PLATE

A horizontal full frame width, ¾-inch thick steel plate, center pull, front tow eye shall be furnished and installed
through or below the front bumper. The tow eye plate shall be triangle shaped extended 6 inches beyond the
front bumper with a 3-inch X 4-inch rectangle tow eye.

The tow eye shall be braced and gusseted to prevent frame rail or bumper damage and bolted to the front frame
rail web. 

The tow plate shall to be sprayed with black durabak.

FRONT RECEIVER 

There shall be one 2" receiver hitch on the front of the apparatus.  The receiver shall be mounted off set as to
prevent towing use.

The specified off set reciver hitch shall have a warning label located visibly near the hitch that states "NOT FOR
TOWING". 

REAR RECEIVER 
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There shall be one 2" receiver hitch on the rear of the apparatus. The receiver shall be mounted off set as to
prevent towing use.

The specified off set reciver hitch shall have a warning label located visibly near the hitch that states "NOT FOR
TOWING". 

REAR BUSTLE

A single, frame mounted rear towing eye shall be provided. It shall be manufactured from ¾-inch thick steel
plate and bolted between the rear frame rail webs with SAE Grade 8 frame bolts and lock nuts.

The tow eye shall be braced and gusseted to prevent damage to the frame rails, bumper or apparatus body while
being towed from various angles. Access to the tow eye shall be below the bumper and designed not to interfere
with the required angle of departure.  The bustle shall be painted or powder coated job color.

FRONT FRAME EXTENSION

The front frame rails shall be extended 16” ahead of the cab grill or fender area.

BUMPER PLATFORM

The front bumper extended frame rails shall feature an overlay which shall offer space for mounting
components necessary to the apparatus. The bumper extension shall measure approximately sixteen (16) inches
from the cab to the front face of the extension.

The front bumper platform shall be bare embossed aluminum diamond plate. 

BUMPER

There shall be an International 15 degree bumper installed on the apparatus.

FRONT BUMPER COLOR

The front bumper shall be painted or powder coated job color.

BUMPER SIDE WINGS

The bumper shall have steel side wings.

FRONT BUMPER WINGS COLOR

The front bumper wings shall be painted or powder coated job color.

DRIVERS SIDE -- FRONT BUMPER COMPARTMENT
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One (1) recessed hose storage compartment shall be installed in the drivers side of the bumper. The
compartment shall be constructed of smooth aluminum. The floor of the compartment shall have drain holes
provided.

BUMPER COMPARTMENT NYLON HOLD DOWN STRAP

One (1) nylon strap with a buckle shall be installed on the specified front bumper compartment. The nylon strap
shall act as a hold down mechanism for the hose in the compartment.

The straps shall be black in color.

BUMPER COMPARTMENT GRATING

The specified bumper compartment shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

CENTER -- FRONT BUMPER COMPARTMENT

One (1) recessed hose storage compartment shall be installed in the center front bumper. The compartment shall
be constructed of smooth aluminum. The floor of the compartment shall have drain holes provided.

BUMPER COMPARTMENT DOOR

An aluminum embossed tread plate door shall be installed on the specified front bumper compartment. The
non-skid surface door shall have a stainless steel hinge at the rear.

The specified bumper compartment door shall feature a hold open device to allow the compartment door to stay
open and not hit the hood, grille, or headlight area. 

The specified door(s) shall have a Polished stainless-steel D-ring door handle. 

BUMPER COMPARTMENT GRATING

The specified bumper compartment shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

PASSENGER SIDE -- FRONT BUMPER COMPARTMENT
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One (1) recessed hose storage compartment shall be installed in the passenger side of the bumper. The
compartment shall be constructed from smooth aluminum. The floor of the compartment shall have drain holes
provided.

BUMPER COMPARTMENT NYLON HOLD DOWN STRAP

One (1) nylon strap with a buckle shall be installed on the specified front bumper compartment. The nylon strap
shall act as a hold down mechanism for the hose in the compartment.

The straps shall be black in color.

BUMPER COMPARTMENT GRATING

The specified bumper compartment shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

BUMPER DISCHARGE SWIVEL STOPPER

There shall be a swivel elbow stopper installed just behind the front discharge(s).

AIR HORN

One (1) Chrome air horn shall be provided and installed on the apparatus.

AIR HORN FOOT SWITCH

One (1) foot switch shall be provided and installed. The foot switch shall be located on the driver's side of the
floor and shall activate the air horn system.

EXHAUST SYSTEM MODIFICATION

The chassis exhaust system shall be modified to exit on the passenger side of the apparatus ahead of the rear
wheel.

EXHAUST HEAT WRAP

The exhaust pipe shall be wrapped with heat wrap from the diesel particulate filter to just shy of the end of the
tailpipe.

BUMPER BOX PROTECTIVE FLAP

The protective flap shall be a cut down mud flap installed on the rear edge of the front bumper to eliminate
debris from being deposited on the top of the front bumper and in the hose boxes.
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REAR MUD FLAPS

Mud flaps featuring the BME logo shall be provided and installed behind the rear wheels of the apparatus.

DRIVER'S SIDE UNDER CAB COMPARTMENT 

The apparatus shall be equipped with an enclosed stainless steel compartment located under the crew door on
the drivers side of the cab. The compartments clear door opening shall measure approximately 32" wide x 12.5"
high x 19.25" deep with a hinged aluminum door and a D-ring style latch.

The doors shall be painted job color.

The specified door(s) shall have a Polished stainless-steel D-ring door handle. 

COMPARTMENT LIGHTING

One (1) 21" Code 3 800 Series LED lights shall be installed in the specified compartment(s).

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

PASSENGER'S SIDE UNDER CAB COMPARTMENT 

The apparatus shall be equipped with an enclosed stainless steel compartment located under the crew door on
the passenger side of the cab. The compartments clear door opening shall measure approximately 35" wide x
12.5" high x 15.25" deep with double hinged aluminum doors.
The doors shall be painted job color.

SLIDE TRAY

A 250# capacity slide tray shall be installed in the specified under cab compartment.

The specified door(s) shall have a Polished stainless-steel D-ring door handle. 

COMPARTMENT LIGHTING

Two (2) 21" Code 3 800 Series LED lights shall be installed in the specified compartment(s).

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

CAB STEPS
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Aggressive, extruded aluminum surfaces shall be installed on each of the cab steps areas.

CAB DOOR REFLECTIVE PANELS

The cab doors shall include reflective trim installed inside each door.

Specified part shall include Red and White DOT approved reflective striping.

FRONT AIR RIDE SEATS

CAB SEATING

The apparatus shall be equipped with two (2) Bostrom Sierra 100 air ride seats. The seats shall have an inside
arm rest. 

The specified seat(s) covers shall be dark grey vinyl.

REAR STATIONARY SEATS

CAB SEATING

The apparatus shall be equipped with one (1) Bostrom Sentinel Air-100 EXT HBLX seats. The seat(s) shall
feature left and right arm rest, seat occupancy sensor, and a embroidered BME logo on the head rest. The seat(s)
shall be stationary. 

The specified seat(s) covers shall be dark grey vinyl.

REAR WALL ALUMINUM PLATE - FULL HEIGHT

Behind the rear seat mounted vertically on the inside rear wall of the cab a 1/4 inch aluminum sheet that is
approximately 50 inches high by 60 inches wide will be mounted in the center resting on the floor to the rear
wall of the cab inside with eight (8) ¼ inch bolts with nutserts on the double wall supports.

This piece of aluminum will be centered, and the mounting bolts will not go through the outside of the cab. This
piece of aluminum will be for hanging AVL electrical components after delivery. 
This aluminum piece will completely cover the rear window for safety.

There will be a sticker in the middle of the aluminum cover for the rear window that will state do not drill in red
one inch letters.

FAN CLUTCH LOCK UP

The fan clutch shall lock up when the apparatus is shifted into pump mode.

AIR TANK RELOCATION
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The air tanks shall be relocated to the rear of the truck between the frame rails.

REMOTE MOUNT FRONT AXLE BREATHER HOSE

The front axle shall have a remount mount breather with hose, and have a metal 1/4" (LDI Industries 1U573 or
equivalent) style vent will be supplied and gain two of lift and be mounted to the firewall on passenger side. 

BATTERY RELOCATION

The chassis batteries are to be relocated to the passenger side of the chassis, below the rear cab door in a custom
made under cab box.

UNDERHOOD LIGHTS

There shall be two (2) LED light(s) installed under the hood of the chassis. Lights shall have local switching
located under the hood. 

LED HEADLIGHTS REPLACEMENT

The factory halogen headlights shall be replaced with LED headlights. The headlights shall be Truck Lite
#27270C 7" LED.

AIR FILTER EMBER PROTECTION SCREEN AND WARNING LABEL 

The chassis air intake shall be protected by an ember guard of 18 Mesh, 0.017-inch wire diameter, and a
maximum mesh opening of 0.039 inches. The ember guard shall be sized to fit and located at the intake
opening. The screen shall be readily accessible for inspection and maintenance.

EMBER SEPARATOR -- FRESH AIR INTAKE TO CAB

The cabin air filter shall be protected by an ember guard with a maximum mesh opening of 0.039 inches.

EMBER SEPARATOR

The final stage manufacturer shall install a stainless steel ember separator within the auxiliary fire pump engine
air intake system.

OEM TINTED CAB WINDOWS

The cab windows shall remain as tinted by the OEM chassis manufacturer for UV resistance only, no
aftermarket tinting shall be done.

AIR, FUEL, ELECTRICAL LINE PROTECTION

All air lines, fuel lines and electrical harnesses below the chassis frame rails shall be protected with fire resistive
sleeves.
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FUEL TANK VENTING

The O.E.M fuel tank vent line shall be extended from the fuel tank and vented to the atmosphere. The vent line
shall extend vertically from the tank to the bottom of the cab rear window and then bend 180 degrees towards
the ground. 

TIRE PRESSURE INDICATOR SYSTEM

There shall be a tire pressure indicator at each tire's valve stem on the vehicle that shall indicate if there is
insufficient pressure in the specific tire.

FIRE PUMP SPECIFICATIONS

A Darley model JMP 500 GPM two stage fire pump shall be installed. Power to drive the pump shall be
provided by the same engine used to propel the apparatus. The pump shall be equipped with a series-parallel
changeover valve control on the pump panel.  
 
Pump casing shall be a fine grain cast iron, with a minimum tensile strength of 30,000 PSI. Seal rings shall be
renewable, double labyrinth, wrap around bronze type.

The pump shaft shall be splined to receive broached impeller hubs, for greater resistance to wear, torsional
vibration, and torque imposed by engine, as well as ease of maintenance and repair.

Bearings provided shall be heavy duty, deep groove, radial-type ball bearings. Sleeve bearings on any portion of
the pump or transmission shall be prohibited due to wear, deflection, and alignment concerns. The bearings
shall be protected at all openings from road dirt and water splash with oil seals and water slingers.

The impeller shall be a high strength bronze alloy, splined to the pump shaft for precision fit, durability, and
ease of maintenance. Impeller shaft oil seals shall be constructed to be free from steel components except for the
internal lip spring. The impeller shaft oil seals shall carry a lifetime warranty against damage from corrosion
from water and other fire-fighting fluids.

The pump transmission case shall be heavy-duty cast iron with adequate oil reserve capacity to maintain low
operating temperature. Pump ratio to be selected by the manufacturers engineering department. Gears shall be
helical in design and precision ground for quiet operation and extended life. Gears to be cut from high strength
alloy steel, ground, and carburized. Chain drive and/or design requiring extra lubricating pump is not
acceptable.

Pump drive shaft shall be precision ground, heat-treated alloy steel, with a 1-3/8 spline. Gears shall be helical
design, and shall be precision ground for quiet operation and extended life. The pump transmission shall require
no further lubrication beyond that provided by the intrinsic action of the gears, to reduce the likelihood of failure
due to loss of auxiliary lubrication.

DARLEY FIRE PUMP WARRANTY
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A three (3) year warranty on the Darley fire pump shall be provided. The provisions of this warranty shall be
described in the completed apparatus documentation.

ELECTRIC PRIMER SPECIFICATIONS

A 12 volt electrically driven positive displacement fire pump primer system shall be installed. The priming
pump shall be constructed of heat treated aluminum and hard coat anodized and shall not use oil in the
operation. The system shall perform in compliance to applicable NFPA standards.

FIRE PUMP TEST

The fire pump shall undergo factory fire pump tests for a minimum of 30 minutes of continuous pump at rated
capacity at rated net pump pressure prior to delivery of the completed apparatus. the complete pump test shall
include a pressure control test, a priming system test, a vacuum test and a water tank to pump flow test. The
factory pump testing results shall be furnished on delivery.

FIRE PUMP PTO AND DRIVELINES

A transmission power take-off (PTO) unit shall be provided and installed on the chassis automatic transmission
to drive the fire fighting water pump. The PTO shall be a 10-bolt type, with a minimum torque rating of 300 lb.
ft. (duty), and an engine speed ratio that provides the required pump performance.

INTAKE DUMP VALVE

An Elkhart model #40/40 intake dump valve shall be provided and mounted on the suction side of the pump.
The valve shall be preset from the factory at 125 psi. The discharge piping of the dump valve shall be a
minimum of 2-1/2" diameter and shall terminate with a 2-1/2" male NST adapter. The excess water shall be
discharged to the ground. A label shall be provided indicating: "DUMP VALVE DISCHARGE, DO NOT
CAP".

BYPASS FIRE PUMP COOLER

The fire pump shall be equipped with a cooling line, the line shall be routed through the main and auxiliary
pump (if applicable) to an adjustable valve, from the valve the water shall be routed through the apparatus'
engine cooling system and then to the water tank. The valve on the pump panel shall be labeled "Engine
Cooler".

OVERHEAT PROTECTION MANAGER

The fire pump shall be equipped with an overheat protection device which monitors the temperature of the water
inside the pump and relieves water when the temperature inside the pump exceeds 140 degrees Fahrenheit. The
Waterous Model #OPM shall also have an warning light on the pump panel to provide additional protection in
the event the temperature inside the pump continues to rise with the overheat protection valve open. The
warning light and test button shall be mounted to a heavy polished casting that is mounted to the pump
operator's panel.
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MASTER PUMP DRAIN

One (1) Trident, multiple-port drain valve, fabricated from bronze, shall be provided and controlled at the pump
operator’s control panel. The valve shall be opened by turning a rotary hand wheel. The valve shall be plumbed
to drain both the discharge and intake sides of the pump, the relief valve and other plumbing components as
required.

The valve shall be placed as low as possible to provide proper drainage of the components plumbed to it. The
valve shall be rated to 600 PSI minimum and suitable for daily valve actuation.

PUMP SHIFT STATIONARY PUMPING ONLY

An electric powered PTO pump shift shall be installed in the cab driver's area where not subject to accidental
engagement. The pump shift system shall permit "Stationary pumping only" operations.

The following indicator lights shall be included with pump shift.

1. An amber indicator light, labeled "PUMP ENGAGED" shall indicate pump shift has successfully been
completed.
2. A green indicator light, labeled "OK TO PUMP" shall indicate the chassis transmission is in the proper gear
and the parking brake is engaged.
3. Pump shift and interlocks shall comply with applicable sections of NFPA standards.
4. The pump shift shall have an instruction label and nameplate to indicate proper pump shift instructions.

MAIN PUMP PLUMBING

The PTO main pump plumbing system shall utilize stainless steel piping incorporating hosing to allow for flex.
The piping shall utilize TIG welding to provide a complete seal. Hard angles shall be avoided when possible to
improve water flow characteristics. The piping shall utilize Victaulic couplers whenever possible to allow flex
as the body module flexes.

Threaded sections of piping shall be avoided to reduce the leak potential of the system. Victaulic couplers shall
be used in place of threading to reduce leak potential. Schedule 10 stainless steel piping shall be used for
transport type piping. Schedule 40 stainless steel shall be used for areas requiring threading to provide a stable
threading base. Brackets shall be installed to support threading locations thereby reducing the potential for leaks.

All hoses shall be connected directly to the tank due to the different flex ratios of the tank to body. Any front
discharges, any rear discharges, and all cross lays shall use hose to reach the actual discharge. The use of hose
shall be utilized due to the difference in flex or movement between the discharge location and the pump
connection. Drain lines shall be provided at the lowest points in the plumbing system to allow for complete
drainage. Bleeders shall be provided for all gauges to relieve pressure after use. 

PORTABLE PUMP

A Darley 1-1/2AGE 24K portable pump shall be provided on the apparatus. The unit shall have a liquid cooled,
24 HP, Kubota D902 diesel engine equipped with an electric start.
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Pump Performance
             20 gpm @ 310 psi
             140 gpm @ 145 psi
             180 gpm @ 80 psi

Diesel Engine
Kubota, D902 Diesel, water-cooled, 24 hp.

Fuel Supply
The engine shall be piped to the chassis fuel system with provisions to prevent fuel drain back to the tank when
the engine is shutdown.

Fuel Prime
A fuel re-prime pump shall be provided to assist in fuel delivery to the diesel engine from the chassis tank.

Lubrication
Pressure feed with spin-on filter.

Starter
12-volt electric wired into the chassis battery system

Exhaust
A spark arrestor shall be provided on the engine exhaust system.

Air Intake
An air cleaner shall be provided with easy access to remove the element.
An ember screen shall be provided on the inlet to the air cleaner.

The aux pump shall be capable of flowing water though the following discharges only.

 Front bumper discharges
 Front bumper monitor (if applicable)
 Booster hose reel
 Cross lay pre connect discharges
 Rear 1-1/2" discharge

PRIMING VALVE

A Waterous model #82507-2T VAP priming valve shall be installed on the apparatus.

DUAL DARLEY DELUXE PANELS

The auxiliary pump shall be controlled by a dual Darley, Deluxe panel set up. One panel shall be located on the
pump panel and one panel shall be located in the cab console.
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AUXILIARY PUMP PLUMBING

The auxiliary fire pump plumbing system shall utilize stainless steel piping incorporating hosing to allow for
flex. The piping shall utilize TIG welding to provide a complete seal. Hard angles shall be avoided when
possible to improve water flow characteristics. The piping shall utilize Victaulic couplers whenever possible to
allow flex as the body module flexes.

Threaded sections of piping shall be avoided to reduce the leak potential of the system. Victaulic couplers shall
be used in place of threading to reduce leak potential. Schedule 10 stainless steel piping shall be used for
transport type piping. Schedule 40 stainless steel shall be used for areas requiring threading to provide a stable
threading base. Brackets shall be installed to support threading locations thereby reducing the potential for leaks.

All hoses shall be connected directly to the tank due to the different flex ratios of the tank to body. Any front
discharges, any rear discharges, and all cross lays shall use hose to reach the actual discharge. The use of hose
shall be utilized due to the difference in flex or movement between the discharge location and the pump
connection.

PRIMER ASSEMBLY

The auxiliary pump shall use the main pump primer to prime the pump. Primer control shall be located on the
pump control panel and shall utilize one primer for both pumps. 

AUXILIARY FUEL SYSTEM

The fuel system for the auxiliary fire pump shall be plumbed to the chassis fuel system. There shall be a separate
fuel pickup tube mounted in the chassis fuel tank specifically for a separate engine driven pump assembly.
There shall be an electric fuel pump with regulator and fuel hose furnished between the chassis fuel tank and the
auxiliary pump.

AUXILIARY FIRE PUMP ELECTRIC START WIRING TO CHASSIS

Properly sized 12 volt positive and negative cables shall be provided from the chassis battery to the auxiliary
fire pump.

AUXILIARY AND MAIN PUMP PLUMBING

The auxiliary fire pump shall be plumbed to the main pump discharge.

AUXILIARY PUMP OIL DRAIN EXTENSION
 
There shall be an oil drain extension installed on the auxiliary pump. This will allow for the engine oil to be
drained without removing the auxiliary engine.

4" UNGATED INTAKE -- LEFT SIDE
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One (1) 4" un-gated suction intake shall be installed on the left side pump panel to supply the fire pump from an
external water supply. The threads shall be 4" NH male and equipped with a removable screen.

One (1) chrome brass 4" NH rocker lug cap with a securing chain or cable shall be installed on the intake.

2-1/2” GATED INTAKE -- LEFT SIDE

One (1) 2-1/2" gated suction intake shall be recessed mounted on the left side pump panel to supply the fire
pump from an external water supply. The valve shall be a quarter-turn ball valve with the appropriate handle
and shall have 2-1/2" NH female thread.

The intake shall be equipped with a South Park Corp. 3/4" Push-pull type drain valve mounted to the bottom of
the valve.

One (1) Akron 8825 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

One (1) chrome brass 2-1/2" NH rocker lug plug with a securing chain or cable shall be installed on the intake.

2-1/2” GATED INTAKE -- RIGHT SIDE

One (1) 2-1/2" gated suction intake shall be recess mounted on the right side pump panel to supply the fire
pump from an external water supply. The valve shall be a quarter-turn ball valve with the appropriate handle
and shall have 2-1/2" NH female thread.

The intake shall be equipped with a South Park Corp. 3/4" Push-pull type drain valve mounted to the bottom of
the valve.

One (1) Akron 8825 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

One (1) chrome brass 2-1/2" NH rocker lug plug with a securing chain or cable shall be installed on the intake.

WATER TANK SUPPLY LINE TO FIRE PUMP

A 3" water tank to pump line shall be installed, with a 3" full flow quarter turn ball valve and 3" piping. The line
shall be equipped with a hump hose with stainless steel hose clamps and a 3" check valve to prevent
pressurization of the water tank.

One (1) Akron 8830 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
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to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control, Akron Model R1 valve handle.

The 3" valve shall be equipped with an air operated cylinder and control actuator installed on pump panel.

PUMP TO TANK

There shall be a pump to tank line provided from the discharge side of the pumps and plumbed to the top of the
tank. The plumbing shall be 2-inch with a 2-inch Akron 8800 series ¼-turn full flow ball valve, and shall be
controlled at the left pump panel by a push/pull T-handle and linkage. The pump to tank shall be plumbed to
flow water from both the main and auxiliary pumps. 

One (1) Akron 8820 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control, Akron Model R1 valve handle.

The valve shall be equipped with a Thuemling manually operated pull rod, with quarter-turn locking feature.

2-1/2" DISCHARGE LEFT SIDE -- FORWARD PUMP PANEL

One (1) 2-1/2" discharge shall be installed on the left side forward pump panel area controlled by a quarter turn
ball valve with the appropriate handle. The discharge shall have 2-1/2" NH male hose threads, bleeder valve,
and chrome brass cap, with a label adjacent the control handle.

A Class 1 quarter-turn 3/4" drain and bleeder valve shall be installed on the discharge valve.

One (1) Akron 8825 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

One (1) chrome brass 2.5" NH rocker lug cap with a securing chain or cable shall be installed on the discharge.

2.5" DISCHARGE -- REAR LEFT

One (1) 2.5" discharge shall be installed on the rear left panel with controlled by a quarter turn ball valve.  The
discharge shall have 2.5" NH male hose threads and nameplate label adjacent the control handle.

One (1) Akron 8825 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.
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The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

(1) chrome plated brass 30 degree elbow with 2.5" swivel female NH x 2.5" male NH thread with rocker lugs
shall be provided on the discharge.

One (1) chrome brass 2.5" NH rocker lug cap with a securing chain or cable shall be installed on the discharge.

2” DISCHARGE -- REAR RIGHT

One (1) 2" discharge shall be installed on the rear right panel, controlled by a quarter turn ball valve on pump
panel. The discharge shall have 2" NPT x 1-1/2" NH male hose threads and nameplate label adjacent the valve
control handle.

One (1) Akron 8820 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

One (1) chrome plated brass reducing adapter with a 2" female NH x 1.5" male NH thread with rocker lugs shall
be provided on the discharge.

One (1) chrome plated brass 30 degree elbow with 1.5" swivel female NH x 1.5" male NH thread with rocker
lugs shall be provided on the discharge.

One (1) chrome plated brass 1.5" NH rocker lug cap with a securing chain or cable shall be installed on the
discharge.

1-1/2" CROSSLAY DISCHARGES

Two (2) 1-1/2" hose cross lays shall be installed over pump enclosure. One (1) each side. They shall be arranged
in a single stack design with a divider in the center of the storage area. Each storage area shall extend from the
side of the pump house to the center of the pump house. The dimensions shall be approximately 4-1/2" wide x
36" deep x 32" tall.

Two (2) Akron 8820 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

The crosslay hosebed shall be equipped with an aluminum diamond plate hinged cover and vinyl end flap
enclosures on each side, installed in compliance with applicable NFPA #1900 standards. The cover shall be
equipped with rubber bumpers and lift up handle on each end of the cover.
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The specified crosslay/deadlay flaps shall be black.

CROSSLAY EDGES

The crosslay side sheets shall be rolled on each side to act as a guide for the hose to come out of the tray.

Two (2) chrome plated brass reducing adapter with a 2" female NH x 1.5" male NH thread with rocker lugs
shall be provided on the discharge.

Two (2) chrome plated brass 1.5" NH rocker lug cap with a securing chain or cable shall be installed on the
discharge.

1-1/2" BUMPER AREA DISCHARGE (LEFT SIDE)

One (1) 2" discharge shall be provided at the driver’s side of the front bumper extension. The discharge shall be
plumbed with 2" flexible high pressure hose with reusable fittings or welded stainless steel pipe. The front
bumper discharge shall be equipped with a 2" quarter turn ball valve. The discharge shall have a 90 degree full
swivel elbow, terminating in 1-1/2" NST male threads, to allow the hose to be pulled in any direction without
kinking.

One (1) Akron 8820 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

One (1) chrome plated brass 1.5" NH rocker lug cap with a securing chain or cable shall be installed on the
discharge.

1-1/2" BUMPER AREA DISCHARGE (RIGHT SIDE)

One (1) 2" discharge, shall be provided at the passenger’s side of the front bumper extension. The discharge
shall be plumbed with 2" flexible high pressure hose with reusable fittings or welded stainless steel pipe. The
front bumper discharge shall be equipped with a 2" quarter turn ball valve. The discharge shall have a 90 degree
full swivel elbow, terminating in 1-1/2" NST male threads, to allow the hose to be pulled in any direction
without kinking.

One (1) Akron 8820 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

One (1) chrome plated brass 1.5" NH rocker lug cap with a securing chain or cable shall be installed on the
discharge.
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2” ISOLATION VALVE

One (1) 2" inline valve, labeled, shall be provided to isolate the front bumper extension discharge piping in the
case of a hose or piping failure. This valve shall normally be left in the open position. Control for this valve
shall be through the use of a R1 handle, painted red, located at the valve.

One (1) Akron 8820 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control, Akron Model R1 valve handle.

HOSE REEL

There shall be one (1) Hannay aluminum hose reel(s) Model #SBSEPF17-28-29-RT shall be installed. The reel
shall have leak proof ball bearing swing joint, adjustable friction brake, electric 12 volt rewind. The reel shall be
plumbed with wire reinforced, high-pressure hose coupled with brass fittings. The reel shall be designed to hold
125% of the specified hose capacity.

The reel shall be provided with a 12 volt electric motor of appropriate size for rewinding.

HOSE REEL MOUNTING

The hose reel shall be mounted over the pump enclosure.

HOSE REEL CONTROLS

The hose reel shall be controlled by a 1/4 turn local control valve, the valve shall be located near the top of the
pump control module next to the hose reel. 

One (1) Akron 8810 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.

Two (2) Cole Hersee #M-608 push button hose reel rewind controls shall be installed supplied and installed to
rewind the hose reel. One (1) button shall be installed on the left pump panel and one (1) button shall be
installed on the right panel.

HOSE REEL ROLLERS

The hose reel shall include one horizontal and two vertical chrome fairlead rollers. Two (2) additional sets of
fair lead rollers shall be located on the auxiliary pump cover for guiding the hose across the top of the apparatus.
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FOAM SYSTEM

A FoamPro electronic foam system shall be provided. The system shall be designed for use with Class A foam
concentrate. The foam proportioning operation shall be designed for direct measurement of water flows and
shall remain consistent within the specified flows and pressures. The system shall be capable of accurately
delivering foam solution as required by applicable sections of the NFPA standards.

The system shall be equipped with a control module suitable for installation on the pump panel. There shall be a
microprocessor incorporated within the motor driver that shall receive input from the system's flowmeter, while
also monitoring the foam concentrate pump output. The microprocessor shall compare the values to ensure that
the desired amount of foam concentrate is injected onto the discharge side of the fire pump. A "foam capable"
paddlewheel-type flowmeter shall be installed in the discharge side of the piping system.

The control module shall enable the pump operator to:

· Activate the foam proportioning system
· Select the proportioning rates from 0.1% to 1.0%
· See a "low concentrate" warning light flash when the foam tank level becomes low and in two (2)

minutes, if the foam concentrate has not been added to the tank, the foam concentrate pump shall be
capable of shutting down.

A 12-volt electric motor driven positive displacement plunger pump shall be provided. The pump capacity range
shall be 0.1 to 1.7 GPM (6.4L/min) at 200 PSI (13.8 BAR) with a maximum operating pressure up to 400 PSI
(27.6 BAR). The system shall draw a maximum of 30 amps at 12 volts. The motor shall be controlled by the
microprocessor which shall be mounted to the base of the pump. It receives signals from the control module and
power the 1/3 horsepower (.25 Kw) electric motor in a variable speed duty cycle to ensure that the correct
proportion of concentrate is injected into the water stream.

A full flow check valve shall be provided in the discharge piping to prevent foam contamination of the fire
pump and water tank. A 5 PSI (.35 BAR) opening pressure check valve shall be provided in concentrate line.

Components of the complete proportioning system as described above shall include:

· Operator control module
· Paddlewheel flowmeter
· Pump and electric motor/motor driver
· Wiring harnesses
· Low level tank switch
· Foam tank
· Foam injection check valve
· Main waterway check valve
· Flowmeter and tee with 2" male NPT threads.

The foam system shall be installed and calibrated to manufacturer's requirements. In addition the system shall be
tested and certified by the apparatus manufacturer to applicable NFPA standards.

503



10035-0001 06/02/25
Page 26 of 60

The foam system design shall be tested and pass environmental testing in accordance to SAE standards. 

An installation and operation manual shall be provided for the unit. The system shall have a one (1) year limited
warranty by the foam system manufacturer.

The FoamPro 1600 Series foam system shall be provided with a control cable from the controller to the foam
pump assembly.

The FoamPro 1600 Series foam system shall be provided with a standard pump panel mounted FoamPro control
head.

A FoamPro brass flowmeter shall be provided. The flowmeter shall be installed in the "foam capable" discharge
line. The flowmeter shall have maximum accuracy between the flow range of 15 GPM and 520 GPM and be
capable of operation between 5 GPM to 625 GPM. The tee shall have NPT and Victaulic inlet and outlets
connections.  

A FoamPro instruction and system rating label shall be provided. The label shall display information for a
FoamPro 1600 Series foam system and shall meet applicable sections of the NFPA standards.

A FoamPro foam system schematic label shall be installed on the pump panel near foam controls. The label
shall be a diagram of the FoamPro 1600 series foam system layout and shall meet applicable sections of the
NFPA standards.

FOAM SYSTEM OUTLETS

The following discharges shall have foam distributed to them.

 Front bumper discharges
 Front bumper monitor (if applicable)
 Pump house crosslay pre connects
 Booster hose reel
 Rear 1-1/2" discharge

FOAM SYSTEM WARRANTY

A one (1) year warranty on the foam system equipment shall be provided. The provisions of this warranty shall
be described in the completed apparatus documentation.

FOAM SYSTEM CAB CONTROL

A FoamPro on-off control switch shall be installed in the cab console.

PUMP MODULE ENCLOSURE
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The PTO fire pump enclosure shall be a separate unit from the body unit and shall be attached and supported at
the chassis frame rails. This module shall allow for independent flexing of the pump enclosure from the body,
chassis, and tank, and shall permit quick removal. The module shall have Polypro mounting pads and shall be
attached to the frame rails. The pump module shall also house the auxiliary pump and hose reel mounted up
above the plumbing. The bolt-on pump enclosure support structure shall be constructed of steel tubing. 

The pump enclosure shall be approximately 27" front to rear, 72" right to left, and 60" high.

The top portion above the pump panel (operators side), and above the pump house compartment (right hand
side)  shall have an stainless steel overlay. The overlay shall contour around the front and rear of the pump
module approx 3" and extend down the outer edges of the module on both sides left and right to the bottom of
the module. On the front of the pump house module there shall be an ALDP overlay that extends from left to
right along the top approx 8" tall. 

There shall be polished stainless steel bezels around panel mounted discharge and intake valves, they will be
removable for ease of service. 

AUXILIARY PUMP COVER
 
A louvered hinged cover with suitable latches shall be provided over the pump and power unit assembly. The
area around the assembly shall remain open for maintenance and air circulation and the radiator shall be located
behind ventilated side sheet. 

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

PUMP ENCLOSURE RUNNING BOARD

Both the drivers and passenger side shall be equipped with a side running board. The running board shall extend
along the width of the pump enclosure from the forward end of the body module to behind the chassis cab. The
exterior edge of the running board shall be constructed of a non-slip aggressive surface, supported by the pump
enclosure framework, and bolted in place with stainless steel fasteners.

PUMP ACCESS SERVICE DOOR -- UPPER LEFT SIDE

The upper left side of the side mount pump enclosure shall be provided with a pump service access door. The
hinged door shall be constructed of stainless steel powder coated satin black, with push button type lever latches
for service access.

PUMP PANELS

The pump panels shall be constructed of stainless steel, bolted to the pump enclosure with stainless steel
fasteners. The operators side pump panel shall be powdercoated satin black, while the right side panel shall be
brushed stainless steel. 
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MASTER PUMP DISCHARGE AND INTAKE GAUGES

MASTER INTAKE PRESSURE GAUGE 

One (1) master intake pressure gauge shall be provided on the operator's panel. The gauge shall be a Span brand,
or equivalent, -30-0-600 PSI graduated, with a minimum diameter of 4-1/2", backlit for nighttime operations
and silicone liquid filled to prevent condensation inside the gauge and to dampen the movement. 

The gauge housing shall be constructed of Zytel nylon with a 1/4" NPT brass male fitting centrally located on
the rear of the housing.  The gauge shall be filled with low-temperature liquid with an operating range of -40 to
+150 degrees Fahrenheit, which prevents bouncing of the readout needle and provides for an accuracy rating of
3% or 1" hg on the vacuum side and 5% or 15 PSI on the pressure side of the gauge.

The specified gauge shall feature a drain located at the gauge inlet to help prevent freezing.  The drain shall be a
twist open and close type.

Gauge(s) shall include internal, back-lit 12 volt lighting. Replaceable, White, LED bulb in a water-resistant
holder.

Gauge(s) shall be supplied with a white dial face with black lettering and black gauge marks.

Gauge bezel shall be Chrome in color.

MASTER PRESSURE GAUGE 

One (1) master discharge pressure gauge shall be provided on the operator's panel. The gauge shall be a Span
brand, or equivalent, 30-0-600 PSI graduated, with a minimum diameter of 4-1/2", backlit for nighttime
operations and silicone liquid filled to prevent condensation inside the gauge and to dampen the movement. 

The gauge housing shall be constructed of Zytel nylon with a 1/4" NPT brass male fitting centrally located on
the rear of the housing.  The gauge shall be filled with low-temperature liquid with an operating range of -40 to
+150 degrees Fahrenheit, which prevents bouncing of the readout needle and provides for an accuracy rating of
3% or 1" hg on the vacuum side and 5% or 15 PSI on the pressure side of the gauge.

The specified gauge shall feature a drain located at the gauge inlet to help prevent freezing.  The drain shall be a
twist open and close type.

Gauge(s) shall include internal, back-lit 12 volt lighting. Replaceable, White, LED bulb in a water-resistant
holder.

Gauge(s) shall be supplied with a white dial face with black lettering and black gauge marks.

Gauge bezel shall be Chrome in color.

TEST TAPS
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Test taps for pump intake and pump pressure with name plate labels shall be provided on the pump instrument
panel.

PRESSURE GOVERNOR and ENGINE MONITORING DISPLAY

Fire Research PumpBoss Max series PBA501-D00 pressure governor and control module kit shall be installed.
The kit shall include a control module, intake pressure sensor, discharge pressure sensor, and cables. The
control module housing shall be waterproof and have dimensions not to exceed 7 1/2" high by 3 5/8" wide. The
control knob shall be 2" in diameter with no mechanical stops, have a serrated grip, and a red idle push button in
the center. It shall not extend more than 2" from the front of the control module. The control LCD shall be 3.5”
in size with a minimum brightness of 1000 nits and optically bonded to 3mm Borofloat Glass. Inputs for
monitored engine information shall be from a J1939 data bus or independent sensors. Outputs for engine control
shall be on the J1939 data bus. Inputs from the pump discharge and intake pressure sensors shall be electrical.

The following continuous displays shall be provided:
Engine RPM; shown on LCD screen
Check engine and stop engine warning; shown on LCD screen
Engine oil pressure; shown on LCD screen
Engine coolant temperature; shown on LCD screen
Transmission Temperature; shown on LCD screen
Battery voltage; shown on LCD screen
Pressure and RPM operating mode LEDs
Pressure / RPM setting; shown on LCD screen
Throttle ready / Ok to Pump LEDs.

On screen (LCD) message display shall show diagnostic and warning messages as they occur. It shall show
monitored apparatus information, stored data, and program options when selected by the operator. LCD Screen
and LED’s intensity shall be automatically adjusted for day and nighttime operation.
The program shall store the accumulated operating hours for the pump and engine to be displayed with the push
of a button. It shall monitor inputs and support audible and visual warning alarms for the following conditions:

High Battery Voltage
Low Battery Voltage (Engine Off)
Low Battery Voltage (Engine Running)
High Transmission Temperature
Low Engine Oil Pressure
High Engine Coolant Temperature
Out of Water (visual alarm only)
No Engine Response (visual alarm only).

The program features shall be accessed via push buttons located on the front of the control module. There shall
be a USB port located at the rear of the control module to upload future firmware enhancements.

The pressure governor shall operate in two control modes, pressure and RPM. No discharge pressure or engine
RPM variation shall occur when switching between modes. A throttle ready and Ok to Pump LED shall light
when the interlock signal is recognized. The pressure governor shall start in pressure mode and set the engine
RPM to idle. In pressure mode the pressure governor shall automatically regulate the discharge pressure at the
level set by the operator. In RPM mode the governor shall maintain the engine RPM at the level set by the
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operator except in the event of a discharge pressure increase. The pressure governor shall limit a discharge
pressure increase in RPM mode to a maximum of 30 psi. Other safety features shall include recognition of low
water and no water conditions with an automatic programmed response and a push button to return the engine to
idle.

CAB MOUNTED -- WATER TANK GAUGE

One (1) Fire Research brand, Model WLA205-A00 tank level gauge, shall be provided on the cab center
console, within view of the driver's seating position, to monitor the water tank liquid level. The gauge shall
indicate the water tank liquid level on an LED bar graph display, and shall be wired in common with the sensor
circuit for the pump operator's panel-mounted gauge.

The specified level gauge shall be active anytime the chassis battery switch is turned on. 

WATER TANK VOLUME REMOTE INDICATOR

Three (3) Fire Research TankVision model WLA280-A00 tank remote indicator shall be installed. The indicator
shall show the volume of water in the tank on Ninety six (96) easy to see super bright Tri-color LEDs. The
indicator case shall be waterproof, manufactured of Polycarbonate material with an integrated lens. The package
includes a rubber gasket.

The remote indicator shall receive input information over a datalink from a Fire Research TankVision primary
indicator model WLA200-A00, WLA300-A00 or WLA400-A00. The remote indicator shall indicate the level as
a single color in Red for 25% or less, Amber color for up to 50% volume, Blue color for up to 75% volume and
Green color for up to 100% volume. When the level reaches 25%, the red LEDs will begin flashing. When the
level is empty, the red LEDs will scroll in a down-chasing motion and then flash three times. It shall have the
program capability to adjust the brightness level for day time and nighttime viewing.

The specified level gauge shall be active anytime the chassis battery switch is turned on. 

WATER TANK GAUGE

One (1) Fire Research TankVision model WLA300-A00-S20 tank gauge shall be installed on the pump panel.
The water tank indicator kit shall include an electronic indicator module, a pressure sensor, and a 10' sensor
cable. The indicator shall show the volume of water in the tank on nine (9) easy to see super bright LEDs.

The specified level gauge shall be active anytime the chassis battery switch is turned on. 

CLASS A FOAM TANK GAUGE

One (1) Fire Research brand, Model WLA360-A00 tank level gauge shall be provided on the pump operator’s
panel to monitor the foam concentrate storage tank level. The gauge shall indicate the foam concentrate storage
tank liquid level on an LED bar graph display.

The specified level gauge shall be active anytime the chassis battery switch is turned on. 
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NOMENCLATURE PLATES

The apparatus shall be equipped with color coded labels. The labels shall be furnished for discharges, intakes,
and for other controls and indicators. All labels shall be in English format.

MIDSHIP PUMP PANEL LIGHTS  --  DRIVERS SIDE

There shall be three Tecniq brand LED lights installed under a stainless steel light shield mounted above the
pump panel.  The two outer lights shall be operated by a panel mounted switch, while the middle light will only
be activated upon pump engagement. 

three (3) Tecniq E10 LED lights shall be installed in the specified area.

One (1) of the pump panel lights shall illuminate at the time the fire pump is engaged. 

MIDSHIP PUMP PANEL LIGHTS  --  PASSENGER SIDE

There shall be one Tecniq brand LED light installed under a stainless steel light shield mounted above the pump
panel.  The light shall activate upon pump engagement. 

one (1) Tecniq E10 LED lights shall be installed in the specified area.

PUMP ENCLOSURE WORK LIGHTS

Two (2) LED work lights shall be installed in the pump enclosure. The work lights shall have clear lenses and
shall have a control switch.

two (2) Tecniq E10 LED lights shall be installed in the specified area.

AIR OUTLET - LEFT SIDE PUMP PANEL

(1) auxiliary air outlet with a quick release fitting shall be installed on the driver's side pump panel. The
auxiliary air outlet shall be piped to the chassis secondary air tank. 

DESIGN AND SCOPE OF STEEL WILDLAND BODY

The body shall be designed and constructed of commonly available structural components for ease of repair and
maintenance. The body shall be of a modular design with the body structure independent of the chassis frame
rails. The fabrication of the body shall be of welded construction to withstand the rigors of fire service use.

The body shall be designed to incorporate and support the tank, hose bed, compartments, and all other
equipment intended to be stored in, or mounted to, the body module. The body skeleton and compartment
framework shall be designed of tubular members for increased strength and stress resistance. There shall be no
sheet metal or extrusions utilized in the foundation or structural components of the body module due to their
critical role in assuring durability, functionality, and usability.
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BODY FRAMEWORK

The entire body framework shall be fabricated from steel tubing. The body framework shall be a completely
welded unit, forming a connected, stable frame for strength and longevity and providing the skeleton of the body
module. 

BODY MOUNTING SYSTEM

The mounting assembly shall be designed to isolate and protect the body module from vibration and twisting
stresses imparted by the flexing of the chassis frame rails. The body module shall employ spring-loaded body
mounting assemblies. Each two-piece mounting assembly shall be designed to positively position the body on
the frame rails while allowing lateral and forward or aft movement. Mounting assemblies shall be placed
forward and rearward of the rear axle as necessary to provide a strong and stable mounting of the body module.
Each mounting assembly shall consist of a “male” upper mounting bracket and a “female” lower mounting
bracket.

COMPARTMENT FLOOR-SWEEP OUT STYLE
Each compartment shall feature a raised floor sufficient enough so the lip of the compartment shall clear the
frame rail of the body module to allow debris to be removed easily from the compartment.

COMPARTMENTATION

All compartments shall be constructed of E.G. steel welded for strength and be sealed from the elements. The
compartments shall be attached to the steel superstructure only, in order to maintain a truly modular design.
Each compartment shall feature smooth edges and surfaces from the walls to each weld without burs or sharp
edges in the material. 

DRIVER’S SIDE BODY COMPARTMENTS

COMPARTMENT D1

One compartment shall be provided on the driver's side of the apparatus body above the rear wheels. This
compartment shall span from just behind the pump panel to the back of the rear wheel well quarter panel.  The
compartments approximate "clear door opening" is 51" wide by 39" high with a variable depth of 13.5"/22".

COMPARTMENT VENTILATION

A minimum 2-inch single “Weber” style polished stainless steel swivel vent with four (4) ¼-inch vent holes
shall be provided. These vents shall have a stainless steel center bolt to lock the vent in either the open or closed
position and be located in the compartment walls. All vents will contain fire resistant filters to minimize dust
entering the compartment.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.
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COMPARTMENT SILL PLATE

The compartment shall feature a polished stainless steel sill plate protecting the painted surface of the
compartment when items are accessed.

ADJUSTABLE UNISTRUT

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2)
channels on the left wall and two (2) channels on the right wall. The tracks shall be positioned to provide
support for equipment mounting. The length of the tracks shall be sized to allow for optimum use of the
compartment interior.

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2) vertical
channels on the back wall of the compartment. 

ADJUSTABLE SHELF

There shall be (2) adjustable shelf(ves) installed; and the shelf(ves)  shall be constructed of .125" thick smooth
aluminum plate and be mounted in the specified compartment with double bolt aluminum shelf brackets. The
shelf(ves) shall have a broken front edge, and a broken rear edge for added strength and reinforcement.

COMPARTMENT SHELF GRATING

The specified compartment shelf shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

The compartment shelf and or shelves shall have reflective striping added to the outside lip. The stripe shall be a
1-1/2" minimum in width.

Specified part shall include Red and White DOT approved reflective striping.

COMPARTMENT DIVIDER

There shall be one (1) vertical compartment divider(s) installed in the specified compartment. The divider(s)
shall be bolted in place for ease of removal. Both sides of the vertical divider shall have two (2) vertical
unistruts installed.

SCBA MOUNTINGS

The apparatus shall be equipped with one (1) Ziamatic brand “Walkaway" bracket, model #UH-6-30-2-SF. The
assembly shall provide a smooth release without snagging.

COMPARTMENT GRATING
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The compartments shall be fitted with removable interlocking vinyl Dri-Dek grating. This material shall be
resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is corrosion resistant.

COMPARTMENT GRATING EDGE

The Dri-Dek grating shall be equipped with beveled edges where required.

The specified Dri-Dek grating shall be black in color.

COMPARTMENT LIGHTING

The specified compartment(s) shall have Code 3 800 series compartment lighting, sufficient to illuminate the
contents.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

COMPARTMENT D2

One full height compartment shall be provided on the driver's side of the apparatus body aft of the rear wheels.
This compartment shall span from behind the rear wheel well quarter panel to the rear of the body in width and
from the top of the body to the rub rail in height. The compartments approximate "clear door opening" is 34"
wide by 58" high with a variable depth of 13.5"/22".

COMPARTMENT VENTILATION

A minimum 2-inch single “Weber” style polished stainless steel swivel vent with four (4) ¼-inch vent holes
shall be provided. These vents shall have a stainless steel center bolt to lock the vent in either the open or closed
position and be located in the compartment walls. All vents will contain fire resistant filters to minimize dust
entering the compartment.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.

COMPARTMENT SILL PLATE

The compartment shall feature a polished stainless steel sill plate protecting the painted surface of the
compartment when items are accessed.

ADJUSTABLE UNISTRUT

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2)
channels on the left wall and two (2) channels on the right wall. The tracks shall be positioned to provide
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support for equipment mounting. The length of the tracks shall be sized to allow for optimum use of the
compartment interior.

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2) vertical
channels on the back wall of the compartment. 

PAC-TRAC ROLL-OUT ALUMINUM TOOL BOARD

There shall be two (2) slide out tool board(s) installed in the specified compartment. The pac trac mounting tool
board shall have approx 43" by 17.25" of mountable track on each side of the tool board. The tool board shall
have a lower aluminum tray on one side approx 8" wide by 17.5" deep and 4" high.

COMPARTMENT GRATING

The compartments shall be fitted with removable interlocking vinyl Dri-Dek grating. This material shall be
resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is corrosion resistant.

COMPARTMENT GRATING EDGE

The Dri-Dek grating shall be equipped with beveled edges where required.

The specified Dri-Dek grating shall be black in color.

COMPARTMENT LIGHTING

The specified compartment(s) shall have Code 3 800 series compartment lighting, sufficient to illuminate the
contents.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

Tool Board

There Shall be three (3) PAC TRAC Tool mounting boards installed on the vertical divider in the D2 compartment. 

PASSENGER SIDE BODY COMPARTMENTS

COMPARTMENT P1

One compartment shall be provided on the passenger's side of the apparatus body above the rear wheels. This
compartment shall span from just behind the pump panel to the back of the rear wheel well quarter panel in
width and from the top of the body side to the wheel well in height. The compartments approximate "clear door
opening" is 51" wide by 39" high with a  depth of 12".

COMPARTMENT VENTILATION
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A minimum 2-inch single “Weber” style polished stainless steel swivel vent with four (4) ¼-inch vent holes
shall be provided. These vents shall have a stainless steel center bolt to lock the vent in either the open or closed
position and be located in the compartment walls. All vents will contain fire resistant filters to minimize dust
entering the compartment.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.

COMPARTMENT SILL PLATE

The compartment shall feature a polished stainless steel sill plate protecting the painted surface of the
compartment when items are accessed.

ADJUSTABLE UNISTRUT

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2)
channels on the left wall and two (2) channels on the right wall. The tracks shall be positioned to provide
support for equipment mounting. The length of the tracks shall be sized to allow for optimum use of the
compartment interior.

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2) vertical
channels on the back wall of the compartment. 

ADJUSTABLE SHELF

There shall be (2) adjustable shelf(ves) installed; and the shelf(ves)  shall be constructed of .125" thick smooth
aluminum plate and be mounted in the specified compartment with double bolt aluminum shelf brackets. The
shelf(ves) shall have a broken front edge, and a broken rear edge for added strength and reinforcement.

COMPARTMENT SHELF GRATING

The specified compartment shelf shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

The compartment shelf and or shelves shall have reflective striping added to the outside lip. The stripe shall be a
1-1/2" minimum in width.

Specified part shall include Red and White DOT approved reflective striping.

COMPARTMENT DIVIDER

514



10035-0001 06/02/25
Page 37 of 60

There shall be one (1) vertical compartment divider(s) installed in the specified compartment. The divider(s)
shall be bolted in place for ease of removal. Both sides of the vertical divider shall have two (2) vertical
unistruts installed.

SCBA MOUNTINGS

The apparatus shall be equipped with one (1) Ziamatic brand “Walkaway" bracket, model #UH-6-30-2-SF. The
assembly shall provide a smooth release without snagging.

COMPARTMENT GRATING

The compartments shall be fitted with removable interlocking vinyl Dri-Dek grating. This material shall be
resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is corrosion resistant.

COMPARTMENT GRATING EDGE

The Dri-Dek grating shall be equipped with beveled edges where required.

The specified Dri-Dek grating shall be black in color.

COMPARTMENT LIGHTING

The specified compartment(s) shall have Code 3 800 series compartment lighting, sufficient to illuminate the
contents.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

COMPARTMENT P2

One compartment shall be provided on the passenger's side of the apparatus body aft of the rear wheels. This
compartment shall span from behind the rear wheel well quarter panel to the rear of the body in width and from
below the walkway to the rub rail in height. The compartments approximate "clear door opening" is 34" wide by
58" high with a variable depth of 12"/22".

COMPARTMENT VENTILATION

A minimum 2-inch single “Weber” style polished stainless steel swivel vent with four (4) ¼-inch vent holes
shall be provided. These vents shall have a stainless steel center bolt to lock the vent in either the open or closed
position and be located in the compartment walls. All vents will contain fire resistant filters to minimize dust
entering the compartment.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.
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COMPARTMENT SILL PLATE

The compartment shall feature a polished stainless steel sill plate protecting the painted surface of the
compartment when items are accessed.

ADJUSTABLE UNISTRUT

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2)
channels on the left wall and two (2) channels on the right wall. The tracks shall be positioned to provide
support for equipment mounting. The length of the tracks shall be sized to allow for optimum use of the
compartment interior.

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2) vertical
channels on the back wall of the compartment. 

ADJUSTABLE SHELF

There shall be (2) adjustable shelf(ves) installed; and the shelf(ves)  shall be constructed of .125" thick smooth
aluminum plate and be mounted in the specified compartment with double bolt aluminum shelf brackets. The
shelf(ves) shall have a broken front edge, and a broken rear edge for added strength and reinforcement.

COMPARTMENT SHELF GRATING

The specified compartment shelf shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

The compartment shelf and or shelves shall have reflective striping added to the outside lip. The stripe shall be a
1-1/2" minimum in width.

Specified part shall include Red and White DOT approved reflective striping.

COMPARTMENT GRATING

The compartments shall be fitted with removable interlocking vinyl Dri-Dek grating. This material shall be
resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is corrosion resistant.

COMPARTMENT GRATING EDGE

The Dri-Dek grating shall be equipped with beveled edges where required.

The specified Dri-Dek grating shall be black in color.
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COMPARTMENT LIGHTING

The specified compartment(s) shall have Code 3 800 series compartment lighting, sufficient to illuminate the
contents.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

BACK BODY COMPARTMENTS

COMPARTMENT B1

One compartment shall be provided at the back of the apparatus body, below the hose bed and above the
tailboard. This compartment shall span just center of the tank. The compartments approximate "clear door
opening" is 27" wide by 34" high with a depth of 25".

COMPARTMENT VENTILATION

A minimum 2-inch single “Weber” style polished stainless steel swivel vent with four (4) ¼-inch vent holes
shall be provided. These vents shall have a stainless steel center bolt to lock the vent in either the open or closed
position and be located in the compartment walls. All vents will contain fire resistant filters to minimize dust
entering the compartment.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.

COMPARTMENT SILL PLATE

The compartment shall feature a polished stainless steel sill plate protecting the painted surface of the
compartment when items are accessed.

ADJUSTABLE UNISTRUT

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2)
channels on the left wall and two (2) channels on the right wall. The tracks shall be positioned to provide
support for equipment mounting. The length of the tracks shall be sized to allow for optimum use of the
compartment interior.

Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2) vertical
channels on the back wall of the compartment. 

ADJUSTABLE SHELF
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There shall be (1) adjustable shelf(ves) installed; and the shelf(ves)  shall be constructed of .125" thick smooth
aluminum plate and be mounted in the specified compartment with double bolt aluminum shelf brackets. The
shelf(ves) shall have a broken front edge, and a broken rear edge for added strength and reinforcement.

COMPARTMENT SHELF GRATING

The specified compartment shelf shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

The compartment shelf and or shelves shall have reflective striping added to the outside lip. The stripe shall be a
1-1/2" minimum in width.

Specified part shall include Red and White DOT approved reflective striping.

No compartment floor grating shall be provided in specified compartment.

COMPARTMENT LIGHTING

The specified compartment(s) shall have Code 3 800 series compartment lighting, sufficient to illuminate the
contents.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

PUMP HOUSE COMPARTMENT (PH1)

There shall be a compartment located on the upper passenger side of the pump house. The compartment
dimensions shall be approximately 21" wide x 23" high x 12" deep.

COMPARTMENT VENTILATION

A minimum 2-inch single “Weber” style polished stainless steel swivel vent with four (4) ¼-inch vent holes
shall be provided. These vents shall have a stainless steel center bolt to lock the vent in either the open or closed
position and be located in the compartment walls. All vents will contain fire resistant filters to minimize dust
entering the compartment.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.

ADJUSTABLE UNISTRUT
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Adjustable Uni-Strut equipment mounting tracks shall be installed inside the compartment with two (2)
channels on the left wall and two (2) channels on the right wall. The tracks shall be positioned to provide
support for equipment mounting. The length of the tracks shall be sized to allow for optimum use of the
compartment interior.

ADJUSTABLE SHELF

There shall be (1) adjustable shelf(ves) installed; and the shelf(ves)  shall be constructed of .125" thick smooth
aluminum plate and be mounted in the specified compartment with double bolt aluminum shelf brackets. The
shelf(ves) shall have a broken front edge, and a broken rear edge for added strength and reinforcement.

COMPARTMENT SHELF GRATING

The specified compartment shelf shall be fitted with removable interlocking vinyl Dri-Dek grating. This
material shall be resistant to heat, cold, ultra-violet radiation, mechanical impacts, chemical actions and is
corrosion resistant.

The specified Dri-Dek grating shall be black in color.

The compartment shelf and or shelves shall have reflective striping added to the outside lip. The stripe shall be a
1-1/2" minimum in width.

Specified part shall include Red and White DOT approved reflective striping.

No compartment floor grating shall be provided in specified compartment.

COMPARTMENT LIGHTING

The specified compartment(s) shall have Code 3 800 series compartment lighting, sufficient to illuminate the
contents.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

PUMP HOUSE COMPARTMENT (PH2)

There shall be a compartment located on the lower passenger side of the pump house. The compartment
dimensions shall be approximately 11.5" wide x 18" high x 18" deep.

COMPARTMENT FLOOR DRAIN

The compartment shall be provided with rear corner floor drains to the underside of the body.

DOOR AJAR SENSOR
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The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

SLIDE-IN REAR LADDER COMPARTMENT - PASSENGER SIDE

The rear passenger side of the apparatus body shall have a vertically mounted slide-in ladder storage
compartment. The compartment shall be capable of storing one (1) *20-foot three-section Duo Safety model
#912 ladder, one (1) *backboard minimum dimensions 72" L x 16" W x 2" H (Ferno “Najo Light NB5500” or
similar), one (1) *8-foot long pike pole and one (1) *5-foot digging bar, one (1) *8-foot rubbish hook,  *New
York Roof Hook with locking pins to secure each item. 

*Items are to be purchased by the end user*

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

SLIDE-IN REAR SUCTION HOSE COMPARTMENTS

Two (2) suction hose storage compartments will be located above the side storage compartments on both sides
of the apparatus. The compartments will hold a combined total of three (3) eight (8) foot sections of four (4)
inch hard suction hose and strainer. 

Both compartments will be capable of holding two (2) eight (8) foot sections of hose if needed. Each
compartment will have a stainless steel painted hinged door on the rear of the compartment. Each compartment
door will have a locking positive latching door latch.

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

FRONT OF HOSE BED COMPARTMENT

The front hose bed shall be provided with an compartment, the compartment shall span the width of the hosebed
and comeback approximatly 19" aft from the front wall of the body. The compartment shall have a forward
opening door. 

ALUMINUM TREADPLATE DOOR

This compartment shall feature an embossed aluminum diamond plate lid. The lid shall be bare embossed
aluminum diamond plate. 

DOOR LATCH

The specified hinged door(s) shall be equipped with a sealed, black lever latch(es). Latch(es) shall be
non-locking style.
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LIGHTING

The specified compartment shall have no compartment lighting. 

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

TOP COMPARTMENT TC1

The hose bed shall be provided with a compartment down the center of the hosebed aft of the front
compartment. The top compartment shall have a one piece aluminum treadplate cover.  Approximate "clear
door opening" dimensions shall be 13" wide by 75" deep and 16" high. 

ALUMINUM TREADPLATE DOOR

This compartment shall feature an embossed aluminum diamond plate lid. The lid shall be bare embossed
aluminum diamond plate. 

DOOR LATCH

The specified hinged door(s) shall be equipped with a sealed, black lever latch(es). Latch(es) shall be
non-locking style.

LIGHTING

The specified compartment shall have no compartment lighting. 

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

PAINTED ALUMINUM PANEL

There shall be a smooth aluminum panel bolted to the rear of the center top storage box.  

WHEEL WELL PANEL CONSTRUCTION

The outer wheel well panel shall be galvanneal steel of the same gauge as compartment construction and an
integral part of the overall body design. The exterior wheel well area shall be painted to match the body.

WHEEL WELL LINERS

Wheel well liners designed to protect the body from impact resulting from road debris thrown by the tires shall
be installed. The removable liners shall be constructed from UHMW material to encompass the entire inner
wheel well area. The liners shall be secured with stainless steel threaded fasteners.
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REAR WHEEL FENDERETTES

Black radius rubber fenderettes shall be installed at each rear wheel opening. The fenderettes shall be positioned
outside of the wheel well panel to cover the tire area that extends past the body. The fenderettes shall be secured
with stainless steel threaded fasteners.

DRIVERS SIDE BODY -- SCBA CYLINDER STORAGE PROVISIONS

A storage area for an SCBA cylinder shall be provided in the forward area of the driver's side wheel well.
Dimensions shall be 8" diameter x 26" deep. 

The SCBA door shall be made from stainless steel and painted job color.

The SCBA door shall have a non-locking lever latch.

The SCBA cylinder storage tube shall be made from aluminum. There shall be rubber matting to cushion the
bottle glued into the tube.

SCBA CYLINDER STRAPS

There shall be a 1" nylon tether installed to secure the bottle in the storage tube.

DRIVERS SIDE BODY FULL SCBA STORAGE

A compartment for the storage of one (1) full SCBA pack with mask shall be provided in the rearward area of
the drivers side wheel well.

The SCBA door shall be made from stainless steel and painted job color.

The specified hinged door(s) shall be equipped with (1), black lever latch(es). Latch(es) shall be non-locking
style.

DIVIDER

A BME-fabricated horizontal divider shall be installed in the compartment segregating the lower 1/3 from the
upper 2/3. This shall be to allow for the storage of one bottle in the lower section and a pack in the upper section
of the compartment. 

PASSENGER SIDE BODY -- SCBA CYLINDER STORAGE PROVISIONS

A storage area for an SCBA cylinder shall be provided in the forward area of the passenger’s side wheel well.
Dimensions shall be 8" diameter x 26” deep.

The SCBA door shall be made from stainless steel and painted job color.
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The SCBA door shall have a non-locking lever latch.

The SCBA cylinder storage tube shall be made from aluminum. There shall be rubber matting to cushion the
bottle glued into the tube.

SCBA CYLINDER STRAPS

There shall be a 1" nylon tether installed to secure the bottle in the storage tube.

PASSENGER SIDE BODY FULL SCBA STORAGE

A compartment for the storage of one (1) full SCBA pack with mask shall be provided in the rearward area of
the passenger's side wheel well.

The SCBA door shall be made from stainless steel and painted job color.

The specified hinged door(s) shall be equipped with (1), black lever latch(es). Latch(es) shall be non-locking
style.

DIVIDER

A BME-fabricated horizontal divider shall be installed in the compartment segregating the lower 1/3 from the
upper 2/3. This shall be to allow for the storage of one bottle in the lower section and a pack in the upper section
of the compartment. 

RUB RAILS, CLEARANCE LIGHTS, AND REFLECTIVE TAPE

The sides of the lower body area fore and aft of the wheel well area shall be provided with 2" x 1.25" x .250"
extruded aluminum rub rails, with end caps or angled corners.

Specified part shall include White reflective striping. 

FRONT OF BODY -- PROTECTIVE SURFACE

The entire front of the apparatus body shall include a protective surface, constructed of aluminum tread plate
material.

FRONT CORNERS OF BODY -- PROTECTIVE SURFACES

The front corners of the apparatus body shall include a protective surface installed. The surface shall be
constructed of polished stainless steel material.

REAR BODY PANELS

The entire rear of the apparatus body shall be painted apparatus color.
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OUTER REAR BODY PANELS -- PROTECTIVE COVERING

The rear outer panels of the body shall have protective surfaces installed on the corners. The protective covering
shall be constructed of polished stainless steel material.

TOP OF BODY COMPARTMENTS -- PROTECTIVE SURFACES

The top of the side compartments shall have a protective surfaces installed. The surface shall be constructed of
aluminum tread plate material.

ANODIZED ALUMINUM DRIP RAIL

All enclosed compartment doors on the body shall be provided with an aluminum drip rail above the doors.

ALUMININUM – COMPARTMENT DOOR, HINGED OVERLAP

One (1) single, vertically hinged door shall be provide and fabricated from aluminum. The frame of the door
shall be constructed of aluminum tubing to prevent corrosion and provide structural support. The spacing
created by the frame tubing shall be filled with Styrofoam for added support, dent resistance, insulation and
noise reduction. The exterior surface shall be aluminum for durability. There shall be no mechanical fasteners,
such as bolt heads or rivets on the inside or outside of the doors.

The exterior of the door shall overlap the opening of the compartment. A lip shall be constructed around the
opening of the compartment and the exterior of the door. A rubber seal shall be installed on the lip on both the
compartment and the door to provide a double seal against water and dust.

The door shall be mounted using a stainless steel piano style hinge and a .25” diameter hinge pin for stability.
The vertical hinge shall be mounted to the body frame with threaded inserts and stainless steel screws to
preserve functionality and ease of maintenance in the event of damage.

Gas struts shall be utilized to hold the door in the open position and to prevent the door from slamming during
closing. The gas struts shall be mounted directly to the door with a stainless steel bracket assembly for stability
and ease of maintenance. The gas struts shall be mounted to the interior of the compartment with a fully
adjustable assembly.

The specified door(s) shall have a Polished stainless-steel D-ring door handle. 

The specified door(s) D-ring handles shall be equipped with manual key door locks keyed to use the 1250 key.

COMPARTMENT DOOR EDGE STRIPING

The hinged compartment doors shall have reflective striping applied on the edges. The stripe shall be a 1-1/2"
minimum in width.

Specified part shall include Red and White DOT approved reflective striping.
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ALUMININUM – COMPARTMENT DOOR, HINGED OVERLAP

There shall be five (5) double, vertically hinged sets of doors fabricated from aluminum and installed on the
apparatus body. Each door shall feature exterior surfaces which overlaps the opening of the compartment. The
exterior surface shall be aluminum for durability and damage resistance. The interior surface shall be aluminum
for structural support and overall appealing appearance of the compartment. The frame of the doors shall be
constructed of aluminum tubing to prevent corrosion and provide structural support. The spacing created by the
frame tubing shall be filled with Styrofoam for added support and dent resistance, temperature insulation, and
noise reduction.

A lip shall be constructed around the opening of the compartment and the exterior of the door. A rubber seal
shall be installed on the lip of both the compartment and the door to provide for a double seal against water and
dust. A rain gutter shall be mounted above the latch type door for an added third layer of water protection.

The doors shall be mounted with a stainless steel hinges with .25” diameter hinge pin for stability. The vertical
hinges shall be mounted to the body frame with threaded inserts and stainless steel screws to preserve
functionality with use or age and ease of maintenance in the event of damage. 

Gas struts shall be utilized to hold the door in the open position and to prevent the door from slamming during
closing. The gas struts are mounted directly to the door with a stainless steel bracket assembly for stability and
ease of maintenance. The gas struts shall be mounted to the interior of the compartment with fully adjustable
assembly for ease of adjustment and maintenance while increasing stability.

Each compartment shall be provided with two vertically hinged doors with one (1) D-ring latch on each door in
the set of doors.

The specified door(s) shall have a Polished stainless-steel D-ring door handle. 

The specified door(s) D-ring handles shall be equipped with manual key door locks keyed to use the 1250 key.

COMPARTMENT DOOR EDGE STRIPING

The hinged compartment doors shall have reflective striping applied on the edges. The stripe shall be a 1-1/2"
minimum in width.

Specified part shall include Red and White DOT approved reflective striping.

REAR STEP

The rear bumper shalll be made from aluminum diamondback grip strut. The design of the grip strut shall allow
for no debris or dust buildup and will allow for easy clean out with just water.

The step shall be of a three piece design each section to operate independently during body and chassis flexing.
The step will be full body width. 
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The drop step will have locking positions to allow for up position storage and rear compartment door opening
access.

AUXILIARY FIXED STEP -- DRIVERS SIDE REAR

Three (3) Cast Products square cast aluminum auxiliary step(s) shall be provided. The step shall be installed on
the rear drivers side of the body.

AUXILIARY FIXED STEP -- PASSENGER SIDE REAR

Three (3) Cast Products square cast aluminum auxiliary step shall be provided. The step shall be installed on the
rear passenger side of the body.

GRAB HANDLES

There shall be grab handles mounted in applicable areas near steps and/or ladders to maintain a "three point of
contact" climbing approach. 

HOSE BODY CONSTRUCTION SPECIFICATIONS

The hose bed side sheets and floor shall be constructed from aluminum material. The hosebed shall provide two
separate hose beds one on the left and one on the right side of the top loaded center dunnage. The hose body
shall be free of sharp corners, bolts, or other obstructions that may catch hose and other equipment.

HOSE BED DIVIDER

Two (2) adjustable width hose bed divider constructed from no less than .250 (1/4") aluminum material shall be
installed. The divider shall be secured to the hose bed by utilizing adjustable track type channels and fasteners.
The divider shall be full length and depth of the hose bed.

HOSE STORAGE BRACKETS

There shall be two (2) I-Zone hose bracket(s) provided on the rear of the apparatus body one on each side left
and right. The mount(s) shall be mounted under CPI fixed step(s). Approx length of the I-zone pole shall be 24".

ALUMINUM HOSEBED GRATING

The hose bed compartment deck shall be constructed entirely from maintenance-free, extruded aluminum slats.
The slats shall feature an anodized, contoured, ribbed top surface. The slats shall be of widths approximately
3/4'' high x 4.5'' wide and shall be welded into a one-piece grid system to prevent the accumulation of water and
allow ventilation to assist in drying hose.

ALUMINUM HOSEBED COVER 
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Two (2) separate aluminum tread plate hose bed covers shall be installed, ⅛-inch aluminum alloy diamond plate
reinforced with a ⅛-inch aluminum alloy hat section as needed to support walking on the hose bed covers. The
covers shall be hinged on the outboard side using full length polished stainless steel hinges with a minimum
⅜-inch pin and 1-inch joint length and installed to avoid any hindrance in walking on hose bed covers.

The hose bed covers shall have full length handrails installed along the rear lip of the covers and a mechanism
on each cover to assist with opening and closing of the hose bed covers. Each hose bed cover shall have a
mechanism to hold the hose bed cover in the open position and will be substantial enough to prevent accidental
closing in extreme wind conditions.

The covers shall be reinforced so that they will support the weight of a person walking on the cover and shall be
sloped to the outboard side of the apparatus to aid in water run-off.

HOSEBED REAR ENCLOSURE

A vinyl end skirt with three (3) straps, and large quick release buckles (minimum 2-inch) shall be installed on
each hose bed cover. Quick release buckles and nylon tie down straps shall be attached to the end skirts. The
end skirts will be weighted at the bottom end with a full width flat strip of metal sewn into the hem of the skirt.
The end skirts, straps, buckles, etc. will be exposed to direct sun light and shall be protected against UV rays.

The flaps shall be black in color.

HOSEBED SURFACE FINISH

The hosebed doors shall be embossed aluminum diamond plate.

HOSEBED -- AREA LIGHTS

(4) Tecniq E10 lights shall be provided and installed on hosebed door(s).

DOOR AJAR SENSOR

The compartment(s) shall feature a magnetic proximity switch to indicate when the compartment door is ajar. 

WATER TANK SPECIFICATIONS

A 500 gallon booster tank (Poly Tank) shall be fabricated from a minimum of .500” polypropylene complete
with a minimum of .375” polypropylene internal full height baffles that are raised 4” off the tank floor for
maximum water flow between baffles. In addition, provisions for the main pump outlet, direct tank filler inlet, a
pump to tank filler/churn valve inlet, a back pump filler outlet, a fitting for an electronic water level gauge
sensor and clean outs for manual tank flushing shall be provided. The tank shall be structurally reinforced and
restrained to prevent deformities or damage to the tank or apparatus body during stressed off road operations.
The booster tank shall be a rectangular design, and shall be capable of being completely removable from the
body without cutting or bending of any components. The tank and cradle assembly shall be mounted to the
chassis frame in strict accordance to the tank manufacturer’s installation guidelines.
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WATER TANK WARRANTY

The polypropylene water tank that is specified to be supplied with this apparatus shall be warranted by the water
tank manufacturer for a "lifetime" period from the date that the apparatus is put into service. The tank
manufacturer shall repair, at no cost to the purchaser, any problems caused by defective materials and/or
workmanship. The warranty shall cover the reasonable costs of removing the water tank from the apparatus and
reinstalling it after the completion of the covered warranty repairs, but shall not cover any liability for the loss of
service or downtime costs of the apparatus.

CLASS A FOAM TANK SPECIFICATIONS

The Class A foam tank shall have a capacity of 20 gallons. The foam tank shall be manufactured by UPF and
have a lifetime warranty.

The tank shall be equipped with a positive sealing pressure/vacuum vent type cap, a low foam concentrate
sensor that turns off the foam pump at a pre-set level, a visual sight gauge, an easily accessible brass or stainless
steel drain valve located at the lowest point of the foam tank and an accessible brass or stainless steel cleanable
strainer installed in the supply line from the foam tank to the foam pump.

The foam tank shall be mounted on a removable sub-structure. The tank will have a positive tie down. The tie
down will allow for easy removal of the foam tank. 

The foam tank will have two (2) quarter turn brass or stainless shut off valves at the pump supply and fill lines
to allow for the removal of the tank without loss of foam. The float switch harness and the foam concentrate
supply and fill lines shall have connections located adjacent to the tank to facilitate foam tank removal.

FOAM TANK WARRANTY

The foam tank shall carry a “lifetime” warranty against defects in workmanship and perforation corrosion. The
provisions of this warranty shall be provided in the delivery documentation. The tank manufacturer shall repair,
at no cost to the purchaser, any problems caused by defective materials and/or workmanship. The warranty shall
cover the reasonable costs of removing the water tank from the apparatus and reinstalling it after the completion
of the covered warranty repairs, but shall not cover any liability for the loss of service or downtime costs of the
apparatus.

DIRECT TANK FILL - REAR DRIVERS SIDE

A valve for direct filling of the tank shall be supplied. The 1/4 turn valve shall be configured with 2-1/2" NH
female threads, debris screen, threaded plug with retention chain and lever handle. The valve shall be located on
the drivers side rear of the apparatus.

One (1) Akron 8825 series swing-out style valve(s) shall be supplied and installed. All valves shall be designed
to operate under normal conditions up to 500 PSI and shall have dual seats to work in both pressure and vacuum
environments. All valves and controls shall be easily accessible for service, repair or replacement.

The specified valve shall have a direct actuated ‘local’ control Akron Model TSC valve handle.
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One (1) chrome brass 2-1/2" NH rocker lug plug with a securing chain or cable shall be installed on the intake.

(1) chrome plated brass 30 degree elbow with 2.5" swivel female NH x 2.5" male NH thread with rocker lugs
shall be provided on the direct tank fill. 

BACK PACK FILL SYSTEM

There shall be one (1) back pack fill system provided and installed on the lower area of the pump panel. The
valve plumbing shall be 3/4" I.D. hose.

12 VOLT ELECTRICAL SPECIFICATIONS

The following describes the low voltage electrical system on the apparatus including all panels, electrical
components, switches and relays, wiring harnesses and other electrical components. The apparatus manufacturer
shall conform to the latest Federal DOT standards, current automotive electrical system standards, and the
applicable requirements of the NFPA 1906.

Wiring shall be stranded copper or copper alloy conductors of a gauge rated to carry 125 percent of the
maximum current for which the circuit is protected. Voltage drops shall not exceed 10 percent in all wiring from
the power source to the using device. The wiring and wiring harness and insulation shall be in conformance to
applicable SAE and NFPA standards. The wiring harness shall conform to SAE J-1128 with GXL temperature
properties. Exposed wiring shall be run in a loom with a 290 degree Fahrenheit rating. Wiring looms shall be
properly supported and attached to body members. Electrical conductors shall be constructed in accordance with
applicable SAE standards, except when good engineering practice requires special construction.

All wiring connections and terminations shall provide positive mechanical and electrical connections and be
installed in accordance with the device manufacturer's instructions. When wiring passes through metal panels,
electrical connections shall be with mechanical type fasteners and rubber/plastic grommets.

Wiring between cab and body shall be split using Deutsch type connectors or enclosed in a terminal junction
panel allowing body removal with minimal impact on the apparatus electrical system. Connections shall be
insulated with heat shrink crimp-type tubing to resist moisture and foreign debris such as grease and road grime.
Weather resistant connectors shall be provided throughout the system. 

Electrical junction or terminal boxes shall be weather resistant and located away from water spray conditions.
When required, automatic reset breakers and relays shall be housed in the main body junction panel. 

There shall be no exposed electrical cabling, harnesses, or terminal connections located in compartments, unless
enclosed in an electrical junction box or covered with a removable electrical panel. Wiring shall be secured in
place and protected against heat, liquid contaminants and damage and shall be uniquely identified at least every
six inches (6") by color coding or permanent marking with a circuit function code and identified on a reference
chart or electrical wiring schematic per requirements of applicable NFPA 1906 standards.

Low voltage protective devices shall be provided for the electrical circuits. The devices shall be accessible and
located in required terminal connection locations or weather resistant enclosures. Over current protection
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devices shall be automatic reset type suitable for electrical equipment and meet SAE standards. All electrical
equipment, switches, relays, terminals, and connectors shall have a direct current rating of 125 percent of
maximum current for which the circuit is protected. Electro-magnetic interference suppression shall be provided
in the system as required in applicable SAE standards.

The electrical system shall include the following:

Electrical terminals in weather exposed areas shall have a non-conductive grease or spray applied. All terminal
plugs located outside of the cab or body shall be treated with a corrosion preventative compound.

All electrical wiring shall be placed in a protective loom or be harnessed.

Exposed connections shall be protected by heat shrink material and sealed connectors.

Large fender washers shall be used when fastening equipment to the underside of the cab roof and all holes
made in the roof shall be caulked with silicone.

Electrical components installed in exposed areas shall be mounted in a manner that will not allow moisture to
accumulate inside.

A service loop shall be provided behind an electrical appliance to allow them to be pulled away from mounting
area for inspection and service work.

Upon completion of the vehicle and prior to delivery, the apparatus shall be electrically tested and the electrical
testing, certifications, and test results shall be submitted with delivery documentation per requirements of NFPA
1906.

ELECTRICAL WIRING HARNESS

The electrical system shall be divided into separate harnesses. The individual harness shall be connected with
Deutsch type quick connectors. The wiring and appliances shall be protected by automatic reset type circuit
breakers.

CUSTOM FABRICATED CONSOLE

A custom fabricated electrical console and enclosure shall be located between the driver's and the officer's
seating positions and shall include cab mounted electrical switching devices and equipment as required. The
exact design and layout of this console shall be subject to the chassis design, available space, and cab seating
provisions.  Final design to be approved.

12 VOLT POWER SOURCE

There shall be four (4) 12 volt plug-in utility power connection(s) rated at 20 amps provided and installed in the
cab console.

The specified power source shall be wired to the switched battery circuit. 

BATTERY SWITCH - MASTER DISCONNECT
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A battery cutoff switch shall be provided in the cab within easy reach of the driver; by the chassis manufacturer.
The switch shall be rated for 300 amps.

BATTERY CHARGER/ INVERTER

A Xantrex Freedom XC Pro 2000, model #818-2010, automatic battery charger and 2000 watt inverter with
remote display model# 0808-0817-01 shall be provided. The battery charger shall be wired to the 12 volt battery
system. The unit shall be mounted in a clean, dry area accessible for service and/or maintenance.

120 VOLT SHORE POWER RECEPTACLE

A Kussmaul model 091-55-20-120-BW amp "Super Auto-Eject" shore power receptacle shall be provided with
hinged weatherproof cover and an enclosure for protection from road dirt and damage. The shore power plug
shall be "ejected" when the chassis's engine starter is engaged and the receptacle shall be wired to any 120 volt
equipment requiring shore power.

The specified auto eject cover shall be red.

GFCI Outlet

There shall be one (1) GFCI outlet Kussmaul model# 808-9817 provided and remote mounted for inverter.

IDENTIFICATION LIGHTS

All LED identification lights shall be installed on the vehicle as required by applicable highway regulations.

LICENSE PLATE MOUNTING

A front, predrilled license plate position shall be installed in the front bumper if permissible to the design.
Passenger side.

LICENSE PLATE MOUNTING AND LIGHT

A predrilled backing plate and LED light shall be installed on the rear for mounting of the license plate.

STOP, TAIL, LIGHTS

Two (2) Peterson #817KR-7 4" LED lights shall be installed as stop/tail lights on the rear of the apparatus. They
shall be grommet mounted.

TAIL LIGHTS

Two (2) Peterson #817KR-7 4" LED lights shall be installed as turn signal lights on the rear of the apparatus
above the stop/turn lights. They shall be grommet mounted.

BACK UP LIGHTS
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Two (2) Peterson #M817C-7 4" LED lights shall be installed as back up lights on the rear of the apparatus. They
shall be grommet mounted.

ZONE C-- LOWER REAR WARNING LIGHTS

One (1) Whelen M6 Series Model # M6RC warning lights shall be provided and installed on the apparatus. The
M6RC configuration shall consist of 18 red Super-LEDs and a clear optic polycarbonate lens.

The specified Whelen M6 lights shall be equipped with chrome plastic flange type light bezel mountings.

NO--Cab Interior Lighting                                                       

MAP LIGHT

One (1) Havis Shields #C-MAP-T-LED 12" LED map light, 12 volt, with a gooseneck arm an on-off switch
located on the base of the light shall be installed on the dashboard. 

FRONT BUMPER -- GROUND LIGHTS

There shall be two (2) Tecniq E10, LED ground light(s) installed under the front bumper.

The ground lights shall be activated when parking brake is set, or the transmission is placed into park (where
applicable).

CAB GROUND LIGHTS

There shall be four (4) Tecniq E10, LED ground lights installed under the cab door(s).

The ground lights shall be activated when parking brake is set, or the transmission is placed into park (where
applicable).

GROUND LIGHTS - PUMP PANEL

There shall be two (2) Tecniq E10, LED ground lights installed under the pump panel running board(s).

The ground lights shall be activated when parking brake is set, or the transmission is placed into park (where
applicable).

GROUND LIGHTS - UNDER REAR STEP

There shall be two (2) Tecniq E10, LED ground lights installed under the rear step area.

The ground lights shall be activated when parking brake is set, or the transmission is placed into park (where
applicable).
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PIONEER MICRO

There shall be six (6) Whelen Pioneer Micro lights provided and installed on the apparatus. The lights shall be
located:

PIONEER MICRO

There shall be two (2) Whelen Pioneer Micro lights provided and installed on the apparatus. They shall be
located in the center section of the front bumper in provided cutouts. The lights shall be controlled by a button
labeled "Scene Front" on the whelen siren controller.

WHELEN SCENE LIGHT

One (1) Whelen, Pioneer Summit 30" light bar shall be provided and installed in the front bumper.

The foward facing scene light(s) shall be activated by individual buttons or switches on the cab center console. 

The scene lights shall be activated by individual buttons or switches on the cab center console. Left, right,
and/or rear scene light controls. 

PIONEER FLOOD/SPOT SURFACE MOUNT LIGHTHEAD

Four (4) Whelen Pioneer Plus™ Model # PCPSM1C shall be provided and installed on the apparatus. The light
head shall have a chrome housing. 

The scene lights shall be activated by individual buttons or switches on the cab center console. Left, right,
and/or rear scene light controls. 

DOOR OPEN WARNING LIGHT

A door open warning light shall be installed on cab dash. The light shall be a flashing LED light with a red lens.
The light shall include a label, “Do Not Move Apparatus When Light is ON”.

"DOOR OPEN" AND EQUIPMENT OPERATION ALARM

A buzzer or alarm shall be installed in cab to indicate "doors open" or equipment operation on the apparatus.
The buzzer shall operate when parking brake is released.

RADIO PRE-WIRE

There shall be a radio pre-wire provided in the cab center console.  The prewire shall consist of a battery hot,
battery switched, and a ground source.
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RADIO SPEAKERS MOUNT

An interior cab ceiling mounted box shall be installed and be pre wired, routed to the center console. The box
shall be big enough to mount a speaker and be powder coated black.

RADIO ANTENNA INSTALLATION

There shall be four (4) radio antenna installed on the apparatus and routed to the cab center console. 

BACK UP ALARM 

One (1) solid state back up alarm shall be provided at the rear of the apparatus. The back up alarm shall be
wired to the reverse circuit of the transmission, and shall provide an audible alarm to the rear of the apparatus
when reverse gear is selected. The alarm shall have a volume of 87 to 112 db while in operation.

BACK UP CAMERA

There shall be a Rear View Safety back up camera system supplied and installed on the apparatus.

HEADLIGHT FLASHER

The headlights shall be set to alternate flash (Wig-Wag). 

The wig wag shall be triggered by the siren controller slide switch position 3. 

ELECTRONIC SIREN

A Whelen CenCom Core C399 electric siren and lighting control module shall be installed.

WHELEN CORE CONTROL HEAD

There shall be a Whelen model CCTL6 control head supplied with the Cencom Core system.  It features a 3
section control head, with 8 push buttons, 4- position slide switch with a 7 position rotary knob.  A manual siren
and air horn button, and 3 traffic advisor control buttons. 

WHELEN CORE WECANX TRAFFIC ADVISOR MODULE

There shall be a Whelen model CTA Traffic Advisor module interfaced with the Cencom Core system.

SIREN SPEAKER

One (1) Whelen Model #SA315P siren speaker shall be provided. The 100 watt siren speaker shall be designed
in a black nylon composite housing with 123 decibel rating.

UPPER ZONE A-LIGHTBAR
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There shall be a Whelen Cenator lightbar provided and installed on the apparatus. The lightbar shall feature the
WeCan-X CAN based communication system, with single color light heads, and shall be 60" wide.

The lightbar shall feature the following layout.
· 4 (four) single color corner modules
· 5 (six) forward facing single color Con3 LED modules
· 2 (two) forward facing white Con3 LED modules
· 1 (one) Opticom Emitter

OPTICOM  EMITTER

There shall be a GTT 795H opticom emitter provided with in the lightbar installed by the OEM.

ZONE A -- LOWER FRONT WARNING LIGHTS

Two (2) Whelen M6 Series Model # M6D warning light shall be provided.  The warning light shall incorporate
Linear Super-LED® and Smart LED® technology.

The M6D light shall include a split design including red and white LEDs, with a clear lens.

The specified Whelen M6 lights shall be equipped with chrome plastic flange type light bezel mountings.

ZONE A -- LOWER FRONT WARNING LIGHTS

Two (2) Whelen ION series lights, model TLIR shall be provided and installed on the apparatus. The light head
shall have red LEDs. 

ZONE B AND D --  FRONT INTERSECTION WARNING LIGHTS

Two (2) Whelen M6 Series Model # M6RC warning light {will/shall} be provided and installed on the
apparatus. The M6RC configuration shall consist of 18 red Super-LEDs and a clear optic polycarbonate lens. 

The specified Whelen M6 lights shall be equipped with chrome plastic flange type light bezel mountings.

ZONE B AND D -- LOWER MID BODY WARNING LIGHTS

Two (2) Whelen M6 Series Model # M6RC warning light shall be provided and installed on the apparatus. The
M6RC configuration shall consist of 18 red Super-LEDs and a clear optic polycarbonate lens. 

The specified Whelen M6 lights shall be equipped with chrome plastic flange type light bezel mountings.

ZONE B AND D -- UPPER SIDE REAR WARNING LIGHTS

Two (2) Whelen M6 Series Model # M6RC warning light shall be provided and installed on the apparatus. The
M6RC configuration shall consist of 18 red Super-LEDs and a clear optic polycarbonate lens. 
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The specified Whelen M6 lights shall be equipped with chrome plastic flange type light bezel mountings.

ZONE C -- UPPER REAR WARNING LIGHTS

Two (2) Whelen M6 Series Model # M6K warning light shall be provided and installed on the apparatus. The
M6K light shall include a split design including red and amber LEDs, with a clear lens

The specified Whelen M6 lights shall be equipped with chrome plastic flange type light bezel mountings.

REAR TRAFFIC ADVISOR, EIGHT (8) L.E.D. LAMPS

A Whelen TAZ86 eight lamp LINZ6 Super-LED Traffic Advisor with all amber lights shall be provided and
mounted at the rear of the body. The solid state traffic advisor shall include model TACTL5 control head, or it
can be directly connected to a Whelen CenCon Siren Head Controller.

PAINT CODES/COLORS

The apparatus shall be painted the following color(s).

Pierce 90 Red.

BODY PAINTING SPECIFICATIONS

All exposed surfaces shall be prepared and painted using a multi-step process to ensure a blemish-free,
protective coating for the base metal materials.

All removable items, such as brackets and compartment doors, shall be removed and painted separately to
insure finish paint behind them after they are reinstalled.

Due to its modular design, the apparatus body shall be completely finish painted prior to its installation on the
chassis.

The body shall be sanded, and cleaned. Any imperfections or defects in the metal shall be corrected with
premium body filler and then sanded smooth.

An epoxy primer shall be utilized on all painted and coated surfaces and shall prepare the metal for the final
paint. The direct-to-metal primer shall be used to create a first level seal allowing secure adhesion between the
base metal and the subsequent substrates.

All body and components shall then be primed, thoroughly sanded, and meticulously inspected for any
imperfections; which shall be properly corrected.. 

All surfaces shall then be painted with a base coat of premium paint following the guidelines as established by
the paint manufacturer. The body shall be painted using a single color to match the cab primary color, and then
shall be buffed to a high gloss finish.
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INTERIOR COMPARTMENT FINISH

The interior wall, floor and ceiling surfaces of compartments shall be finished with Rust-Oleum brand
Multispec color flecked paint.

The specified compartment(s) shall be coated with Gray Stone colored Multi-Spec paint. 

TOUCH-UP PAINT

Touch-up paint shall be furnished with the completed truck at final delivery.

VALVE PAINTING

All exposed valves shall be painted to match the color of the exterior body.

BRONZE STRIPING PACKAGE

Examples of graphics that can be covered under this package:

· 4" straight single reflective stripe
· Rear door chevron

EXTENSION LADDER

One (1) Duo-Safety, 20 foot, three-section aluminum extension ladder shall be provided on the apparatus. The
ladder shall meet or exceed latest NFPA standards.

SUCTION HOSE

SUCTION HOSE

One (1) 4” x 7 foot lengths of Kochek PVC flexible suction hose shall be provided and equipped with
lightweight couplings.

SUCTION HOSE

Two (2) 4” x 8 foot lengths of Kochek PVC flexible suction hose shall be provided and equipped with
lightweight couplings.

STRAINER

One (1) Kochek Model BS40C barrel strainer shall be provided on the apparatus. The strainer shall be
constructed from aluminum with K-Chrome finish and shall include a tie off loop on the end plate. The strainer
shall be equipped with a 4" NH female rocker lug coupling.

WHEEL CHOCKS
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Two (2) Worden brand, Model #HWC-7WH wheel chocks shall be provided.

5# DRY CHEMICAL FIRE EXTINGUISHER

One (1) 5# ABC dry chemical fire extinguisher and mounting bracket shall be provided on the apparatus. The
extinguisher shall have a pressure gauge and shall be filled with a dry chemical extinguishing agent.

HYDRAULIC JACK

One (1) hydraulic jack shall be provided. The jack shall be designed for lifting capacity of twelve (12) tons.

LUG WRENCH

There shall be one (1) lug wrench provided and shipped loose with the completed apparatus.

REFLECTOR

A set of three (3) triangular reflectors shall be provided.
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STANDARD WARRANTY 

BASIC COVERAGE: 
BME Fire Trucks LLC. warrants each new piece of Fire and Rescue Apparatus to be free from 
defects in material and workmanship under normal use and service and will at it’s option repair or 
replace any part of this vehicle which proves defective in material and/or workmanship with new or 
re-newed parts for the first 12 months from new vehicle delivery date.  This warranty shall not 
apply to any new product, which has been subjected to misuse, neglect, modification, alteration, 
accident, and lack of normal maintenance or items used in routine maintenance. 

COMPONENT COVERAGE: 
Certain components are given additional warranty coverage of variable time periods and distance 
traveled limitations.  Component examples are frame rails, chassis cab components, engines, 
transmissions, driveline systems, water tank, etc. and are warranted by their respective 
manufacturers.  Extended warranties are also available on many other specified chassis and body 
components and can be purchased as needed with the vehicle.  Additional warranty coverage and 
extended warranties will vary depending on components specified and supplied.  You may obtain 
more information regarding additional and extended coverage by contacting BME Fire Trucks LLC. 
or your local Boise Mobile Equipment Dealer. 

DISCLAIMER: 
NO WARRANTIES ARE GIVEN BEYOND THOSE DESCRIBED HEREIN.  THIS WARRANTY IS IN LIEU OF 
ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED.  THE COMPANY SPECIFICALLY DISCLAIMS 
WARRANTIES OF MERCHANTABILLITY AND FITNESS FOR A PARTICULAR PURPOSE, ALL OTHER 
REPRESENTATIONS TO THE USER/PURCHASER, AND ALL OTHER OBLIGATIONS OR LIABILITIES.  
THE COMPANY FURTHER EXCLUDES LIABILITY FOR INCIDENTAL AND CONSEQUENTIAL 
DAMAGES, ON THE PART OF THE COMPANY OR SELLER.  No person is authorized to give any other 
warranties or to assume any liabilities on the Company’s behalf unless made or assumed in writing 
by the seller; and no other person is authorized to give any warranties or to assume any liabilities 
on the seller’s behalf unless made or assumed in writing by the seller. 

OBTAINING SERVICE: 
Return the vehicle to any BME Fire Trucks LLC. dealer/authorized service center; return the 
vehicle to BME Fire Trucks LLC.; or contact BME Fire Trucks LLC.  When contacted, BME Fire 
Trucks LLC. will authorize repair or replacement of parts as outlined above; will authorize a return 
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of parts for inspection/repair or replacement if required; will direct you to the nearest Boise Mobile 
Equipment authorized service center if necessary. 
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10-YEAR BODY STRUCTURE WARRANTY 

BODY STRUCTURAL WARRANTY 
 
BME Fire Trucks LLC. (hereafter known as BME) warrants the fire body shall be free of structural 
or design failure or workmanship for a period of ten (10) years from the date the apparatus is put 
into service by the end user. This warranty is extended to the original purchaser only and 
terminates upon transfer of ownership or possession to any other entity.  
  
A body is defined as the structure, which fabricated from steel, stainless steel or aluminum sheet 
metal and the associated framework that comprises fire body separate of the chassis cab area 
where the driver, passengers and controls are located. This warranty is strictly limited to that 
part of the body manufactured by BME and as defined above, exclusive of all hardware, 
purchased components, mechanical items, electrical items, or paintwork.  
  
This warranty is expressly limited to the repair and/or replacement of defective items as BME 
may elect upon examination of any defects in material or workmanship. This warranty covers 
only labor for repair or replacement, which is reasonably necessary as determined by BME. All 
repairs must be expressly approved in writing by the BME warranty department prior to any work 
being performed. The failure to obtain approval for repairs from BME or to have the body 
repaired or replaced at BME or a place designated by BME shall void this warranty. Any repair or 
replacement performed by BME pursuant to this warranty shall be warranted under this warranty 
only for the duration of the original warranty.  
  
BME's obligation to render any repairs under this warranty is subject to the following conditions 
in their entirety:  
  

1. The claimed failure must be reported to BME, Inc within the above stated warranty 
period.  

2. The claimed defective body must be returned to BME or an authorized BME warranty 
service center immediately after notification of BME. Transportation costs will be the 
responsibility of the purchaser, as will any charges for drivers, loading, unloading, or 
other costs associated with the transportation of the chassis.  

3. BME will then have the unconditional right to examine the body to determine if the 
claimed defect falls within the scope of this warranty.  
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This warranty shall not cover the following:  
  

1. Damage caused by fire, misuse, neglect, or accident.  
2. Damage caused by theft, vandalism, riot, or explosion.  
3. Damage caused by acts of God such as lightning, flood, hurricane, etc.  
4. Damage that may or may not, at BME's discretion, be caused by or associated with 

unauthorized repairs of modifications.  
5. Damage that may or may not, at BME's discretion, be caused by or associated with lack or 

improper maintenance procedures.  
6. Loss of time, loss of use of the chassis, inconvenience, lodging, food, or other 

consequential loss that may result from the claimed failure of the repair and claim 
procedure.  

 
This warranty is expressly in lieu of all other warranties, expressed or implied. 
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STAINLESS STEEL & BRASS PLUMBING WARRANTY 
 

BASIC COVERAGE: 
BME Fire Trucks LLC. warrants to the original purchaser that the stainless-steel plumbing 
components and ancillary brass fittings used in the construction of the water/foam plumbing 
system are structurally sound, free of structural defects in design, material and workmanship and 
will not fail due to perforation caused by corrosion. BME Fire Trucks LLC. will at its option repair or 
replace any portion of the plumbing system, covered under this warranty, that proves to be 
defective in design, material and/or workmanship for a period of ten (10) years from the date the 
apparatus is first placed in service.       

NOT COVERED: 
This warranty shall not apply to any new apparatus that has been subjected to misuse, neglect, 
overloading, remounting, modification, alteration, accident, or lack of normal maintenance 
practices. The plumbing warranty shall terminate upon transfer of possession or ownership by 
original purchaser.  

DISCLAIMER: 
NO WARRANTIES ARE GIVEN BEYOND THOSE DESCRIBED HEREIN.  THIS WARRANTY IS IN LIEU OF 
ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED. THE COMPANY SPECIFICALLY DISCLAIMS 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ALL OTHER 
REPRESENTATIONS TO THE USER/PURCHASER AND ALL OTHER OBLIGATIONS OR LIABILITIES. 
FURTHER, THE COMPANY EXCLUDES LIABILITY FOR CONSEQUENTIAL AND INCIDENTAL 
DAMAGES, ON THE PART OF THE COMPANY OR SELLER. No person is authorized to give any other 
warranties or to assume any liabilities on the Company’s behalf unless made or assumed in writing 
by the seller; and no other person is authorized to give any warranties or to assume any liabilities 
on the seller’s behalf unless made or assumed in writing by the seller.  

OBTAINING SERVICE: 
Return the vehicle to any BME Fire Trucks LLC. dealer/authorized service center or contact BME 
Fire Trucks LLC. BME Fire Trucks LLC. shall be solely responsible for determining the extent of 
repair under the terms of the warranty. Transportation costs shall be the responsibility of the 
purchaser. 
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PAINT WARRANTY 
 

BASIC PAINT COVERAGE:   
 
BME Fire Trucks LLC. PPG Paint Company warrants to the original purchaser the paint finish 
applied to each new piece of Fire and Rescue Apparatus to be free from defects in material and 
workmanship under normal use and service and will at its option repair or replace the paint of the 
damaged area. The warranty coverage shall be for a period of seven (7) years from the new 
vehicle delivery date. This warranty shall not apply to any new apparatus that has been subjected 
to misuse, neglect, modification, alteration, accident, and lack of normal maintenance practices. 
 

SPECIFIC COVERAGE: 
 
The paint finish applied to the BME Fire Apparatus is guaranteed to the original purchaser for a 
period of seven (7) years against the following: 
 

• Peeling or delaminating of the topcoat and/or other layers of paint 
• Cracking or checking 
• Loss of gloss caused by cracking, checking, or chalking 
• Any paint failure caused by defective paint materials covered by this guarantee 

 

EXCLUSIONS: 
 
A paint failure resulting from any of the following conditions is excluded from coverage: 
 

• Paint deterioration caused by bubbles, blisters, or other film degradation due to rust or 
corrosion originating from the substrate 

• Corrosion due to design/engineering (i.e., electrolysis dissimilar metals) 
• Hazing, chalking or loss of gloss caused by improper care, abrasive polishes, cleaning 

agents, or heavy-duty pressure washing 
• Paint deterioration caused by abuse, accidents, acid rain, chemical fallout, or other acts 

of nature  
• Accidents, scratches, chips, or stone bruises due to normal vehicle use 
• Repairs done over previously refinished areas unless stripped to bare metal 
• Claims presented without proper guarantee documentation 
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OBTAINING SERVICE: 
 
Return the vehicle to any BME Fire Trucks LLC. dealer/authorized service center or contact BME 
Fire Trucks LLC. When contacted, BME Fire Trucks LLC. will authorize and will direct you to the 
nearest authorized paint repair facility if necessary.   
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PROPOSAL INTRDUCTION 
With a rich legacy spanning over three decades, Golden State Fire Apparatus, Inc. stands as the premier 
authorized dealership for top-tier fire apparatus in Central and Northern California. Our unwavering 
commitment to attention to detail and customer satisfaction have positioned us as leaders in the 
industry. 
 
We express our sincere gratitude for the privilege you have afforded us — the opportunity to present 
this comprehensive proposal for a BME FIRE TRUCKS, LLC. 4X4 INTERNATIONAL “TARGHEE” MODEL 34 
ENGINE. Your thoughtful review and consideration of the detailed proposal are deeply valued. At Golden 
State Fire Apparatus, Inc., we look forward to the prospect of serving your firefighting needs with the 
utmost excellence and professionalism. 
 
DEALER-SUPPLIED PRODUCTS AND SERVICES 
Golden State Fire Apparatus Inc. (GSFA) will furnish the following items and/or services before final 
delivery so that all necessary components and support are in place, contributing to an efficient final 
delivery process. Please refer to the detailed list below for a comprehensive overview of the products 
and/or services included: 
 
AUTHORIZED MANUFACTURER 
In accordance with the State of California Vehicle Code, specifically Section 11701, it is mandated that 
"every manufacturer of a vehicle subject to registration shall make application to the Department of 
Motor Vehicles (DMV) for a license containing a general distinguishing number." The manufacturer, as of 
the proposal submission, holds a valid license in compliance with this requirement and is prepared to 
furnish a copy upon request. This adherence to regulatory standards ensures that the manufacturer 
maintains a current and official status, promoting transparency and compliance with legal requirements 
throughout the duration of the proposal and subsequent processes. 
 
AUTHORIZED DEALERSHIP 
In compliance with the State of California Vehicle Code, specifically Section 11701, it is mandated that "a 
dealer in vehicles of a type subject to registration shall make application to the Department of Motor 
Vehicles (DMV) for a license containing a general distinguishing number." Golden State Fire Apparatus, 
Inc. possesses a valid license at the time of the bid, as detailed above, and can promptly provide a copy 
upon request. This adherence to regulatory standards ensures that the dealership maintains a current 
and official status, promoting transparency and compliance with legal requirements throughout the 
duration of the proposal and subsequent processes. 
 
AUTHORIZED SALES REPRESENTATIVE 
In accordance with the State of California Vehicle Code, specifically Section 11800, it is expressly 
prohibited for any individual to function as a vehicle salesperson without obtaining a license issued by 
the Department of Motor Vehicles (DMV). The representative, at the time of proposal, holds a valid 
vehicle salesperson's license and is ready to furnish a copy upon request. This adherence to regulatory 
standards ensures that the sales representative maintains a current and official status, promoting 
transparency and compliance with legal requirements throughout the bidding process and subsequent 
phases. 
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VEHICLE REGISTRATION 
In adherence to the State of California Vehicle Code Section 11739, it is mandated that the "dealer of a 
new motor vehicle sale is responsible for applying for the title, securing vehicle registration, and 
obtaining license plates for the Customer" through the Department of Motor Vehicles (DMV). Being a 
factory-authorized dealer of the vehicle being sold, Golden State Fire Apparatus, Inc. is duly authorized 
to register the vehicle with the State of California as a new vehicle manufacturer. 
 
GSFA is committed to facilitating an excellent vehicle ownership experience for the customer. As such, 
we will manage all necessary applications and complete all transfer papers, including the application for 
California Exempt "E" license plates. This approach ensures compliance with regulatory requirements 
and a hassle-free registration process for our valued customers. 
 
WEEKLY PROGRESS PHOTOGRAPHS 
GSFA is committed to ensuring transparency and comprehensive reporting throughout the 
construction process of the apparatus. To achieve this, GSFA will provide weekly photographs 
capturing various stages of the apparatus or major components under construction. 
 
Commencing from the initiation of the manufacturing process, the photographic documentation 
will extend throughout the entire production phase by the manufacturer. These weekly reports 
will offer a visual representation of the ongoing progress of the apparatus, highlighting key 
milestones and showcasing unique features and aspects as construction unfolds. 
 
Our focus is to provide customers with a clear and detailed insight into the evolution of the 
apparatus, fostering a deeper understanding of the craftsmanship and distinct elements 
incorporated during the construction process. This commitment to regular, visual updates aims 
to enhance communication and transparency regarding the progress of the apparatus. 
 
FINAL INSPECTION, FACTORY VISIT 
A final inspection trip to the manufacturing facility is included for three (3) Customer 
representatives. The primary objective of this visit is to ensure the adherence of the apparatus 
to specifications and promptly identify any potential deficiencies. The final inspection trip is 
anticipated to span three (3) days and two (2) nights, with scheduling details collaboratively 
determined between GSFA and the Customer. 
 
GSFA will cover the costs associated with airfare, lodging, meals, and ground transportation 
during the stay at the manufacturer's location. Air travel will be arranged from one of the 
following airports: Sacramento, San Francisco, or San Jose. 
 
It is important to note that certain costs, including Customer ground transportation within 
California, airport parking, luggage fees, and incidental expenses during travel to the factory, 
fall within the responsibility of the Customer. Furthermore, flight reservations are non-
refundable, and in the event of a cancellation post-booking, the Customer will bear all 
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associated costs, encompassing not only the original ticket cost but also any change or 
cancellation fees levied by the airline and/or travel agency. Additionally, flight reservations are 
non-transferable. This delineation aims to establish clarity and transparency regarding the 
allocation of responsibilities and potential costs associated with the final inspection trip. 
 
COMMUNICATION EQUIPMENT MOUNTING FUND 
A Communication Equipment Mounting Fund amounting to $2,500 per unit is incorporated into 
the quotation and is specifically designated to cover the expenses associated with mounting 
communication equipment, such as two-way radios, adhering to the directives of the Customer. 
 
In the event that the mounting costs surpass the stipulated allowance, any additional work 
required can be undertaken at the prevailing shop rate. Any unused portion of the 
Communication Equipment Mounting Fund will be credited back on the final invoice. 
Alternatively, if not credited, the remaining funds will be promptly returned to the Customer in 
the form of a check following the completion of the final invoicing process. This approach 
guarantees financial transparency and effective management throughout the project. 
 
DELIVERY TO AUTHORIZED SERVICE FACILITY 
GSFA will deliver the apparatus to our Northern California facility located in Sacramento for a 
comprehensive dealer preparation inspection. This service, conducted at the expense of GSFA, 
aims to have the apparatus in optimal condition at the time of final delivery. 
 
To ensure the proper break-in of all components while still under warranty, the apparatus will 
be delivered under its own power. The use of rail or truck freight for transportation is deemed 
unacceptable in order to uphold the highest standards of quality assurance during the delivery 
process. This approach not only aligns with warranty considerations but also emphasizes the 
commitment to delivering a fully operational apparatus to our valued customers. 
 
PRE-DELIVERY SERVICE 
Before reaching its final destination, the apparatus undergoes a pre-delivery service conducted 
by Golden State Emergency Vehicle Service, Inc. This service is designed to tap into the 
expertise of an external source, providing an experienced perspective that enhances the 
thoroughness of your final inspection. Our pre-delivery service covers the following areas: 
 

1. Engine Compartment and Undercarriage: 
• Inspect for broken mounting brackets. 
• Inspect and identify locations of any fluid leaks. 
• General inspection of hoses, wiring, and linkage, focusing on potential wear points. 
• Verify correct fluid capacities for engine oil, coolant, power steering fluid, washer 

reservoir fluid, transmission fluid, rear-end fluid, pump transmission oil, and primer 
oil if applicable. 
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• Re-torque U-bolts to OEM specifications if equipped with leaf spring suspension 
(Pierce Custom chassis only). 

 
2. Interior: 

• Confirm proper operation of doors, windows, and locks, ensuring accurate 
adjustment. 

• Confirm proper operation of seatbelt alarms. 
• Confirm proper operation of all compartment door alarms, as well as hose bed 

cover, ladder rack, light tower, and deck gun alarms. 
• Ensure functionality of auxiliary power points, interior lighting, mirror, and seat 

controls, and if applicable - headsets and radios. 
• Inspect upholstery for quality and condition. 

 
3. Exterior: 

• Address reasonable paint scratches or chips. 
• Tighten any loose hardware. 
• Inspect tires and wheels, ensure proper pressure. 
• Check compartment doors for proper operation and latch fit. 
• Lubricate compartment door locks if applicable. 

 
4. Road Test: 

• Conduct a road test with a full water tank (if applicable), covering approximately 
twenty miles on both city and highway roads. 

• Perform a DOT compliant brake test to verify the system is holding air. 
• Inspect brake condition, wheel seals, and ensure drive train components reach 

optimal operating temperatures. 
• Conduct an Allison Transmission self-diagnostic to verify fluid level, fluid and filter 

life, and check for fault codes. 
 

5. Electrical: 
• Verify the operation of all lights, sirens, and other electrical accessories. 

 
6. Pump: 

• Operate the Pressure Governor or Relief Valve, transfer valve, and check pump shift. 
• Inspect water tank, pump and plumbing for leaks and calibrate the water level 

gauge. 
• Ensure smooth operation of all discharge, suction, and drain valves. 

 
7. Pierce Husky™ Foam System: 
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• If applicable, draft and inject clean water to ensure proper operation of the foam 
pump. 

 
8. Fuel and DEF Tanks: 

• Fill the fuel tank and DEF tank prior to final delivery. 
 

9. Wash: 
• Thoroughly wash the apparatus prior to final delivery. 

 
This pre-delivery service assists the apparatus to meet our high standards of quality and 
operational efficiency before reaching its final destination. 
 
FINAL DELIVERY (CUSTOMER LOCATION) 
GSFA will deliver the completed Product, inclusive of any relevant equipment, spare parts, and 
supplies, to the Customer's specified address at GSFA's expense.  
 
In preparation for the Product's delivery, the Customer is required to furnish GSFA with proof of 
liability and physical damage insurance. GSFA will withhold the release of the Product until such 
proof of insurance is provided. 
 
To ensure a timely delivery process, it is incumbent upon the Customer to settle any 
outstanding balance owed to GSFA before or at the time the Product is completed and ready 
for delivery. In the event of delayed payment or delivery, GSFA reserves the right to impose a 
late fee and daily storage charge as outlined in the Standard Terms and Conditions until 
payment is received. 
 
For compliance with insurance liability considerations, the Product will only be delivered upon 
full acceptance and full payment, or through a prior written agreement mutually reached 
between the Customer and GSFA. This ensures a secure and efficient finalization of the delivery 
process, aligning with both parties' obligations and safeguarding against potential liabilities. 
 
COMPREHENSIVE SALES AND SERVICE SUPPORT 
At GSFA, we understand that immediate response is essential - and the service and support of your 
apparatus should be no different. Since our founding in 1989, our mission has been to provide first 
responders with the highest quality, most reliable fire and emergency apparatus from top-tier 
manufacturers. We specialize in guiding our customers through the entire process - from apparatus 
evaluation and customization to final inspection - and ensuring years of reliable service through our 
Golden State Emergency Vehicle Service (GSEVS) division. 
  
Golden State Emergency Vehicle Service (GSEVS) 
Established in 2014, GSEVS is committed to building long-term, collaborative relationships by providing 
exceptional warranty and technical support. Our services cover a wide range of needs, including chassis, 
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electrical systems, pump, aerial, routine maintenance, equipment mounting, and pump testing - with 
priority given to new units sold by GSFA. Our goal is to deliver prompt, professional service and 
unwavering support for your apparatus. 
  
Sacramento Facility 
Our Sacramento location features a 33,814-square-foot facility with 18 working bays and a 4,500-
square-foot, two-story parts distribution department. Conveniently located near Highway 99 with easy 
access to Interstates 80 and 50, we are positioned to serve you efficiently.  
  
Tracy Facility (Opening Fall 2025) 
Our second location in Tracy will expand our service capacity with a 49,634-square-foot facility featuring 
22 working bays and a parts department equal in size to our Sacramento facility. Strategically located 
within the "Tracy Triangle" - bordered by I-580, I-205, and I-5 - this facility will enhance our ability to 
serve customers in the Bay Area and beyond. 
 
Certified and Experienced Technicians 
Our service team includes factory-trained professionals certified by Pierce, ASE, and EVT. They undergo 
regular training to stay current on chassis, electrical systems, and aerial devices, ensuring expert 
handling of any challenge. Whether it's routine maintenance or complex diagnostics, you can count on 
expert care and precision with every visit. 
 
Parts 
At Golden State, we’re dedicated to keeping your apparatus fully operational and mission-ready. That’s 
why we maintain a robust inventory of both Pierce and non-Pierce parts—ready for immediate 
deployment when you need them most. If a part isn’t in stock, we expedite orders directly from the 
manufacturer to minimize downtime and get your unit back in service without delay. 
 
To make the process even more efficient, our digital Parts Request Portal offers a streamlined, user-
friendly experience. It provides 24/7 access to submit requests, monitor order status, and communicate 
directly with our team—ensuring transparent updates and quicker turnaround times every step of the 
way. 
 
Mobile Service 
To minimize emergency apparatus downtime, we offer a robust mobile service program for on-site 
repairs and maintenance. 
  
Pre-Delivery Inspection (PDI) Process 
We employ a dedicated team of Pre-Delivery Inspection (PDI) technicians solely focused on ensuring 
your apparatus arrives in peak condition. Before your new custom unit is delivered, it undergoes a 
thorough, multi-point inspection to verify quality, performance, and compliance with all specifications. 
Our team handles every detail of the acceptance and delivery process—so you can take ownership with 
complete confidence and peace of mind. 
 
Your Single Source for Sales and Service 
With Golden State Fire, you have a single point of contact for sales, service, and support - all under one 
roof, with two strategically located facilities to serve you better. We are confident that our combination 

553



7 
 

of expertise, customer service, and product support is unmatched by any other fire and emergency 
apparatus dealership in California. 
 

END OF EXHIBIT “D” 
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Jeff Isaacs, Fire Chief

DATE: June 18, 2025

SUBJECT: Item 10.5 Adoption of Resolution 25-09 and District Policy 26: Policies
and Procedures for Waiving District Service Fees Pursuant to Ordinance
25-01 (Excludes EMS/Ambulance Fees)

     

 

 

 

 
BACKGROUND
The District is authorized under Health & Safety Code §13916 to impose fees to recover the reasonable
costs of providing services and enforcing regulations.   The Board adopted Ordinance 25-01 to establish
such fees.  Ordinance 25-01 does not cover EMS/Ambulance fees, which is subject to a different fee
ordinance.
 
Under Health & Safety Code §13919, and Ordinance 25-01, the District may waive the fees in Ordinance
25-01 if doing so serves the public interest, but only through a Board-adopted resolution that specifies
the governing policies and procedures.
 
The District's Cost Recovery Policy (Policy) states the Board may waive payment of fees when it
determines that payment would not be in the public interest. The Policy states the Board shall adopt a
resolution which specifies the policies and procedures governing waivers.
 
Staff has prepared a proposed Fee Waiver Policy and Procedures for District Service Fees (District
Policy 26 - Attachment B), corresponding Resolution 25-09 (Attachment A) and Fee Waiver Request
Application (Attachment C).
 
The proposed policy provides that an applicant may request a waiver of any District Service Fee covered
under Ordinance 25-01 based on any one or any combination of the following Eligibility Factors:
 

Public Benefit: The activity promotes fire prevention, community education, or public safety.
Community Access: The applicant is a nonprofit, school, public agency, or other community-
serving organization operating within the District’s jurisdiction.
Financial Hardship: The applicant demonstrates an inability to pay, supported by documentation. 
The District will consider 200% of the current HHS Poverty Guidelines as a guideline in granting a
waiver based on financial hardship.
District Partnership: The event or service directly supports District programs or strategic
objectives (e.g., Firewise events, defensible space outreach, etc.).

 
The proposed policy delegates to the Fire Chief the ability to approve or deny fee waiver applications. 
Any denial of a fee waiver is subject to appeal to the Board of Directors.
 
In addition, the Board of Directors will receive an annual report from the Fire Chief detailing the number
of waiver applications received, the number of waiver applications approved, the reasons for waiver
decisions, the amounts of waivers approved (both the total amount and the amounts approved by each
Eligibility Factor.

 
Item 10.5
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RECOMMENDATION
Staff Recommendation: 1) Discuss; 2) Deliberate; 3) Adopt Resolution 25 -09 Adopting a Fee Waiver
Policy and Procedures for District service fees pursuant to Ordinance 25-01 (excludes EMS/Ambulance
Fees)

ATTACHMENT
 
Attachment A: 25-09 Adopting a Fee Waiver Policy and Procedures for District Service Fees
Attachment B: 26 Fee Waiver Policy and Procedures for District Service Fees (Excludes EMS)
Attachment C: Fee Waiver Request Application

 
Item 10.5
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RESOLUTION 2025-09 

Page 1 of 2  

RESOLUTION NO. 25-09 

 
A RESOLUTION OF THE BOARD OF DIRECTORS OF THE MORAGA-ORINDA FIRE 

PROTECTION DISTRICT ADOPTING A FEE WAIVER POLICY AND PROCEDURES 

FOR DISTRICT SERVICE FEES PURSUANT TO ORDINANCE 25-01 (EXCLUDES 

EMS/AMBULANCE FEES) 

WHEREAS, the Moraga-Orinda Fire Protection District (MOFD) has adopted Ordinance 25-01 

establishing a schedule of fees to recover the reasonable costs of providing District services and 

enforcing regulations, in accordance with Health and Safety Code section 13916; and 

WHEREAS, Health and Safety Code section 13919 authorizes fire protection districts to waive 

the payment of fees when the Board of Directors determines that payment would not be in the 

public interest; and 

WHEREAS, the District’s Cost Recovery Policy (District Policy 24) recognizes the Board’s 

authority to set or waive fees and outlines that exceptions to full cost recovery may be made at 

the discretion of the Board; and 

 

WHEREAS, the Board of Directors seeks to establish a formal policy and procedure for 

evaluating and approving waiver requests for District service fees in a consistent, transparent, 

and equitable manner; and 

 

WHEREAS, the policy excludes fees for ambulance transport and emergency medical services 

(EMS), which are governed under a separate ordinance and resolution; and 

 

WHEREAS, the policy outlines eligibility criteria, submission requirements, review and 

approval procedures, and reporting expectations for all fee waiver requests related to District 

services governed by Ordinance 25-01; 

 

NOW THEREFORE, BE IT RESOLVED, by the Board of Directors of the Moraga-Orinda Fire 

District as follows: 

 The Fee Waiver Policy and Procedures for District Service Fees Pursuant to Ordinance 25-

01 (Excludes EMS/Ambulance Fees), attached hereto as Exhibit A, is hereby adopted as 

the official policy of the District. 

 The Fire Chief, or their designated representative, is authorized to implement the policy, 

oversee the review of waiver applications, and approve, deny, or modify applications for 

waivers. Decisions by the Fire Chief to deny an application for a fee waiver are subject to 

appeal to the Board of Directors. 

 The District shall ensure that application materials and information about the fee waiver 

process are made publicly available through the District’s website and other appropriate 

channels. 

 The Board of Directors will receive an annual report from the Fire Chief detailing the 

number of waiver applications received, the number of waiver application approved, the 

reasons for waiver decisions, and the amounts of waivers approved. 

 The Board of Directors shall receive an annual summary of fee waiver requests and 

approvals during the District’s annual fee review process. 
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RESOLUTION 2025-09 

Page 2 of 2  

 

Resolution 25-09 

Dated: J un e  18 , 2025 

 

 

PASSED, APPROVED and ADOPTED this 18th day of June 2025, at the regular meeting of the 

District Board of Directors held at 26 Orinda Way, Orinda, California 94563 on a motion made by 

Director ____ and seconded by Director ___ and duly carried with the following roll call vote: 

 

AYES:   

 

NOES:   

 

ABSENT:  

 

ABSTAIN:   
 

 

 

Greg Hasler, President  

Board of Directors 

 

I certify that this is a full, true and correct copy of the original document which is on file in my office, 

and that was passed and adopted by the Moraga-Orinda Fire Protection District on the date shown.  

 

 

 

ATTEST: 

 

 

 

       

Marcia Holbrook 

District Secretary/District Clerk 

 

 

 

 

 

 

APPROVED AS TO FORM:                                      APPROVED AS TO CONTENT: 

 

 

 

_______________________________                         ___________________________ 

Jonathan V. Holtzman                   Jeff Isaacs 

District Counsel                   Fire Chief   
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Approved: June 18, 2025 

Ordinance: None 

Resolution:  25-09 

MORAGA-ORINDA FIRE DISTRICT 

DISTRICT POLICY 

26 
 

FEE WAIVER POLICY AND PROCEDURES FOR  

DISTRICT SERVICE FEES  

(EXCLUDES EMS/AMBULANCE FEES)  
 

PURPOSE: 
To define the criteria and process by which the Moraga-Orinda Fire Protection District may waive 

payment of Authorized Fees, as defined by Ordinance 25-01 and District Policy 24, when the Board 

determines that such a waiver is in the public interest. 

 

 

SCOPE: 
This policy applies to all Authorized Fees adopted by the Board of Directors under Ordinance 25-01 

and governed by District Policy 24 (Cost Recovery Policy). This policy does not apply to fees 

associated with emergency medical services (EMS) or ambulance transport, which are governed by 

separate ordinance and fee schedule. 

 

Pursuant to Health & Safety Code §13919, the Board may waive any Authorized Fee when it 

determines that payment would not be in the public interest.  Before waiving payment of any fee, the 

Board shall adopt a resolution which specifies the policies and procedures governing waivers. This 

policy establishes the required procedures for such waivers. 

 

 

PREFACE: 
The District recognizes that, while cost recovery ensures financial sustainability and accountability, 

there may be circumstances where fee waivers serve a broader public interest. This policy provides 

guidelines and procedures to ensure that any such waivers are granted fairly, lawfully, and in 

alignment with the District’s mission. 

 

 

PROCEDURES: 
1. Eligibility for Fee Waiver 

An applicant may request a waiver of any District Service Fee covered under Ordinance 25-

01 based on any one or any combination of the following Eligibility Factors: 

 Public Benefit: The activity promotes fire prevention, community education, or 

public safety. 

 Community Access: The applicant is a nonprofit, school, public agency, or other 

community-serving organization operating within the District’s jurisdiction. 

 Financial Hardship: The applicant demonstrates an inability to pay, supported by 

documentation.  The District will consider 200% of the current HHS Poverty 

Guidelines as a guideline in granting a waiver based on financial hardship. 
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 District Partnership: The event or service directly supports District programs or 

strategic objectives (e.g., Firewise events, defensible space outreach, etc.). 

2. Request Process 

Applicants must: 

 Submit a completed Fee Waiver Request Form at least 30 calendar days prior to the 

service date or fee due date. 

 Include documentation supporting the basis for the request (e.g., nonprofit status, event 

plan, financial statements, etc.). 

3. Review and Approval 

 District staff will review requests for completeness and alignment with policy. 

 The Fire Chief shall deny, approve, or partially approve a waiver request. 

 The Fire Chief shall provide a written decision on whether to approve, modify, or deny an 

application for a waiver.  The written decision will be based on the Eligibility Factors referenced 

in Item # 1 above. 

4. Recordkeeping and Reporting 

 All approved waivers shall be documented and tracked by staff. 

 The Board of Directors will receive an annual report from the Fire Chief detailing the number 

of waiver applications received, the number of waiver application approved, the reasons for 

waiver decisions, the amounts of waivers approved (both the total amount and the amounts 

approved by Eligibility Factors referenced in Item # 1 above). 

 Waiver data will be included in the District’s annual fee review to ensure transparency and 

evaluate policy impacts. 

 

 

APPEAL PROCESS: 

 If a waiver request is denied by the Fire Chief, the applicant may appeal the decision by 

requesting a hearing before the MOFD Board of Directors. 

 An appeal letter must be submitted in writing within 30 days of receiving the denial notice. 

The written appeal should include any additional supporting documentation or explanation 

that the applicant wishes to provide. 

 Appeals should be sent to: 

Moraga-Orinda Fire District 

Attn: District Clerk / Fee Waiver Appeal 

1280 Moraga Way, Moraga, CA 94556 

 The applicant will be notified of the date, time, and location of the hearing where they may 

present their case in person. 

 The Board may uphold the denial, approve the waiver, or modify the waiver amount based 

on the information provided. 

 The final decision of the Board of Directors is binding. 

 The applicant will be notified in writing of the Board’s final decision. 
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DISTRICT FEE WAIVER APPLICATION 
(District Service Fees Only — Excludes EMS/Ambulance Fees)) 

 

APPLICANT INFORMATION: 
Applicant Name / Organization Name: _____________________________________________ 
Primary Contact Person: ________________________________________________________ 
Mailing Address: ______________________________________________________________ 
City: _______________________________________________ 
Phone Number: (_____) ______ - _______ 
Email Address: _______________________________________________________________ 

Nonprofit / Public Agency? ☐ Yes ☐ No 

Tax ID (if applicable): ____________________ 
 
SECTION 2 – SERVICE OR FEE INFORMATION: 
 

Type of Service or Permit Requested: _____________________________________________ 
District Fee Code or Description (if known): _______________________________________ 
Date of Service / Application Submission: _______________________________________ 
 
SECTION 3 – REQUEST BASIS (Check all that apply) 

☐ Public Benefit – The service/event significantly benefits public safety, education, or fire 

prevention. 

☐ Community Access – Applicant is a nonprofit, school, or government agency serving MOFD 

communities. 

☐ Financial Hardship – Payment of the fee would create an undue burden.  The District will 

consider 200% of the current HHS Poverty Guidelines as a guideline in granting a waiver 
based on financial hardship.   

 
In considering a financial hardship request, please also provide the following: 
 
Monthly household gross income:  __________________ 

 
Number of dependents living in household: _______________ 

 
In order for your application based on financial hardship to be considered for approval, 
one or more of the below documents must be submitted with your application: 

 
 Paycheck stubs for the past 90 days for all persons employed in the home. 

 Bank and other financial institution statements for the past 90 days. 

 Any other information demonstrating financial hardship you wish to provide that will help 
in our decision-making process. 

☐ District Partnership – Activity directly supports a Fire District program, initiative, or strategic 

goal. 

 

Moraga-Orinda Fire District 
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SECTION 4 – SPECIFIC REQUEST(S): 
 

 My District Fees to be waived. 

 My District Fees to be reduced. 

 Establishment of a payment plan for my District Fees. 
 
Please provide a written explanation supporting your request. Attach additional pages if needed.: 
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SECTION 4 – REQUIRED DOCUMENTATION 
Please attach any supporting documentation, which may include the following: 

 A detailed description of the project/event/program. 
 Proof of nonprofit status or agency affiliation (if applicable). 
 Documentation supporting financial hardship, if claimed (e.g., budget, letter of explanation). 
 Any promotional or planning materials (if applicable). 

 
 
SECTION 5 – CERTIFICATION 
 
 
I declare under penalty under perjury under the laws of the State of California that the information 
provided in this application is true and complete to the best of my knowledge. I understand that this is a 
request for a waiver of fees and that approval is at the discretion of the MOFD Fire Chief and Board of 
Directors. I understand that incomplete applications may be delayed or denied. 
 
 
Signature: ____________________________________   Date: ________________ 
 
Print Name: ___________________________________ 
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Jeff Isaacs, Fire Chief

DATE: June 18, 2025

SUBJECT: Item 10.6 Adoption of Resolution 25-10 and District Policy 25: EMS and
Ambulance Transport Financial Hardship Program Policy and
Procedures

     

 

 

 

 
BACKGROUND
The District is authorized under Health & Safety Code §13916 to impose fees to recover the reasonable
costs of providing services and enforcing regulations.  The Board adopted Ordinance 25-02 to establish
fees for ambulance transport and emergency medical services (“EMS Fees”).
 
Under Health & Safety Code §13919, and Ordinance 25-02, the District may waive these fees if doing so
serves the public interest, but only through a Board-adopted resolution that specifies the governing
policies and procedures.
 
The District's Cost Recovery Policy (Policy) states the Board may waive payment of fees when it
determines that payment would not be in the public interest. The Policy states the Board shall adopt a
resolution which specifies the policies and procedures governing waivers.
 
Staff has prepared a proposed EMS and Ambulance Transport Financial Hardship Program Policy
(Attachments B & C) and Resolution 25-10 (Attachment A).
 
The proposed policy allows patients (or their designees) to request a financial hardship review of their
EMS charges and waiver of the charges.  The District will consider 200% of the current HHS Poverty
Guidelines as a guideline in granting a hardship waiver.
 
The proposed policy delegates to the Fire Chief the ability to approve or deny financial hardship
applications for waiver of EMS charges.   Any denial of a fee waiver is subject to appeal to the Board of
Directors.
 
The Board of Directors will receive an annual report from the Fire Chief detailing hardship waiver
activities, including demographic trends.
 
 

RECOMMENDATION
Staff Recommendation: 11) Discuss; 2) Deliberate; 3) Adopt Resolution 25-10, Adopting the EMS and
Ambulance Transport Financial Hardship Program Policy and Procedures, which provides a process for
patients to request waiver, reduction, or modification of ambulance transport charges based on financial
need, pursuant to Health & Safety Code §13919.

ATTACHMENT
 

Item 10.6
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Attachment A: Resolution 25-10 EMS and Ambulance Transport Financial Hardship Program Policy and
Procedures
Attachment B: Policy 25 EMS and Ambulance Transport Waivers Policy and Procedures
Attachment C: EMS and Ambulance Transport Hardship Waiver Application

 
Item 10.6
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RESOLUTION NO. 25-10 

 
A RESOLUTION OF THE BOARD OF DIRECTORS OF THE MORAGA-ORINDA FIRE 

PROTECTION DISTRICT ADOPTING THE EMS AND AMBULANCE TRANSPORT 

FINANCIAL HARDSHIP PROGRAM POLICY AND PROCEDURES 

WHEREAS, the Moraga-Orinda Fire Protection District (MOFD) is committed to providing 

emergency medical services and ambulance transport to all individuals, regardless of their 

financial status; and 

WHEREAS, Health and Safety Code Section 13919 authorizes fire protection districts to 

establish policies regarding the waiver, reduction, or modification of fees in the public interest, 

such as reasons based on financial hardship; and   

WHEREAS, the Board of Directors recognizes that some patients may experience financial 

hardship that prevents them from paying EMS and ambulance transport charges; and  

 

WHEREAS, the Board of Directors seeks to establish a formal policy and procedure for 

evaluating hardship requests in a consistent, transparent, and fair manner; and  

 

WHEREAS, the policy outlines procedures for patients to apply for financial hardship 

consideration, including submission of a Financial Hardship Program Application Form, review 

of eligibility based on 200% of the current Health and Human Services (HHS) Poverty 

Guidelines, and an appeal process; and 

 

WHEREAS, the policy ensures that no patient will be denied necessary medical transport 

services due to their inability to pay or lack of insurance; and 

 

WHEREAS, the Board of Directors will receive an annual report on the hardship waiver 

program, summarizing applications, trends, and financial impacts. 

 

NOW THEREFORE, BE IT RESOLVED, by the Board of Directors of the Moraga-Orinda Fire 

District as follows: 

 

1. The EMS and Ambulance Transport Financial Hardship Program Policy and Procedures 

attached hereto as Exhibit A is hereby adopted as the official policy of the District. 

2. The Fire Chief, or their designated representative, is authorized to implement the policy, 

oversee the hardship review process, approve, deny or modify applications for waivers, 

and ensure compliance with all applicable laws and regulations.  Decisions by the Fire 

Chief to deny an application for a fee waiver are subject to appeal to the Board of Directors. 

3. The Fire Chief shall ensure that hardship application forms and information about the 

program are made publicly available through the District’s website and other appropriate 

channels. 

4. The Board of Directors will receive an annual report detailing hardship waivers granted, 

denied, or modified, along with associated demographic trends. 
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Resolution 25-10 

Dated: June 18, 2025 

 

 

PASSED, APPROVED and ADOPTED this 18th day of June 2025, at the regular meeting of the 

District Board of Directors held at 26 Orinda Way, Orinda, California 94563 on a motion made by 

Director ____ and seconded by Director ___ and duly carried with the following roll call vote: 

 

AYES:   

 

NOES:   

 

ABSENT:  

 

ABSTAIN:   
 

 

 

Greg Hasler, President  

Board of Directors 

 

I certify that this is a full, true and correct copy of the original document which is on file in my office, 

and that was passed and adopted by the Moraga-Orinda Fire Protection District on the date shown.  

 

 

 

ATTEST: 

 

 

 

       

Marcia Holbrook 

District Secretary/District Clerk 

 

 

 

 

 

 

APPROVED AS TO FORM:                                      APPROVED AS TO CONTENT: 

 

 

 

_______________________________                         ___________________________ 

Jonathan V. Holtzman                   Jeff Isaacs 

District Counsel                   Fire Chief   
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Approved: June 18, 2025 

Ordinance: None 

Resolution:  25-10 

MORAGA-ORINDA FIRE DISTRICT 

DISTRICT POLICY 

25 
 

EMERGENCY MEDICAL SERVICES/AMBULANCE TRANSPORT 

FINANCIAL HARDSHIP PROGRAM  
 

 

PURPOSE: 
To establish a Moraga-Orinda Fire Protection District (MOFD) policy that allows the modifying of 

EMS and Ambulance Transport charges based on current year Department of Health and Human 

Service Poverty guidelines. This policy is implemented in conjunction with the Ambulance Transport 

and Emergency Medical Services Collections Policy 03 to ensure consistent and fair financial 

assistance procedures. 

 

SCOPE: 
As authorized by Health and Safety Code section 13919, this policy pertains to all patients treated or 

transported by the Moraga-Orinda Fire Protection District. Each patient may request one (1) hardship 

modification per consecutive twelve (12) month period.  MOFD is committed to non-discrimination. 

This policy applies to all patients without regard for the person’s sex, race, color, religion, ancestry, 

national origin, disability, medical condition, genetic information, marital status, sexual orientation, 

citizenship, primary language, or immigration status. 

 

PREFACE: 
EMS and Ambulance Transport charges may be waived, reduced, or a payment plan established, 

based upon qualifying financial hardship policies and procedures. These procedures will ensure a 

just and fair evaluation of a hardship waiver request and will establish an audit trail for future use. 

 

The Ambulance Transport and Emergency Medical Services Collections Policy 03 outlines the 

District’s overall billing and collection process, including the availability of hardship waivers. This 

policy serves as a supplement to the collections policy, providing specific guidelines for financial 

hardship eligibility and application procedures. 

 

PROCEDURES: 
1. No one will EVER be denied a necessary medical transport service due to either their inability 

to pay or a lack of insurance. 

2. Every effort will be made to collect payment from the insurance company for charges 

rendered. After insurance payment, the District will attempt to collect the remaining balance 

from the patient per the Ambulance Transport and Emergency Medical Services Collections 

Policy 03. 

3. MOFD will address cases of financial hardship on an individual basis. 

4. Patients who are unable to pay their co-pays, deductibles, or who are uninsured, 

unemployed, homeless, or otherwise unable to make payments may request a financial 

hardship review of their EMS charges. Patients, or their designee, shall complete the MOFD 

Financial Hardship Program Application Form. 
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5. The application form may be requested from Wittman Enterprises, LLC by calling (800) 906-

6552, by mail to Wittman Enterprises, LLC P.O. BOX 269110, Sacramento, CA 95826, or 

downloaded from the MOFD Website: www.mofd.org. 

6. The completed Financial Hardship Program application and supporting documentation shall 

be submitted to Wittman Enterprises. 

7. When complete, the Financial Hardship Program Application Form and supporting 

documents will be forwarded to the MOFD Fire Chief (or their appointed designee) for 

review and approval. Per the Ambulance Transport and Emergency Medical Services 

Collections Policy, hardship waivers can be granted by the Fire Chief, with denied requests 

eligible for appeal to the MOFD Board of Directors. 

8. The Fire Chief may approve, modify, or deny a financial hardship request.  The Fire Chief 

will render a decision on the financial hardship request in a timely fashion, generally 

expected to be within 45 days of receipt of the complete application and supporting 

documentation. No collection activities will progress while an account is under review for 

hardship consideration. 

9. If approved for modification, a copy of all documentation will be retained in MOFD files 

for a period of five years or such longer period as may be required by law. The original form 

will be transmitted to the billing company authorizing the modification or elimination of the 

patient’s charges. The Fire Chief will notify the patient in writing of the final disposition of 

the hardship waiver. 

10. MOFD will consider 200% of the current HHS Poverty Guidelines as a guideline in granting 

a hardship waiver. 

11. The Board of Directors will receive an annual report from the Fire Chief detailing hardship 

waiver activities, including demographic trends. 

 
 

APPEAL PROCESS: 
 If a hardship waiver request is denied by the Fire Chief, the patient (or their designee) may 

appeal the decision by requesting a hearing before the MOFD Board of Directors. 

 An appeal letter must be submitted in writing within 30 days of receiving the denial notice. 

The written appeal should include any additional supporting documentation or explanation 

that the applicant wishes to provide. 

 Appeals should be sent to: 

Moraga-Orinda Fire District 

Attn: District Clerk / Hardship Waiver Appeal 

1280 Moraga Way, Moraga, CA 94556 

 The applicant will be notified of the date, time, and location of the hearing where they may 

present their case in person. 

 The Board may uphold the denial, approve the waiver, or modify the waiver amount based 

on the information provided. 

 The final decision of the Board of Directors is binding. 

 The patient will be notified in writing of the Board’s final decision. 
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EMS AND AMBULANCE TRANSPORT 
HARDSHIP WAIVER APPLICATION 

 
(Note: A hardship application must be submitted for each  

EMS/Ambulance Financial Hardship Fee Adjustment Request) 
 

The District will consider 200% of the current HHS Poverty Guidelines as a guideline in granting a 
waiver based on financial hardship. 

 

APPLICANT INFORMATION: 
Patient Name:________________________________________  
Date of Birth: ____ / ____ / ______  
Address:____________________________________________  
City: _______________________________________________ State:___     Zip: _________ 
Phone Number: (_____) ______ - _______ Email:__________________ 
# of Household Members: _________________ # of Dependents: ________ 
Total Monthly Income (Gross) $_____________ 
(If married, provide combined gross income) 

 

Date of EMS Transport: _________________________  
  

 
Service Requesting: 
 

 My EMS/Ambulance charges to be waived. 

 My EMS/Ambulance charge to be reduced. 

 Establishment of a payment plan for my EMS/Ambulance charge that better suits my ability to 
pay. 

 
Monthly household gross income:  __________________ 
 
Number of dependents living in household: _______________ 
 
In order for your application to be considered for approval, one or more of the below 
documents must be submitted with your application: 
 

 Paycheck stubs for the past 90 days for all persons employed in the home. 

 Bank and other financial institution statements for the past 90 days. 

 Any other information demonstrating financial hardship you wish to provide that will help in our 
decision-making process. 

 

Responsible Party (if different from applicant):  
 

Name: _______________________________  Relationship: _____________________________ 
 

Address (if different from above applicant): ___________________________________________ 
 

Contact Number: ________________________________________________________________ 
  

Moraga-Orinda Fire District 
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In your own words, explain why you are requesting a Hardship Waiver: 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
I do herby request that I, as either the applicant, or the party who is financially responsible for the 
applicant, be considered for a reduction in the payment responsibilities as they relate to this EMS 
transport service fee. By signing this form, I certify that I am uninsured and currently have no insurance 
which can be billed for this charge. I declare that all of the information contained here within this 
document, along with all attachments, is true and accurate. Furthermore, I understand that I will be held 
liable for any false statements and/or information provided, pertaining to this waiver request. I hereby 
agree to notify the Moraga Orinda Fire District of any change to the financial status of the applicant, or 
responsible party, which may affect their ability to pay EMS charges. 
 
 
Signature: ____________________________________   Date: ________________ 
 
Print Name: ___________________________________ 
 
For questions regarding the hardship waiver process, please contact the Moraga-Orinda Fire District 
at 925-258-4599 or via e-mail at info@mofd.org 
 
Submit your application and verification documents to: 
Wittman Enterprises 
LLC PO BOX 269110  
Sacramento, CA 95826 
_________________________________________________________________________________ 

Administrative Use Only 
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Incident number: 
 

Date of transport: 
 

Date request received:  
 

 
 

Claim:     
  Approved        Denied 

Reason: 
 

Date billing company notified: 
 

 
 

 
 

 
 

 
 
 

Fire Chief Approval Signature: 
 

Administrative Services Director Approval Signature: 
 

 
 
 
 

The U.S. Department of Health and Human Services (HHS) issues annual poverty guidelines to determine 
financial eligibility for various federal programs.  

For 2025, the guidelines are as follows: 

 
For the 48 Contiguous States and the District of Columbia: 

Persons in Family/Household Poverty Guideline 

1 $15,650 

2 $21,150 

3 $26,650 

4 $32,150 

5 $37,650 

6 $43,150 

7 $48,650 

8 $54,150 

For families/households with more than 8 persons, 
 add $5,500 for each additional person 
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Gloriann Sasser, Administrative Services Director

DATE: June 18, 2025

SUBJECT: Item 10.7 Approve Resolution 25-13 Authorizing a Third Amendment to
the Technology Services Agreement with Definitive Networks, Inc. for
Information Technology Services, Fiber Connections, Management of
Mobile Devices and Mobile Data Computers, Office 365, Management of
Additional Laptop Computers and Security to Extend the Term for the
Period July 1, 2025 through June 30, 2026 in an Amount Not to Exceed
$328,818 for the Extended Term

     

 

 

 

 
BACKGROUND

In May 2022 the District issued a Request for Proposals (RFP) for information technology services. The
contract was awarded to Definitive Networks, Inc. (DNI) and approved by the Board in July 2022. In
November 2023 the Board authorized an amendment to the contract with DNI to provide additional
services of management of mobile devices and mobile data computers, Office 365 and management of
additional laptop computers and security for the period October 1, 2023, through June 30, 2025.

At the April 16, 2025 Board meeting, the Board heard an item concerning an extension of the agreement.
The item heard on April 16, 2025, did not include a copy of an amendment to the contract and, after
review of the original agreement and a discussion with District counsel, it was determined that an
amendment to the original agreement and the previous amendments was necessary in order to continue
the technology services agreement provided by Definitive Networks, Inc. including, but not limited to,
fiber connections, management of mobile devices and mobile data computers, Office 365 and
management of additional laptop computers and security.

The proposed amendment provides for an extension of the existing agreement for one year at the cost of
$328,818. 

Staff recommends the Board approve the third amendment to the DNI contract (Attachment B) at the
increased cost of $328,818. An FY2026 goal is to complete a comprehensive evaluation of information
technology needs, evaluate the information technology contract and consider negotiating an extension of
the existing contract, enter into a new contract, or issue a request for proposals and consider responses
to the request for proposals. The FY2026 budget includes $25,000 to hire an independent information
technology consultant to complete the evaluation and assist the District with the RFP process.

RECOMMENDATION
Staff Recommendation: 1) Discuss; 2) Deliberate; 3) Approve Resolution 25-13 Authorizing a Third
Amendment to the Technology Services Agreement with Definitive Networks, Inc. for Information
Technology Services, Fiber Connections, Management of Mobile Devices and Mobile Data Computers,
Office 365, Management of Additional Laptop Computers and Security extending the term for a one-year
term for the Period July 1, 2025 through June 30, 2026, in an Amount Not to Exceed $328,818 for the

 
Item 10.7
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extended term. 

ATTACHMENT
 
Attachment A: Resolution 25-13 Authorizing a Technology Services Agreement with Definitive Networks
Inc..docx
Attachment B: DNI Amendment 3 to October 2022 Contract.pdf

 
Item 10.7
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RESOLUTION NO. 25-13 

 
A RESOLUTION OF THE BOARD OF DIRECTORS OF THE  

MORAGA-ORINDA FIRE PROTECTION DISTRICT  

AUTHORIZING AN AMENDMENT TO THE INFORMATION TECHNOLOGY 

SERVICES AGREEMENT WITH DEFINITIVE NETWORKS, INC. IN AN AMOUNT 

NOT TO EXCEED $328,818 FOR FISCAL YEAR 2025-26 

WHEREAS, the Moraga-Orinda Fire Protection District is currently contracting with Definitive 

Networks, Inc. for information technology services and desires to extend the agreement for an 

additional one-year period of July 1, 2025, through June 30, 2026; and 
 

WHEREAS, the technology firm Definitive Networks, Inc. has expertise in information 

technology services for public entities and, specifically, fire districts; and 
 

WHEREAS, Definitive Networks, Inc. has previously provided quality services to the Moraga-

Orinda Fire Protection District; and 
 

WHEREAS, the Board of Directors intends to extend the term of the contract with Definitive 

Networks, Inc. to provide the information technology services needed for the Fire District and 

provide compensation for the extended term to Definitive Networks, Inc. 

 

NOW THEREFORE, BE IT RESOLVED, that the Moraga-Orinda Fire Protection District 

Board of Directors, in accordance with District Resolution 24-12, hereby finds and declares the 

following: 

 Resolution 25-13 supersedes Resolution 25-05 

 Public Contract Code Section 20812(a) authorizes the Moraga-Orinda Fire Protection 

District to enter into a technology services contract with Definitive Networks, Inc. 

 District staff is not available or qualified to perform these services provided by Definitive 

Networks, Inc. 

 Definitive Networks, Inc. is currently providing services to the District. 

 The District negotiated a revised one-year contract extension with Definitive Networks, 

Inc.  

BE IT FURTHER RESOLVED, that the Moraga-Orinda Fire Protection District Board of 

Directors hereby authorizes the Board President, on behalf of the Board of Directors, to execute an 

amendment to the technology services contract with Definitive Networks, Inc., that has been 

approved by District Counsel, that extends the existing agreement for one year with a not to exceed 

amount of $328,818 for the period July 1, 2025 through June 30, 2026. 

 

PASSED, APPROVED and ADOPTED this 18th day of June 2025, at the regular meeting of the 

District Board of Directors held at 26 Orinda Way, Orinda, California 94563 on a motion made by 

Director     and seconded by Director     and duly carried with the following roll call vote: 
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Resolution 25-13 

Dated: J une 18, 2025 

 

AYES:   

 

NOES:   

 

ABSENT:  

 

ABSTAIN:  
 

 

 

 

 

 

Greg Hasler, President  

Board of Directors 

 

I certify that this is a full, true and correct copy of the original document which is on file in my office, 

and that was passed and adopted by the Moraga-Orinda Fire Protection District on the date shown.  

 

 

 

ATTEST: 

 

 

 

       

Marcia Holbrook 

District Secretary/District Clerk 

 

 

 

 

 

 

APPROVED AS TO FORM:                                      APPROVED AS TO CONTENT: 

 

 

 

_______________________________                         ___________________________ 

Jonathan V. Holtzman                   Jeff Isaacs 

District Counsel                   Fire Chief   
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AMENDMENT NO. 3 

CONSULTING SERVICES AGREEMENT 
June 19, 2025 

 
Whereas, the Moraga-Orinda Fire Protection District ("District") and Definitive Networks, Inc. ("Consultant") 
entered into a Consulting Services Agreement on October 1, 2022, (the “ Original Agreement”) and 
 
Whereas, the District and Consultant entered into Amendment No. 1 on December 8, 2023, and Amendment 
No. 2 on April 10, 2024, and  
 
Whereas, Amendment No. 2 superseded Amendment No. 1, (“Amendment 2), and 
 
Whereas. The Original Agreement and Amendment 2 will be referred to collectively as the Agreement, and  
 
Whereas, the District wishes to amend the services, extend the term and amend other terms and conditions 
of said Agreement. 
 
Now therefore, the parties agree to modify said Agreement as follows effective July 1, 2025: 
 
I. AMENDMENTS 
 
Section 1, “Services,” is amended in its entirety to read as follows: 
 
Section 1. Services 

1.1 Term of Services.  This Agreement shall begin on October 1, 2022, and shall end June 30, 
2026, unless the term of the Agreement is otherwise terminated or modified, as provided for 
herein.   

1.2 Assignment of Personnel. Consultant shall assign only competent personnel to perform 
services in connection with this Agreement. 

1.3 Termination. District may cancel this Agreement at any time and without cause upon written 
notification to Consultant. In the event of termination, Consultant shall be entitled to 
compensation for services satisfactorily completed as of the date of written notice of termination; 
District, however, may condition payment of such compensation upon Consultant delivering to 
District documents and records identified in Section 8.1 of this Agreement. If the District cancels 
this Agreement without cause, the District agrees to pay Consultant a one-time lump sum amount 
as follows: 

 During the first 12 months of the term: $193,498 
  During months 13-24: $138,037 

 During months 25-30: $85,194 
 During months 31 – 48: $0 
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Section 2, “Compensation,” is amended in its entirety to read as follows: 
 

Section 2. COMPENSATION.  
 

2.1 Term of Agreement – October 1, 2022, to June 30, 2025.  District hereby agrees to pay 
Consultant an amount NOT TO EXCEED $625,863 for all work set forth in Exhibit G, in 
accordance with the Compensation Schedule and Firm Fixed Price Fees which is attached as 
Exhibit B, and made a part of this Agreement. In the event of a conflict between this Agreement 
and Consultant’s proposal regarding the amount of compensation, this Agreement shall prevail. 
Consultant agrees to the mandatory Service Level Agreements with designated liquidated 
damages associated with inadequate performance as listed in Exhibit C, and made a part of this 
Agreement. 

 
2.2 Term of Agreement – July 1, 2025, to June 30, 2026.  District hereby agrees to pay Consultant 

an amount NOT TO EXCEED $328,818 for the term of service July 1, 2025, through June 30, 
2026, for all work set forth in Exhibit G which is attached hereto and incorporated herein, and at 
the rates set forth in Exhibit G, in accordance with the Compensation Schedule and Firm Fixed 
Price Fees. Consultant agrees to the mandatory Service Level Agreements with designated 
liquidated damages associated with inadequate performance as listed in Exhibit C, and made a 
part of this Agreement.  

 
Exhibit A is amended to add as follows: 
 
EXHIBIT A - SCOPE OF SERVICES 
 
  The Scope of Services is modified to add the following services effective October 1, 2023:  
 
  Mobile Device Management and Apparatus Mobile Data Computers – Consultant shall manage all 

District mobile devices including mobile phones and tablets. Consultant shall manage all mobile data 
computers in District apparatus. 

 
 The Scope of Services is modified to add the following services effective December 1, 2023:  
 
  Additional Managed Desktops/Laptops – Consultant shall monitor and manage four (4) additional 

desktops/laptops including security toolsets.  
 
 The Scope of Services is modified to add the following services effective February 1, 2024:  
 
  Microsoft Office 365 – Consultant shall provide Microsoft Office 365 to all District employees. 
   
Exhibit B is amended to add as follows: 
 
EXHIBIT B - COMPENSATION SCHEDULE AND FIRM FIXED PRICE FEES 
 

 Consultant's Fee Schedule, is modified to add as follows: 
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  Compensation for all additional tasks detailed in this amendment for the period July 1, 2025 through 
June 30, 2026 shall not exceed $328,818 as detailed in attached Exhibit G. 

 
 The above fees include all anticipated costs including travel, per diem, and out-of-pocket expenses.  
 
 Reimbursable expenses – none 

 
 II. REAFFIRMATION 

 
In all other respects, the Agreement, as amended, remains in full force and effect. 
 
III. ENTIRE AGREEMENT 
 
The Agreement, as amended, constitutes the entire understanding between District and Consultant. 
 
IV. EFFECTIVE DATE 
 
This First Amendment shall be deemed effective as of the last date it has been signed by both Parties. 
 

SIGNATURE PAGE FOLLOWS 
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IN WITNESS WHEREOF, District and Consultant have executed this Amendment No. 3 on the dates set 
forth below. By their signatures below, each signatory represents that they have the authority to execute this 
Amendment and to bind the Party on whose behalf their execution is made.  

Moraga-Orinda Fire Protection District 

_________________________________ Date: _____________________ 
Greg Hasler, President  
Board of Directors 

APPROVED AS TO FORM:        APPROVED AS TO CONTENT: 

_______________________________          ___________________________ 
Jonathan V. Holtzman   Jeff Isaacs 
District Counsel   Fire Chief   

CONSULTANT 

Signature: Date: 
David Parnell  
Chief Operating Officer 
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Exhibit G   Compensation Schedule and Firm Fixed Price Fees
For the Year July 1, 2025 to June 30, 2026

Access Point Fortinet or equivalent
Station 41 (Fortinet AP223E) 3 376.92  $                      
Station 41 Admin (Fortinet AP431F) 1 125.64  $                      
Station 42  (Fortinet AP223E) 3 376.92  $                      
Station 43  (Fortinet AP223E) 3 376.92  $                      
Station 44  (Fortinet AP223E) 3 376.92  $                      
Station 45  (Fortinet AP223E) 3 376.92  $                      

Router/Firewall Fortinet or equivalent
Station 41 (Fortinet FG40F / 511F) 1 2,298.96  $                
Station 42 (Fortinet FG40F / 511F) 1 2,298.96  $                
Station 43 (Fortinet FG40F / 511F) 1 2,298.96  $                
Station 44 (Fortinet FG40F /  511F) 1 2,298.96  $                
Station 45 (Fortinet FG40F /  511F) 1 2,298.96  $                

Network Switch Fortinet or equivalent
Station 41 (FortiSwitch-124F-POE) 1 922.56  $                   
Station 41 Admin (FortiSwitch-124F-FPOE) 1 1,020.00  $                
Station 42 (FortiSwitch-124F-POE) 1 922.56  $                   
Station 43 (FortiSwitch-124F-POE) 1 922.56  $                   
Station 44 (FortiSwitch-124F-POE) 1 922.56  $                   
Station 45 (FortiSwitch-124F-POE) 1 922.56  $                   

Security/Firewall
Datacenter - Core VM-02 Advanced Threat Protection 2 10,316.36  $              

Cloud Systems
dc1/dc2 2 3,661.68$                  
2 vCPU, 256 GB Storage, 8 GB RAM,  Unlimited Bandwidth, Unlimited CPU 
Time, Redundant Connectivity, Offsite Backup
Entra Connect 1/2 2 3,661.68$                  
2 vCPU, 256 GB Storage, 8 GB RAM,  Unlimited Bandwidth, Unlimited CPU 
Time, Redundant Connectivity, Offsite Backup
File Server 1 4,491.48  $                   
2 vCPU, 2TB Storage, 8 GB RAM,  Unlimited Bandwidth, Unlimited CPU Time, 
Redundant Connectivity, Offsite Backup
Telestaff SQL (Legacy RMS/EMS Data) 1 7,148.52  $                   
4 vCPU, 1TB Storage, 16 GB RAM,  Unlimited Bandwidth, Unlimited CPU Time, 
Redundant Connectivity, Offsite Backup
Telestaff Web 1 1,830.84$                  
2 vCPU, 256 GB Storage, 8 GB RAM,  Unlimited Bandwidth, Unlimited CPU 
Time, Redundant Connectivity, Offsite Backup
Print 1 1,830.84$                  

2 vCPU, 256 GB Storage, 8 GB RAM,  Unlimited Bandwidth, Unlimited CPU 
Time, Redundant Connectivity, Offsite Backup

Managed Subscription Service Costs
Office 365 E3 - Per User at $24.15 per month 84 24,343.20  $                 
Teams Phone Standard (Requires AT&T CalNet Direct Routing) $10 per month 19 2,280.00  $                   
Backup & Disaster Recovery (Servers + O365) 1 13,824.00  $                 
Office 365 Filtering Protection - Per User $1.95 per month 84 1,965.60  $                   
Office 365 Entra ID P2 - Per User $8 per month 84 8,064.00  $                   
Advanced DNS Filtering - Per Device $2.15 per month 46 1,186.80  $                   
Threat Hunting - Per Device $3.08 per month 46 1,700.16  $                   
Endpoint Protection - Per Device $5 per month 46 2,760.00  $                   
Application Whitelisting & Ringfencing - Per Device $3.06 per month 46 1,689.12  $                   
Device & Service Monitoring with Patching $12.10 per month 46 6,679.20  $                   
Secure VPN Access $15 per month 21 3,780.00  $                   
Station Alerting Monitoring $11 per month 5 660.00  $                      

Managed IT Services
Desktops 25 28,500.00  $                 
Laptops 11 12,540.00  $                 
Firewalls 7 12,159.84  $                 
Switches 6 4,002.48  $                   
Virtual Servers 10 49,084.80  $                 
Access Points 16 385.28  $                      
MDC's and Mobile Devices 17 19,196.40  $                 

Analytics & Reporting
Custom Analytics 1 28,200.00  $                 

Telecommunications
Stations 41,42,43,44,45 (100Mbps Fiber + 5G) 5 48,738.00  $                 

Contingency
Unplanned Additions 1 5,000.00$                  

328,818.12  $              
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Gloriann Sasser, Administrative Services Director

DATE: June 18, 2025

SUBJECT: Item 10.8 Adopt Resolution 25-11 Establishing the District's Annual
Appropriations Limit for Fiscal Year 2025/26

     

 

 

 

 
BACKGROUND

Each year the Board of Directors is required to establish an appropriations limit for the District per
California Government Code Section 7910. In accordance with the calculation formula established in the
Government Code, the District’s appropriations limit for Fiscal Year 2025/26 is $41,606,942. Prior
appropriations limits are as follows:

Fiscal Year Appropriations Limit
2020/21 $31,860,615
2021/22 $33,804,130
2022/23 $36,207,281
2023/24 $37,678,751
2024/25 $39,089,573
2025/26 $41,606,942

 

RECOMMENDATION
Staff Recommendation: 1) Discuss; 2) Deliberate; 3) Adopt Resolution 25-11 Establishing the District’s
Annual Appropriations Limit for Fiscal Year 2025/26

ATTACHMENT
 
Attachment A: Resolution 25-11 Establishing the District's Annual Appropriations Limit.docx
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RESOLUTION 2025-11 

 

 

 RESOLUTION NO. 25-11 

 

A RESOLUTION OF THE BOARD OF DIRECTORS OF 

THE MORAGA-ORINDA FIRE PROTECTION DISTRICT 

ESTABLISHING THE APPROPRIATIONS LIMIT FOR 

FISCAL YEAR 2025/26 PURSUANT TO ARTICLE XIIIB OF 

THE CALIFORNIA CONSTITUTION 
 

WHEREAS, Article XIIIB of the California Constitution provides that the total annual 

appropriations subject to limitation of each governmental entity, including the Moraga-Orinda 

Fire Protection District ("District"), shall not exceed the appropriations limit of such entity of 

government for the prior year adjusted by certain changes mandated by Proposition Four passed 

in November, 1979 and Proposition 111 in June, 1990 except as otherwise provided for in 

Article XIIIB and implementing State statutes; and, 

 

WHEREAS, pursuant to Article XIIIB, and Section 7900 et seq. of the California 

Government Code, the District is required to set its appropriations limit for each fiscal year; and, 

 

WHEREAS, District Staff conducted necessary analysis and calculations to determine the 

appropriations limits for fiscal year 2025/26, relying on the prior fiscal year approved limit and 

using the following two adjustment factors: Annual Percent Change in Population for the County 

of Contra Costa in conjunction with Percentage Change in Per Capita Personal Income; and, 

 

WHEREAS, based on such calculations District Staff has determined the said 

appropriations limit, and, pursuant to Section 7910 of the Government Code, has made available 

to the public the documentation used in the determination of the limit; 

 

NOW THEREFORE, BE IT RESOLVED by the District Board of Directors that the 

Appropriations Limit for Fiscal Year 2025/26 shall be and is hereby set in the amount of 

$41,606,942. 

 

PASSED, APPROVED and ADOPTED this 18th day of June 2025, at the regular meeting of the 

District Board of Directors held at 26 Orinda Way, Orinda, California 94563 on a motion made 

by Director ____ and seconded by Director ___ and duly carried with the following roll call vote: 

 

AYES:   

 

NOES:   

 

ABSENT:  

 

ABSTAIN:   
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RESOLUTION 2025-11 

 

 

Resolution: 25-11 

Dated: June 18, 2025      

 

 

 

 

            

      Greg Hasler, President 

      Board of Directors 

 

 

I certify that this is a full, true and correct copy of the original document which is on file in my 

office, and that was passed and adopted by the Moraga-Orinda Fire Protection District on the date 

shown.  

         

 

 

ATTEST: 

 

 

      

Marcia Holbrook 

District Secretary/District Clerk 

 

 

 

APPROVED AS TO FORM:                                      APPROVED AS TO CONTENT: 

 

 

_______________________________                         ___________________________ 

Jonathan V. Holtzman        Jeff Isaacs 

District Counsel                                       Fire Chief   
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Jeff Isaacs, Fire Chief

DATE: June 18, 2025

SUBJECT: Item 10.9  Blocking Vehicle for Scene Protection

     

 

 

 

 
BACKGROUND
While at the scene of a vehicle accident in December of 2024 Engine 43 was struck by
another vehicle. At the time of the incident Engine 43 was assigned to be the blocking vehicle.
The current standard practice is for an engine or truck to be used to protect the scene and
provide safety for all responders and members of the public.
 
Following a recent meeting with the California Highway Patrol (CHP), staff reviewed the best
practices for ensuring responder and public safety at roadway incidents. CHP emphasized
that early driver warning of incidents ahead is critical. Effective early warning methods include
rolling roadblocks and well-deployed flare patterns, which provide drivers with time and space
to reduce speed and navigate around the hazard safely.
 
Traditional blocking vehicles are designed to occupy a single lane and provide rear-end impact
protection. While they serve a purpose, their utility is limited in environments where incidents
span multiple lanes or require dynamic traffic management. In the operational context of the
Moraga-Orinda Fire District (MOFD), responders often need to adapt quickly to changing
scene conditions, directing traffic flow across several lanes and from multiple directions.
 
Flexible tools such as road flares, cones, and reflective signage allow MOFD personnel to
rapidly establish control, create safer working zones, and adapt as scenes evolve. These tools
offer superior visibility and broader coverage compared to a static blocking vehicle.
 
Additionally, freeway incidents fall under the primary traffic control authority of the CHP.
MOFD’s role should remain focused on rapid hazard mitigation, establishing initial scene
safety, and supporting CHP in managing traffic. Maintaining this clear division of
responsibilities ensures coordinated, effective incident response without duplicating resources
or deploying equipment with limited utility in our operating environment.
 
Staff recommend that the district prioritize the use of flexible, quickly deployable tools such as
flares, cones, and signage to manage traffic and protect responders. The district should
continue to enhance its existing traffic control capabilities by:
 

Continuing regular training and refresher courses for roadway incident operations to
reinforce safety best practices.
Coordinate with CHP on any changes to best practice.
Consider integrated electronic signage as a specification consideration for future
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apparatus purchases to improve on-scene visibility and traffic control capabilities.
 
FISCAL IMPACT
The cost of acquiring and outfitting a blocking vehicle ranges from $150,000 to $250,000,
excluding personnel and operational expenses. Additional costs would include customization
to meet fire service standards Code 3 lighting, communications equipment, scene lighting, and
reflective markings.
 
In contrast, expanding the District’s cache of portable traffic control equipment such as flares,
cones, and signage can be accomplished for under $5,000, offering immediate, flexible, and
cost-effective safety benefits across the entire district.

RECOMMENDATION
Staff Recommendation:  1) Discuss; 2) Deliberate; 3) Provide Direction to Staff 
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Jeff Isaacs, Fire Chief

DATE: June 18, 2025

SUBJECT: Item 10.10 Receive Status Update on Station 45 Remodel Project and
Other Facility Planning; Consider Providing Direction to Staff Regarding
the Station 45 Remodel Project and Other Facility Projects Including, But
Not Limited to, Dissolution of the Station 45 Remodel Project Ad Hoc
Committee and Establishing Other Ad Hoc Committees

     

 

 

 

 
BACKGROUND

On December 18, 2024, the Board approved an Architectural Services Agreement with Shah Kawasaki,
Inc. for the design and planning of the Station 45 Remodel project. At that time, the Board also
established a Station 45 Facilities Project Ad Hoc Committee, comprised of Directors Danziger and
Jorgens, to work collaboratively with Staff and the Project Architect.

On February 19, 2025, the Board received an update on the Station 45 Remodel and was presented with
preliminary information regarding the potential rebuilding of Station 41.  

Project Update:
The Ad Hoc Committee and Staff have participated in several meetings to review progress and provide
input on the Station 45 Remodel. Most recently, on Wednesday, June 11, 2025, a meeting was held with
Staff, the Ad Hoc Committee, and the Architect to review the current project cost estimate. The estimated
construction cost for the remodel is $3,227,911, excluding an anticipated 30–50% in soft costs.

During a preliminary consultation with the County Building Department, the architect was advised that
the remodel would trigger several code requirements, including:

Installation of a fire sprinkler system,
Construction of new interior stairs and
Addition of a new ADA-compliant walkway in front of the station.

The estimated cost per square foot for the remodel is approximately $1,149, compared to the estimated
$1,600 per square foot for new fire station construction. Given these factors, both Staff and the Ad Hoc
Committee agree that pausing the Station 45 Remodel to evaluate alternative options is the most fiscally
responsible course of action at this time.

Furthermore, prioritizing the development of a new Station 41 and identifying a temporary facility to
house administrative staff have emerged as more immediate needs.

Board Direction – Options for Consideration:

1. Proceed with the Station 45 Remodel as originally approved under the current agreement and
amendment with Shah Kawasaki, Inc.

2. Pause further work on the Station 45 Remodel project while continuing to explore alternative
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options. Redirect focus toward advancing the Station 41 rebuild and securing a leased facility for
administrative operations.

RECOMMENDATION
Staff Recommendation: 1) Discuss; 2) Deliberate; 3) Provide direction to the Fire Chief and Staff
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Moraga-Orinda Fire District

TO: Board of Directors

FROM: Jonathan Holtzman, District Counsel

DATE: June 18, 2025

SUBJECT: Item 10.11 Receive Status Update on the Recruitment of a New
Investment Advisor and Provide Direction to Staff

     

 

 

 

 
BACKGROUND
On January 15, 2025, after consideration of issuing a Request for Proposals for investment advisory
services for the District’s two Internal Revenue Code (IRC) Section 115 Trust Plans administered by
Public Agency Retirement Services (“PARS”), the Board directed Staff and General Counsel to
undertake an informal procurement process to identify potential firms to provide these services.  Director
Jorgens contacted five firms and discussed the District’s needs with three of the five firms.  One of the
three firms determined that the investment portfolios were of insufficient size for them to manage.
 
On March 19, 2025, the Board received a status update including the results of Director Jorgens’
discussions with potential replacement investment advisor firms.  The Board, by a 4-1 vote, expressed
support for moving forward with preparing the necessary documents to replace the current investment
advisory firm.
 
On May 21, 2025, the Board received another update on the process.  During this update, the topic of
whether to adopt a self-directed investment approached was the direction of the Board.
 
This item will update the Board as to the current status of this project and possible alternatives to the
current structure of management of the Section 115 Trusts.

RECOMMENDATION

Staff Recommendation: 1) Discuss; 2) Deliberate; 3) Provide Direction to Staff
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